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ABSTRACT 


This Synthesis Lecture focuses on techniques for efficient data orchestration within DNN accel- 
erators. The End of Moore’s Law, coupled with the increasing growth in deep learning and other 
AI applications has led to the emergence of custom Deep Neural Network (DNN) accelerators 
for energy-efficient inference on edge devices. Modern DNNs have millions of hyper parameters 
and involve billions of computations; this necessitates extensive data movement from memory 
to on-chip processing engines. It is well known that the cost of data movement today surpasses 
the cost of the actual computation; therefore, DNN accelerators require careful orchestration 
of data across on-chip compute, network, and memory elements to minimize the number of 
accesses to external DRAM. The book covers DNN dataflows, data reuse, buffer hierarchies, 
networks-on-chip, and automated design-space exploration. It concludes with data orchestra- 
tion challenges with compressed and sparse DNNs and future trends. The target audience is 
students, engineers, and researchers interested in designing high-performance and low-energy 
accelerators for DNN inference. 
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Preface 


The rise of Deep Learning (DL) as a disruptive application domain, coupled with the end of 
performance scaling of traditional CPUs, has led to new paradigm of computer architectures, 
namely specialized accelerators for DL. Tens of billions of dollars have been invested in this 
area—with innovative accelerators being developed not only by the usual chip vendors (e.g., 
Intel, NVIDIA) but also by traditionally software companies (e.g., Google, Microsoft), star- 
tups, and academia. The goal of this Synthesis Lecture is to dissect and describe the key build- 
ing blocks and design flows common across DL inference accelerators. In particular, we focus 
on efficient mechanisms to manage data orchestration—i.e., systematically staging fine-grained 
data movement within an accelerator for performance and energy efficiency. The expected back- 
ground for readers is an understanding of basic computer architecture. Our aim is to bootstrap 
students and designers into this rapidly growing and exciting domain. 

In this book, we walk through the various mechanisms to enable efficient data orches- 
tration within DNN inference accelerators—which could be deployed in the cloud or on edge 
platforms. Chapter 2 provides necessary background on Dataflow and Data Reuse. Chapter 3 
presents the first key component of data orchestration—on-chip buffer organization. Chap- 
ter 4 describes the second key component of data orchestration—on-chip network architectures. 
Chapter 5 ties the dataflow, buffer hierarchies, and on-chip networks together into a systematic 
methodology for designing DNN accelerators, and it also presents a case study of current state- 
of-the-art accelerators. Chapter 6 delves into the design-space-exploration approaches for DNN 
accelerator design. Chapter 7 presents a preview of ongoing activity in architecting accelerators 
for sparse DNNs. Finally, Chapter 8 concludes with a brief discussion of DNN acceleration 
approaches that this book did not delve into and future research opportunities. 
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CHAPTER 1 


Introduction to Data 
Orchestration 


We begin with a chapter that introduces the overarching theme of this Synthesis Lecture: hard- 
ware acceleration of Deep Learning inference. First, we provide a brief background on Deep 
Neural Networks (DNNs), which are the underlying computational mechanisms within Deep 
Learning applications. Our objective is not to go into the theory behind the structure and accu- 
racy of DNNs (which readers can find in any modern textbook on Machine Learning or Deep 
Learning), but rather to identify the key computations within DNNs that are being considered 
for acceleration throughout the book. Next, we introduce DNN accelerators, describing the 
template architecture we consider in this book—namely a spatial array of processing elements 
connected via a network-on-chip to a custom buffer hierarchy. Finally, we coin the term “data 
orchestration” to refer to the systematic staging of data movement within the accelerator for 
data reuse and efficiency. 


1.1 DEEP NEURAL NETWORKS (DNNS) 


Neural networks are a rich class of algorithms that can be trained to approximate the behavior 
of complex mathematical functions. They are inspired by human brains and comprise of a large 
collection of neurons connected with synapses. Each neuron is connected with many other neu- 
rons and its output enhances or inhibits the actions of the connected neurons. These connections 
are called synapses, and each synapse has a weight associated with it. Modern neural networks 
are typically architected as a series of layers. For this reason they are called they are called “deep” 
neural networks or DNNs. The first (a.k.a. input) layer takes the external inputs (a.k.a. activa- 
tions), followed by multiple internal (a.k.a. hidden) layers, followed by the final (a.k.a. output) 
layer that provides the final output for the function being approximated. 

Figure 1.1a shows the general structure of DNNs. The neuron is the fundamental building 
block of DNNs. Its structure is shown in Figure 1.1b. It computes a weighted-sum to incorporate 
various features of inputs in different degrees to generate an output value, and applies a nonlinear 
activation function to the output value to generate the final output. The degree of consideration 
for each input feature depends on the weight on the corresponding synapse. 


2 1. INTRODUCTION TO DATA ORCHESTRATION 


Synapse 
Neuron Synapse 





Neuron 





Layer 1 Layer2 Layer3 Layer N Inputs Weights 
(a) Deep Neural Network Overview (b) Neuron Structure 


Figure 1.1: Structure of deep neural networks. Each synapse (i.e., connection) in (a) and (b) 
represents a weight. The connectivity can change depending on the type of DNN. ‘The weight 


values are determined after training. 


1.1.1 DNN TRAINING AND INFERENCE 


DL today operates in two phases: training and inference. During training, a DNN is fed multiple 
samples of /abeled datasets. Labeled datasets tag each data sample with the correct output, also 
called ground truth. For instance, a picture of a dog tagged with a label “dog.” These data samples 
are streamed through the DNN from the input layer to the output layer; this is known as a 
forward pass. For each data sample, the error between the predicted output and the ground 
truth is computed and propogated through the DNN in reverse, from the output layer to the 
input layer. This is known as backpropagation. During backpropagation, the synaptic weights are 
adjusted with the aim of minimizing the gradient of the error with respect to each weight. This 
process is called gradient descent. However, since calculating the true error across all images would 
be prohibitively expensive, in practice an optimization called stochastic gradient descent is used 
to calculate an estimated gradient. In either case, because the ground truth must be known a 
priori, the process described above is referred to as supervised learning, as humans were involved 
in the labeling of the dataset. 

‘The training loop is considered to be complete when the DNN predictions on input sam- 
ples that have not been used for backpropogation (the festing set) exceeds the user’s accuracy 
requirements. ‘The trained DNN is then deployed for use by end applications. For legacy rea- 
sons, the trained DNN is often called a model, since the underlying function approximator need 
not be a neural network and can be some other machine learning (ML) approach as well.' 

After deployment, the DNN makes inferences (i.e., predictions) on new data without 
any notion of ground truth. Only a forward pass through the layers is done during inference. In 


'The discussion of other ML approaches is beyond the scope of this book. 
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general, weights are not updated dynamically in the field, except as the result of another training 
process. Therefore, the training and inference steps should be considered as separate workloads, 
with training generally being a superset of inference. 

An important factor to take into account while deciding the hardware design for training 
and inference workloads is the emphasis on latency vs. throughput. In general, inference happens 
in “real time;” for instance, object recognition in self driving cars, or speech-to-text and vice-versa 
transcriptions with an active user. Therefore, inference is latency-critical. On the other hand, 
training is mostly an offline workload. This opens up a new avenue to increase the efficiency of 
the computing hardware by employing a technique called datched stochastic gradient descent. 
Batching refers to an optimization where several inputs are collected together and then sent 
through the same computation pipeline simultaneously to enhance throughput. This technique 
is a natural fit for training since stochastic gradient descent already used sub-samples to update 
the weights (by performing backpropagation using the accumulated loss). Batching improves 
the efficiency by increasing the number of active units which would otherwise be inactive due to 
mapping constraints. Batching is usually not a good fit for inference, as the process of bundling 
together several camera frames increases latency and memory requirements, which can be critical 
resources. 

Both training and inference are compute- and memory-intensive processes. ‘Today, train- 
ing is typically done on GPU clusters in datacenters, while inference is performed on both end- 
user devices (e.g., phones, cameras) and in datacenters on CPUs, GPUs, FPGAs, and custom 
accelerators. The scope of this book is the latter, i.e., custom accelerators for DNN inference. 


1.1.2 DNNARCHITECTURES AND LAYER TYPES 


‘There can be myriad types of DNN topologies (also called architectures, but not to be confused 
with hardware architectures) depending on the composition of its layers. Figure 1.2 lists some 
popular DNN architectures in use today. The most fundamental DNN architecture is a multi- 
layer perceptron (MLP). A MLP consists of a series of fully connected (FC) layers, which are 
called as such as they connect every neuron’s output as input to every neuron in the subsequent 
layer. Figure 1.1a shows a MLP. Other DNNs can be viewed as optimizations over MLPs. One 
of the most popular DNN architectures today is a convolutional neural network (CNN). CNNs 
use convolution (CONV2D) layers, which rely on connecting neurons to a limited continuous 
set of neurons in the next layer. This is known as a “receptive field,” and is inspired by the visual 
cortex in animals. CNNs are built by a series of CONV2D layers followed by a classification 
layer at the end, which usually is a fully connected layer followed by softmax layer, and are 
thus popular for image processing tasks as such classification and segmentation. The receptive 
fields of different neurons partially overlap such that they cover the entire visual field of the 
image. Another popular class of DNNs is recurrent neural networks (RNN). RNNs introduce 
the notion of memory, which is often implemented by feeding neuron outputs back as inputs, and 
are valuable for speech processing tasks. RNNs are built using layers such as Long Short-Term 
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Figure 1.2: DNN layers and their implementations. 


Memory (LSTM) and/or Gated Recurrent Units (GRU). Recently, DNNs with Attention [1] 
have attracted interest for natural language processing (NLP) and language translation tasks. 
Attention networks use embedding layers which encode words as dense matrices. 

The DNN layers are the most computationally intensive parts of an entire DNN archi- 
tecture, and are thus prime targets for acceleration. DNNs also employ other computations at 
the end of each layer, such as Max or Avg pooling, nonlinear activations, and so on. These can 
be viewed as separate computationally unintensive layers by themselves, or a sub-part of the 
computationally intensive layer itself. 


1.1.3 POPULAR DNN MODELS 


Over the last decade, researchers have proposed many DNN models every year. We list some 
of the state-of-the-art DNNs (at the time of writing this book) that have had a high-impact in 
Table 1.1 and describe them here. AlexNet [2] consists of five convolutional layers with grouped 
convolution and three fully-connected layers. Grouped convolution is partitioning channels into 
several groups to train the model in parallel in a multi-GPU environment. VGGNet [3] pro- 
posed deeper convolutional neural network (11-19 weight layers), demonstrating that deeper 
models can improve the accuracy. GoogleNet [4] presented the Inception operator that consists 
of branches of convolutions. In each branch, GoogleNet employs 1x1 convolution or pooling 
to reduce the computation overhead in the following convolutional layer with larger kernel size 
(3x3, 5x5, etc.). Resnet [5] introduced the skip connection, which adds a layer’s activation value 
to the output activation of a later layer (identity operation). The skip connection was effective 
in addressing the vanishing gradient problem during training and increase training speed. Skip 
connections were later adopted in many other DNN models [6, 15]. MobileNetV2 [6] isa DNN 
model designed for mobile devices (or, edge devices). It provides good accuracy close to large 
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Table 1.1: Memory size* and computations in popular DNN models. 


Weights Outputs | Computations 
(MB) 
AlexNet [2] Image Classification 4.25 50,18 20.93 24.08 
VGG 16 [3] Image Classification 14.55 131.95 28.82 14.4 
GoogleNet [4] Image Classification 4.43 6.54 3.59 0.68 
Resnet50 [5] Image Classification 8.23 115.43 17.32 3.3 
MobileNet v2 [6] | Image Classification 6.58 4.17 9.21 0.4 
YoloV3 [7] Image Classification 49.13 53.96 96.87 0.2 
UNet [8] Image Segmentation P1038 LAO nn nC Hoy os) 2,428.9 
DeepSpeech2 [9] | Speech Recognition 15.07 0.34 12 1.60 
GNMT [10] Language Translation 64.16 191.23 | 254.84 176.6 
Transformer [11] | Language Translation 15 80.25 16.5 10.03 
GPT2 [12] Language Translation 8.75 19.27 25 19.26 
NCF [13] Recommendation System | 3.88 1.08 4.96 0.6 
DLRM” [14] Recommendation System | 0.005 Pw 5) 0.004 0.002 


4 The memory sizes are shown for the MLP component of DLRM. DLRM also includes embedding tables 
that can be about 100 GB in size 


* Assuming 8b inputs, 8b weights, and 16b outputs. 
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models (e.g., VGG16) while requiring significantly small memory size and computation. More 
recently, DNN models based on neural architecture search [16, 17] have been proposed. They 
optimize DNN models for both accuracy and efficiency (the number of computations). DNNs 
used for NLP have also gone through interesting innovations in the last few years. For speech 
processing workloads, networks like DeepSpeech2 [9] use a collection of recurrent and convo- 
lution layers. Recurrent layers are also used in language translation models such as GNMT [10]. 
However, the attention mechanism introduced by Transformer [11] is used in recent language 
translation networks like GPT2 [12] to gain significant improvements in accuracy on transla- 
tion tasks. For recommendation workloads, which accounts for a majority of work among DNN 
applications in datacenters [18], state-of-the-art networks like DLRM [14] rely heavily on em- 
bedding layers. 

Table 1.1 quantifies the computation and memory sizes across the DNN layers for some of 
the state-of-the-art DNN models discussed above. The computations are listed in terms of Giga 
Multiply-Accumulates (GMACs). We recommend taking a look at the MLPerf [19] benchmark 
suite to know and learn about more state-of-the-art DL models. 
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1.2 DNN ACCELERATORS 


A key trend that is visible from Table 1.1 is that modern DNNs perform billions of compu- 
tations and require tens to hundreds of MegaBytes of memory (for storing input, weight, and 
outputs). Moreover, applications using these DNNs on the cloud or edge often demand real- 
time inference latencies to take decisions from sensed/input data and display the results to users. 
In addition to tight latency constraints, DNNs running directly on edge devices (say smart- 
phones running facial recognition) also come with tight energy constraints. CPUs are unable to 
meet real-time performance targets and energy constraints—as they typically house only tens of 
cores, and have power-hungry structures such as instruction schedulers and caches. Moreover, 
the end of Dennard Scaling and Moore’s Law suggests that next-generation CPUs will main- 
tain similar performance and energy budgets. GPUs, due to hundreds to thousands of ALUs 
on-chip, can run DNNs at orders of magnitude higher speeds than CPUs, at the cost of high 
energy consumption due to their inherent throughput-driven microarchitecture (state for hun- 
dreds of threads, and so on). Therefore, GPUs are mostly oriented at cloud-based training and 
inference, rather than consumer devices. 

‘These constraints have led to a suite of specialized accelerators for DNN inference. These 
accelerators work on the well-known principle that a custom circuit for a specific problem can 
be orders of magnitude faster and more energy efficient than a general-purpose architecture. 
However, it is typically not economically viable to create custom circuits for every algorithm 
due to manufacturing cost and complexity. DL, on the other hand, is an extremely important 
application domain with high volume demands as AI/ML becomes pervasive. Therefore, cus- 
tom silicon often turns out to be the economically superior solution. The combination of per- 
formance/energy and economic benefits has led to a rapid proliferation of DNN accelerators. 

Figure 1.3 shows the template of DNN accelerator architectures assumed throughout the 
book, and the associated terms we will use. The architecture comprises of a spatial array of 
processing elements (PE) that house a multiply-accumulate (MAC) unit and a private local 
L1 buffer for inputs, weights, and outputs. The PEs are connected amongst each other and to 
a global shared L2 buffer via two networks: a distribution network to read inputs and weights, 
and a collection network to write the final outputs. Details of each of these components will be 
described through the rest of the book. 


1.2.1 COMPUTATIONS WITHIN DNNS 


Due to the nature of weighted sums, each neuron computation can be understood as a vector- 
vector dot-product. Thus, the computation of the collection of neurons within a layer—whatever 
the layer type might be—can usually be formulated as general matrix multiplication (GEMM) 
operations, as shown in Figure 1.2. For example, FC layers within MLPs/CNNs/RNNs, LSTM 
layers within RNNs, encoder/decoder within Attention networks [1], and so on are directly 
isomorphic to the dot-products in GEMM, as illustrated in Figure 1.4. GEMM operation also 
allows us to seamlessly employ optimizations like batching by altering the dimensions of the 
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Figure 1.3: DNN accelerator template assumed throughout this book. 
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Figure 1.4: An illustration of general matrix multiplication (GEMM) operation. Multiplying 
Matrix A (MxK matrix) and B (KxN matrix) results in matrix C (MxN) matrix. For each element 
in matrix C, k partial sums (each element-wise multiplication result) need to be accumulated. 


operand matrices. For the specific case of batching, extending the rows of the input operand 
matrix by concatenating it with the rows for multiple inputs would suffice. However, since our 
focus is on inference workloads, we will not go into such optimizations in detail. 

Less obviously, convolution layers—which are one of the most common layers in CNNs— 
can also be represented as GEMMs, as we discuss in detail in Section 2.7. However, because 
convolutions have a restricted receptive field, which is often abstracted as a sliding window (sim- 
ilar to a stencil), convolutions are more naturally represented as a high-dimensional computation 
space, as Figure 1.5 shows. Roughly, this space corresponds to a matrix of planar convolutions 


8 1. INTRODUCTION TO DATA ORCHESTRATION 


Hadamard 
Product And Slide 


Accumulation 





<Convention> 
N: Batch 
K: Output Channel (or, filter) 
C: Input Channel 
YY’: Input Activation Row 
X’: Input Activation Column 
Y: Output Activation Row 
X: Output Activation Column 
R: Filter Row 
S: Filter Column 




















Filter Input Output 
Activation Activation 


Figure 1.5: Visualization of CONV2D operation. 


called channels. Input channels are reduced together (across the C dimension) into a single out- 
put channel (or plane). This is repeated with K different filters to form multiple output channels. 
This abstraction is based on the extension of the neuron abstraction we discussed earlier, result- 
ing in a high-dimensional computation space based on three tensors? corresponding to input, 
weight, and output. This representation of the convolution layer is called as direct convolution or 
CONV2D; operation since the filter weight is planar in each channel. We illustrate a visual- 
ization of CONV2D operation in Figure 1.5 as a sliding kernel operation of each 3D filter on 
input activation. To compute an output, a Hadamard product (i.e., element-wise product) of 
all the elements in the corresponding 3D kernel needs to be computed, and then accumulated. 
CONV2D operation is one of the most common operations in recent DNNs (e.g., over 97% of 
computation is from CONV2D in Resnet50 [5]). Therefore, we will use CONV2D operation 
as the main example operation in this book, although the methods we present can also apply to 
GEMMs. 

The weighted sum operation illustrated in Figure 1.1b is termed as a MAC operation. 
Depending on the DNN operator types, MAC operation can be between matrix and matrix 
(e.g., FC layer), vector and matrix, vector and vector, tensor and tensor (e.g., CONV2D), and 
so on. 


1.2.2 CHALLENGE: DATA MOVEMENT 


The fundamental roadblock to efficiency in modern computing systems, with DNN accelerators 
being no exception, is data movement. As Figure 1.6 shows, for a compute cost of 1x for two 


?Data with multiple dimensions. A 1D tensor is a vector, and a 2D tensor is a matrix. This thinking can be extended to 
include scalars as OD tensors. 

3We use CONV2D interchangeably in this book to refer to either the convolution layer type, or its algorithmic imple- 
mentation, as shown in Figure 1.2. The specific meaning can be interpreted from the context. 
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Figure 1.6: Data movement energy costs [20]. 


8-bit operands, the energy cost of fetching these operands to the compute units from remote 
on-chip SRAM is 10X, and from DRAM is 100—500x. This makes it crucial to (i) minimize 
the amount of data movement from DRAM to the accelerator, and also from the (ii) global 
on-chip SRAM to individual compute units, for energy efficiency. Reducing data movement is 
also crucial for performance, since bandwidth (both off-chip and on-chip) does not come for 
free. Unfortunately, as Table 1.1 shows, modern state-of-the-art DNNs with high accuracies 
have weight matrices in tens of MB to GB, which cannot completely fit on-chip, making data 
movement inevitable. 


1.2.3 OPPORTUNITY: DATA REUSE 


Although fetching the DNN model parameters and input activations from off-chip is inevitable, 
DNNs offer a unique opportunity in the form of data reuse that can be used to amortize the data 
fetching cost. For instance, in any matrix-matrix multiplication, each row of the first matrix gets 
reused by all columns of the second matrix, and each column of the second matrix gets reused 
by all rows of the first matrix. Moreover, unlike traditional workloads, the reuse opportunities 
within DNNs are very stylized as it comes from regular and well-defined operations like matrix 
multiplications and convolutions. 

Dataflow and Data Orchestration. We define the maximum data reuse opportunity pro- 
vided by the DNN as algorithmic reuse. For example, in a convolution operation, the same input 
activation gets reused across multiple input filters. The mechanism to leverage algorithmic reuse 
within a DNN accelerator is known as dataflow. Implementing a specific dataflow strategy in 
hardware requires clever data orchestration, which refers to the movement, retention, eviction, 
and synchronization of inputs, weights, and outputs, and is the key focus of this book. The actual 
data reuse we achieve is often termed as arithmetic intensity. 
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1.3 BOOK OVERVIEW 


In the rest of the chapters, we tease out the various aspects of data orchestration. Chapter 2 
provides background on data reuse and dataflows. Chapters 3 and 4 delve into buffer hierarchies 
and networks-on-chip, respectively, which form the key building blocks within DNN acceler- 
ators. Chapter 5 presents a systematic methodology and case studies on DNN accelerator de- 
sign. Chapter 6 discusses design-space exploration of both the accelerator microarchitecture and 
mapping strategies. Chapter 7 introduces and discusses recent research in orchestrating sparse 
DNNs. Chapter 8 concludes this Synthesis Lecture with discussions on alternate platforms for 
DNN acceleration and some open research questions. 
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CHAPTER 2 


Dataflow and Data Reuse 


In this chapter, we first describe data reuse opportunities in common operations in DNNs. Since 
most of the realistic DNN operations involve millions to billions of computations, we cannot 
fit all of the computations within an accelerator, which typically has hundreds to thousands of 
compute units. Therefore, we need to slice the problem into smaller chunks (i.e., computation 
tiles) and run them in a certain order (i.e., tile scheduling). Within each computation tile, we also 
need to determine how to partition the computation across processing elements in an accelerator 
(i.e., spatial partitioning). We show how choices in tiling, scheduling, and partitioning affect the 
degree to which an accelerator can exploit the a/gorithmic reuse present in the original problem, 
and formalize these choices into the concepts of dataflows and mappings. 


2.1 DATA REUSE OPPORTUNITIES 


DNNs heavily rely on weighted sum operations that consist of MAC operations. These are ab- 
stracted as neurons as illustrated in Figure 2.1. Based on the layer type, the MAC operation can 
be between vectors, matrices, tensors, or some combination thereof. Among many layer types, 
we focus on convolution layers as they are heavily used in many DNNs, especially those targeted 
at image classification. Convolution layers involve tensor-tensor MAC operations, and provide 
ample data reuse opportunities along multiple dimensions of the tensors. These data reuse op- 
portunities may be ¢emporal (across time on the same compute unit, i.e., PE) or spatial (across 
compute units at the same time or across time). The amount of temporal and spatial data-reuse 
depends on the dataflow and mapping strategy, which we precisely define later in Section 2.3. 

Figure 2.2a shows an example CONV2D operation and Figure 2.2b illustrates an example 
row-stationary [20] style mapping for this operation, and Figure 2.2c shows corresponding data 
and computation assignment on each PEs in the example mapping. We will discuss CONV2D 
in more detail in Section 2.6. Figure 2.2e shows all the data points accessed by each PE (y- 
axis) across time steps (x-axis). We can observe replications of data points. Such replication of 
accessed data points indicates data reuse opportunities revealed by a mapping. We highlight 
and label some of the temporal and spatial reuse opportunities in Figure 2.2e. These refer to the 
replicated accessed data points across time and space (PE), respectively, in the data usage timeline 
in Figure 2.2e. Spatial reuse opportunity can be further classified as purely spatial (multicasting 
in Figure 2.2d) or spatio-temporal (store-and-forward in Figure 2.2d). With proper hardware 
support, we can leverage such data reuse opportunities, and the resulting data reuse pattern of 
the example is as given in Figure 2.2d. 
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(a) Neuron Structure (b) Neuron in a 2D Convolution Layer 


Figure 2.1: (a) The fundamental neuron structure in DNNs, which performs weighted sum. 
Each edge has weight value multiplied with each input activation, or input feature map. Those 
multiplication results termed partial sums are accumulated to generate an output activation, 
or output feature map. (b) An example of neuron in a convolution layer. The region shaded 
in green over input activation is the filter weight applied over the overlapped input activation, 
which generates the first output activation highlighted in purple. 


Data reuse opportunities within a DNN accelerator, such as the ones highlighted in Fig- 
ure 2.2, are actually a subset of data reuse opportunities available within the neural network 
computation, which we term as algorithmic reuse. Algorithmic reuse from the target workload 
can be translated into specific data reuse opportunities via three architectural mechanisms within 
DNN accelerators—staging (i.e., store data in intermediate buffers and load it from the inter- 
mediate buffer, not global buffer, in the future), multicasting (i.e., simultaneously sending data 
to multiple PEs via shared wires; this reduces the number of buffer reads), and forwarding (i.e., 
sending data to an adjacent PE to use the data in the recipient PE, in the future). The purpose 
of staging is to keep data points in a local buffer to reuse them in the future, multicasting is 
to simultaneously send the same data points to multiple PEs to reuse them across PEs, and 
forwarding to send data points to adjacent PEs so that they can be reused in future iterations. 
Staging provides temporal reuse, while multicasting and forwarding provide spatial reuse. These 
can be implemented via buffer and interconnects, respectively. We categorize both multicast- 
ing and forwarding as spatial reuse because their data reuse is across space (PEs), and which of 
the two occurs depends on the implementation choices of the interconnects. We discuss these 
implementation choices later in Section 2.5. 

To understand how the DNN computation intrinsically contains algorithmic reuse and 
how DNN accelerators can translate some of this algorithmic reuse into real data reuse, we 
provide a simple example, 1D convolution, and analyze algorithmic and actual data reuse of the 
1D convolution in the following section. 
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Figure 2.2: Three different data reuse styles in a CONV2D operation with no channels. (a) 
Shows the data labeling convention and the computation required for an output activation pixel. 
(b) Illustrates an example row-stationary data movement pattern [20]. (c) Shows temporal and 
spatial data reuse examples in an Eyeriss-style [20] accelerator with four PEs. 


2.2 DATA REUSE IN 1D CONVOLUTION 


For simplicity, we first analyze the simplest convolution operation shown in Figure 2.3a, which 
is called a 1D convolution or CONV1D operation. CONV1D does not include any height 
in input activations, height in filter weights, input/output channels (depth), input batches, or 
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(a) 1D Convolution Operation in Output-stationary Style 


for(x’ = 0; x’ < Bound(X’); x’ ++)  for(x = 0; x < Bound(X); x++) 


for(s = 0; s < Bound(S); s++) for(s = 0; s < Bound(S); s++) 
O[x’] += W{s] * I[x’+s]; if(x-s < Bound(X) - Bound(S) && x-s > 0) 
O[x-s] += W[s] * I[x-s]; 
(b) Output-centric Representation (c) Input-centric Representation 


Figure 2.3: (a) A description of 1D convolution operation in sliding window operation over 
input activation and two loop nest versions of 1D convolution; (b) output-centric; and (c) input- 
centric. Note that both representations are interchangeable. This is an example of an output- 
stationary dataflow. 


activation functions. 1D convolution provides three types of algorithmic reuse, which describe 
one-to-many relationship from a data point to computations. 


* Input Reuse: Between adjacent sliding windows, there exist input data points (halo) 
in the overlap of sliding windows. Such input data points are required by computations 
in two (or more) of the adjacent sliding windows. 


* Filter Reuse: The same set of filter weight values are required for computing all the 
output data points. 


e Output Reuse: One output data point is the accumulation results of element-wise 
multiplication within a sliding window. We term each multiplication result as a unit 
partial sum. Since unit partial sums need to be accumulated to one final output value, 
the intermediate accumulation results can be reused during the accumulation process. 


We discuss how this algorithmic reuse can be leveraged in a very simple accelerator with 
a single PE, first and then extend the discussion to the multi-PE case. 

Single-PE case. In the 1D convolution example in Figure 2.3a, we first place weight filter 
values corresponding to the first set of input activations in the sliding window. We compute 
element-wise multiplication within the sliding window and accumulate all the multiplication 
results to produce one output activation pixel. After an output activation pixel is generated, we 
shift the sliding window by one pixel and perform the same computation to generate the next 
output activation pixel. We repeat this process until the sliding window reaches at the end of the 
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(a) 1D Convolution Operation in Weight-stationary Style 
for(s = 0; s < Bound(S); s++) for(s = 0; s < Bound(S); s++) 
for(x’ = 0; x’ < Bound(X’); x’ ++) for(x = 0; x < Bound(X); x++) 
O[x’] += W{s] * I[x’+s]; if(x-s < Bound(X’) - Bound(S) && x-s > 0) 
O[x-s] += W[s] * I[x-s]; 


(b) Output-centric Representation (c) Input-centric Representation 


Figure 2.4: An alternative style of computation for 1D convolution. Numbers over arrows refer 
the iteration order. The green boxes moves first; after the green box reaches the end of input 
feature map, the blue box moves one step. This is an example of a weight-stationary dataflow. 


input activation generating all the output activation pixels. Such a computation schedule can be 
concisely represented using loop nests, as shown in Figure 2.3b and c. Both of the loop nests 
describe the same computation and schedule but (b) employs output index while (c) employs 
input index. This is because input and output activation indices are mutually dependent so we 
need to select one of them to describe the other. We term those two representation styles as 
input- and output-centric loop nests, respectively. 

Note that the loop nest in Figure 2.3 is just one of the possible styles to compute 1D 
convolution. We call this an output-stationary style loop nest, because the output activation in- 
dex is updated in the slowest manner [20]. Alternately, if we interchange the loop order (loop 
interchange) in Figure 2.3b, we obtain a new version of loop nest, as described in Figure 2.4b, 
that generates the same output activation values. In the new loop nest, the weight index changes 
in the slowest manner because the weight index loop (loop S) is placed at the upper most level. 
Therefore, this new loop nest is called a weight-stationary style. Such combinations of loop trans- 
formations are termed as dataflows [20]. We describe dataflows formally in Section 2.3. 

Although both of the loop nest styles compute the same output activation values, they im- 
ply different buffer size requirements and buffer access counts which imply dramatically different 
energy consumption based on the actual dimension size (S and X in the example). Figure 2.5 
illustrates this point. For a simple single PE accelerator with a local PE buffer connected to 
external DRAM running the 1D convolution operation, Figure 2.5c summarizes algorithmic 
reuse, maximum data reuse of each data class, minimum buffer sizes to achieve the maximum 
data reuse, and minimum DRAM access counts when the maximum data reuse is achieved. The 
two different dataflow styles (output and weight-stationary) minimizes DRAM accesses of one 
of the data classes (output and weight, respectively) and corresponding PE buffer sizes but have 
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(c) Cost Summary 


Figure 2.5: The impact of dataflow on memory (PE buffer/DRAM) access and size costs. 
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(b) Output-stationary Loopnest on Two PEs (c) Output Mapping on Two PEs 


Figure 2.6: An example of dataflow on multiple PEs. (a) Shows the 1D convolution sizes with 
the first data mapping on PEO and PE1. (b) Shows a loop-nest representation of the example 
output-stationary dataflow. We assume the bound of loop x’0 is 1, for simplicity. (c) Describes 
the parallelism over output activations in the example dataflow. 


high DRAM accesses and buffer sizes for the other data classes. For example, output stationary 
matches the algorithmic minimum DRAM access of outputs but does not provide any bene- 
fits for weight and input tensors. As the minimum DRAM access numbers show, the overall 
efficiency of the two dataflow styles will depend on the problem dimension (S and X’). 
Multi-PE case. In previous 1D convolution examples, we analyzed data reuse over one 
PE over time, or temporal data reuse. When an accelerator has multiple PEs to exploit par- 
allelism as most of spatial accelerators do, the accelerator can have more complex data reuse 
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for(k1=0; k1<K1; k1++) for(k1=0; k1<3; k1++) 





Cij =5 Aik x Bij for(m=0; m<M; m++) for(m=0; m<2; m++) 
k parallel_for(k0=0; k0<KO; k0++) for(k0=0; k0<6; k0++) 
<Size of Matrices> Tiling Levels Parallelization (Parallel loop) for(n=0; n<N; n++) for(n=0; n<4; n++) 
- Matrix A: MxK Tile Scheduling (Loop Order) k=k1xK0+k0 Tile Sizes (Loop Bounds) k=klxK0+k0 
- Matrix B: KXN 
T Matrix C: MXN C{m][n] += A[m][k] x B[K][n] C[m][n] += A[m][k] x 
B[k][n] 
(a) Problem (b) Dataflow (c) Mapping 


Figure 2.7: Loop nest representation of an example matrix multiplication problem, dataflow, 


and mapping. 


since the data reuse can occur spatially, or across PEs at the same time, via multicasts. For ex- 
ample, Figure 2.6 shows an output-stationary style dataflow over an accelerator with two PEs 
in Figure 2.6c. Unlike single PE cases in previous examples, this example shows spatial reuse 
opportunities in input activation implied by the overlapped region (halo) between data map- 
pings on PEO and PE1 in Figure 2.6a. The overlapped data, or halo, imply that they can be 
multicasted to each PE to reduce DRAM accesses. 


2.3 DATAFLOWS AND MAPPINGS 


In the previous section, we saw how even a simple CONV1D operation can exhibit multiple 
forms of temporal and spatial reuse depending on the manner in which the computation was 
tiled, scheduled and partitioned across the hardware resources. 

We refer to a specific codification of these choices as a dataflow. One such codification we 
use is a loop nest representation similar in form to the loop nests we have used in prior sections. 
‘The information encoded in this representation is the loop order, choice of loops to parallelize, 
and the number of loop tiling levels. However, the loop bounds themselves are left as symbolic 
names. This means that a dataflow prescribes the tiling, scheduling, and partitioning strategy, 
but not the specific numbers of tiles, partitions or loop iterations. Thus, a dataflow expresses an 
execution strategy for a general problem shape (such as a CONV2D layer) but without explicit 
workload size information (i.e., size of each data dimensions in input/output tensors of the 
workload). 

A mapping is a specific instance of a dataflow with numeric (instead of symbolic) loop 
bounds. Thus, a mapping precisely describes the execution of a specific workload instance, such 
as the CONV2D layer VGG16_3_2. 

Figure 2.7 shows loop nests that represent an example matrix multiplication problem, an 
example dataflow, and a mapping based on the problem and dataflow. Figure 2.8 illustrates the 
overall process of mapping a CONV2D operation onto an example accelerator. 

It stands to reason that any reasonable hardware accelerator must have sufficient configura- 
bility to support mappings for a variety of workload instances—even though all those mappings 
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Figure 2.8: A high-level overview of the process of mapping a problem onto an accelerator. 


may simply be instances of the same dataflow. However, many flexible hardware accelerators in 
fact support multiple dataflows. This is especially true for accelerators with multiple levels in 
their storage hierarchy. Sections of the dataflow corresponding to the innermost storage levels 
are often baked into the hardware for efficiency, but the outer levels of the hierarchy may consist 
of programmable state machines, allowing the hardware to run more than one dataflow. 


2.4 DEEP DIVE INTO DATAFLOWS AND MAPPINGS 


In Figure 2.9 and Figure 2.10, we build six example mappings upon the simple 1D convolution 
discussed in Section 2.2 to demonstrate how simple changes to a mapping expose various forms 
of reuse—both spatial and temporal. 

‘The impact of parallelization. Parallel for loops, denoted as pfor in Figure 2.9 and Fig- 
ure 2.10 specify the spatial data tile distribution across PEs. For example, in mapping A, 
pfor(x0=0; x0<3; x0++) (where X' refers to the first dimension of output vector or output 
width), spatially distributes indices of the X' dimension with a tile size of one across PEs. ‘The 
number of iterations in a parallel for loop needs to exactly match the total number of PEs. When 
the loop nest has many parallel for loops, the product of the each loop bound needs to match 
the total number of PEs. 
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Mapping 


<Mapping A> 
for(x’ 1=0; x’ 1< 3; x’ 144) 
pfor (x’0=0; x’0< 33, x’0++) 
for(s=0; s< 6; s++) 
x? =x71*3+x’0; 
O[x’] = I[x’-s] * W[s] 


<Mapping B> 
for (x? 1=0; x71< 3; x’ 1++) 
for(s=0; s< 6; s++) 
pfor (x’0=0; x’0< 3;, x°0++) 
x =x’°1*3+x’0; 
O[x’] = I[x’-s] * W[s] 


<Mapping C> 
for(x’=0; x’< 8; x’+4+) 
for(s1=0; s< 2; s1++) 
pfor (sO=0; s0< 3;, s0++) 
s=sl*3+s0; 
O[x’] = I[x’-s] * W[s] 
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Figure 2.9: The first three of six mapping examples for CONV1D operations. The remaining 
three are shown in Figure 2.10. Mappings A, B, C, and D show the impact of loop order. 
Mapping E shows the impact of different tile size. Mapping F shows the impact of multi-level 
parallelism with tiling. pfor indicates a parallelized for loop (parallel_for) in this figure. 
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Figure 2.10: The last three of six mapping examples for CONV1D operations, continued 
from Figure 2.9. 
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Similarly, a temporal for loop denoted as plain “for” in loop nests specifies the distribu- 
tion of a dimension across time steps in each target PE. That is, temporal for maps the same 
set of indices for a dimension across PEs. For example, for(s=0; s<6; s++) of mapping A 
in Figure 2.9 (where S refers to the first dimension, or width, of filter weight data class), dis- 
tributes indices of the S dimension with a chunk size of one across time steps. This temporal 
distribution can be viewed from the data space of the filter weight data class in the same column 
of mapping A in Figure 2.9. Since all PEs get same data indices corresponding to a temporally 
mapped dimension, this may create opportunities for spatial reuse, i.e., spatially reusing the same 
data values across PEs in a time step. 

‘The impact of loop order. The order of parallel and temporal for loops in a loop nest 
dictates the order of data movement, which also changes the data mapping to PEs across time. 
A change in the order can result in an entirely different stationary behavior. For example, the 
sequence of loops in mapping A in Figure 2.9 (i.e., parallel for on X' followed by the temporal 
for on S) indicates that all data indices of S should be explored before working on the next chunk 
of X' indices. This order results in temporal reuse data corresponding to X' indices (i.e., partial 
sums, for all indices of S) leading to an output stationary dataflow. This behavior can be observed 
from the iteration space for the mapping A in Figure 2.9. 

If the loops over x’0 and s are interchanged as shown in mapping B in Figure 2.9, the 
dataflow of the resulting mapping now keeps weights stationary because PEs can temporally 
reuse data corresponding to S indices, (not X' indices anymore), (i.e., weight values, for all 
indices of X') before moving to the next set of S indices. Similarly, mappings C and D in Fig- 
ure 2.9 and Figure 2.10 show the spatial distribution on S instead X', and also the impact of 
data movement order on temporal reuse leads to different stationary dataflows. 

The impact of tiling. In all of the mapping styles from A-D in Figure 2.9 and Figure 2.10, 
the tile sizes are all one—resulting in either no temporal reuse (e.g., partial output sums in case of 
mapping B) or full temporal reuse (e.g., input feature map in mapping C). Increasing the tile size 
of the parallel and temporal for loops can help in capturing partial temporal reuse opportunities, 
or convolutional reuse in input feature map of convolution layers. For example, the parallel for 
on the S dimension in mapping E in Figure 2.10 enables partial temporal reuse of input feature 
map data across time steps. 

Also, tiling can be used to divide iterations into smaller units as shown in mapping D 
where the loop over dimension S is split into two loops and placed across loop over dimension 
X', which indicates that we do not have to fully explore indices of S dimension before we change 
mapped indices on X' dimension. ‘This not only removes fundamental restriction of loop nests 
that require all the inner loops complete before updating the loop variable of a loop but also 
reduces the data tile size to fit into on-chip global and PE buffers. 

Exploiting multi-dimensional spatial distributions. To exploit multi-dimensional par- 
allelism, a loop nest can employ multiple parallel for loops like mapping F in Figure 2.10. Each 
parallel for loop indicates a parallelization dimension, which eventually implies dimensionality 
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in a PE array. For example, mapping F in Figure 2.10 has two parallel for loops and implies 
two clusters of PEs with three PEs in each, as shown in iteration space row of the example. 
However, if two parallel for loops are specified on an overlapped dimension (e.g., input feature 
map column and filter column), it does not imply additional dimension in a PE array. A loop 
nest needs to ensure the product of loop bounds of each parallel for matches the number of PEs. 
If the numbers do not match, the mapping results in either unavailable to map on a PE array 
(when the product of loop bounds, or she degree of parallelization, is larger than the number of 
PEs) or PE underutilization (the degree of parallelization is smaller than the number of PEs). 
‘This is because the degree of parallelization is the total amount of parallelism implied by the data 
orchestration and the number of PEs is actually available parallelism in hardware. If the numbers 
do not match, it implies that the mapping does not properly fit onto the target hardware. 

As observed in the examples of dataflows and mappings of a 1D convolution introduced 
in Figure 2.4, loop order and resulting stationary behavior based on dataflow play a key role to 
materialize algorithmic reuse into an actual reuse in computing schedule. However, to realize 
such algorithmic reuse in hardware, appropriate hardware support is required. For example, the 
network-on-chip (NoC) between the DRAM and the PE array in Figure 2.6c needs to sup- 
port multicasts to exploit spatial data reuse opportunities implied by the dataflow in hardware. 
Without the support for multicasts from NoC, the spatial reuse opportunity is forfeited and 
translated into independent unicasts, which do not reduce DRAM accesses at all in the example 
architecture of Figure 2.6c. To discuss the hardware support for each data reuse type, in the next 
section, we classify the data reuse in more fine-grained manner and discuss hardware choices to 
actually exploit the data reuse in the accelerator. 


2.5 HARNESSING DATA REUSE VIA HARDWARE 
SUPPORT 


As we discussed above, various data reuse opportunities appear based on the dataflow. Table 2.1 
summarizes how such opportunities appear in the relationship of spatially mapped dimension 
and inner-most temporally mapped dimension. For example, if output channels (K) are spa- 
tially mapped (i.e., parallelized), input and output activations do not change over space, since 
input and output activations are not coupled with the output channel dimension (K). ‘That is, 
all the PEs receive the same input feature map, which implies a full spatial reuse opportunity 
(broadcast). In the same example, when the inner-most temporally mapped dimension is the in- 
put channels (C), the input channel changes every iteration, which provides temporal reduction 
opportunities of outputs. 

Although a dataflow provides temporal or spatial data reuse opportunities, appropriate 
hardware support is required to actually exploit those reuse opportunities. Table 2.2 summarizes 
four reuse categories and corresponding hardware implementation to support them. As the table 
shows, data reuse can be either spatial or temporal. Based on the data class, the communication 
type can be either multicast (input tensors) or reduction (output tensors). Multicast is a com- 
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Table 2.1: Reuse opportunities based on spatially mapped dimensions in combination with in- 
nermost temporally-mapped dimensions. Filters (F), Inputs (I), and Outputs (O) are considered 
separately. For brevity, X/Y should be interpreted as X’/Y’ as appropriate. 
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munication type that delivers the same data to multiple targets over space (different PEs at the 
same time) or time (the same PE in different time). Therefore, multicast is one to many commu- 
nication type, which requires either a fan-out NoC structure such as bus or tree, or a “stationary” 
buffer to hold the data and deliver it to the future. In contrast, reduction is many to one com- 
munication type, which applies to partial sums to generate final outputs. Reduction also can be 
either temporal or spatial. Temporal reduction can be supported by a read-modify-write buffer. 
Example hardware to support spatial reduction is reduction tree or reduce-and-forward chains. 
We discuss detailed implementations (and hardware costs) for the temporal (i.e., buffer-based) 
and spatial (i.e., interconnect-based) reuse structures in Chapter 3 and Chapter 4, respectively. 

In summary, different dataflow styles expose different forms of reuse: spatial and tempo- 
ral, both for multicasts and reductions, which in turn can have multiple hardware implementa- 
tions. Reasoning about dataflow in this structured manner exposes new insights, and potential 
microarchitectural solutions. To provide deeper understandings of the analysis, we provided de- 
tailed examples of 1D convolution dataflows that covers all the possible types without multi-level 
tiling. Next, we move on to the full convolution operation. 
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Table 2.2: Hardware implementation choices for supporting spatial and temporal reuse. Note— 
by temporal multicast, we refer to stationary buffers from which the same data is read over time. 
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2.6 DATAFLOWS AND DATA REUSE IN CONV2D 


CONV2D operation is one of the most common operations in CNN that involves seven data 
dimensions across three tensors: input/output activation and weight tensors. Unlike CONV1D, 
CONV2D operation involves seven data dimensions, which makes the CONV2D operation a 
high-dimensional operation. Therefore, we first introduce the CONV2D operation and then 
discuss the data reuse opportunities and dataflow choices. 


2.6.1 CONV2D OPERATION 


Recall that CONV1D computes an output vector (output activation) using two input vectors 
(input activation and filter) as operands. The CONV2D operation computes an output tensor 
(output activation) using two input tensors (input activation and filter) as operands. To under- 
stand the high-dimensional CONV2D operation, in Figure 2.11, we construct the full version of 
CONV2D operation from the simplest form, which we name as plain CONV2D. Figure 2.11a 
lists the labeling conventions for each data dimension. 

Plain CONV2D. Assuming single-layer CNN, input and output activation can be viewed 
as input and output images of an image processing program (e.g., blurring), and filter can be 
viewed as an image processing mask (or, kernel). Assume that the images are grayscale images, 
then the simplest CONV2D operation upon the grayscale images can be visualized as the plain 
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(c) Input-Centric Loop Nest 
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(d) Output-Centric Loop Nest 
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Figure 2.11: An example of a convolutional layer with its dimensions and indexing are shown 
in (a), and a visualization of the convolution shown in (b). An input-centric and output-centric 
view of loop nests corresponding to the convolution is shown in (c) and (d), respectively. A 
summary of the coupling among dimensions and data classes (tensors) are shown in (e), where 


a table entry with a check mark indicates that the dimension in the column is coupled with the 
data class in the row. 
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CONV2D in Figure 2.11b. Note that the sliding window is now 2D unlike the CONV1D 
operation; thus, the operation is termed as CONV2D. The 2D sliding window in CONV2D 
needs to sweep the entire surface of the input activation. That is, the sliding window moves 
along both of the input row (Y) and column (X) dimensions, performing the same element- 
wise multiplication and accumulation as we computed in CONV1D operation. 

CONV2D with input channels. Just like images typically have red-green-blue (RGB) 
channels, input activation can also have channels. When input activation has multiple chan- 
nels, filters need to have the same number of channels as that of input activation, so that all the 
input activation channels have corresponding filter values. That is, the sliding window is now 
three-dimensional, as shown in CONV2D with input channels in Figure 2.11b. Therefore, the 
element-wise multiplication results are accumulated not only in filter row and column dimen- 
sions but also in the input channel dimensions, visualized as a depth dimension in Figure 2.11b. 
The width and height of the sliding window are referred as filter row (R) and height (S) dimen- 
sions. The width and height of the input activation where the sliding window sweeps are referred 
as input row (Y) and column (X) dimensions. 

CONV2D with input channels and multiple filters. A 3D filter with input channels ex- 
tracts one feature from the input activation. When we need to extract multiple features, we apply 
multiple 3D filters. Since we have multiple filters, we obtain multiple and independent set of 
output activation values, constructing the output channel (K) dimensions in output activations, 
as shown in CONV2D with multiple filters in Figure 2.11b. We can view this as swapping the 
filters in the previous version (CONV2D with input channels), generating multiple set of output 
activation values and arranging them as the depth (i.e., channel) of the output activation. 

CONV2D with channels and multiple batches. We often process multiple input and 
output activations during inference. Instead of processing them one-by-one, we can construct a 
batch (N) of the input activations and run all at once. Such scenario is illustrated in CONV2D 
with multiple batches in Figure 2.11b. This can be viewed as we are running multiple instances 
of the previous version, CONV2D with input channels and multiple filters, and arranging the 
inputs and results as the sequence of 3D input and output activation tensors, like illustrated as 
N dimension in the last step of Figure 2.11b. This version is the full CONV2D operation that 
can be easily found in recent CNNs such as Resnet [5]. 

Loop-nest representation of full CONV2D. Using a subset of the data dimensions, we 
can represent the computation of CONV2D in a loop nest. Figure 2.11c and d shows two possi- 
ble loop nest representation of the example CONV2D operation in Figure 2.11b. Two versions 
exist since the row and column indices of input/output activation tensors are mutually deducible. 
For example, the input row index (y) corresponds to given output row index (y’) and filter row 
index (r) can be computed y = y’ + r, as shown in Figure 2.11d (e.g., if we process the first 
output row (y’ = 1) and the second filter row (r = 2), we need to access inputs in the third 
row (y =’ y +r = 1 +2 = 3)). Based on the choice of input and output row/column indices 
to use the in loop nest representation, we can obtain two versions of loop nests. Like we did 
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in the CONV1D examples, we name those two versions input- and output-centric loop nests, 
respectively. 


2.6.2 DATA DIMENSION COUPLING AND DATA REUSE 
OPPORTUNITIES 


When a data dimension exists in a tensor, then the data dimension is coupled with the tensor. 
Figure 2.11e shows how seven data dimensions in the CONV2D operation are coupled with 
three tensors. 

Data dimensions other than activation row and column do not have such coupling but 
they can be coupled with multiple tensors or only one tensor. For example, the input channel 
index c appears in both filter and input activation, and the output channel k appears in both 
filter and output activation. We call these dimensions coupled to these indices, as the position in 
the data space changes when the index is modified. That is, when a tensor A is independent of 
a dimension æ, the mapping of the tensor is stationary when a is updated in a loop nest. This 
implies the possibility of temporal data reuse via proper loop order. From another perspective 
of spatial mapping, when we parallelize the loop on the dimension «, the tensor A is stationary 
across space (i.e., PEs). This implies the possibility of spatial data reuse via multicasts. 

Likewise, we can exploit the dimension coupling via loop order and parallel loops to expose 
the data reuse opportunities. In addition, we can also control the amount of data reuse via loop 
tiling. Since the CONV1D operation discussed in Figure 2.9 does not show complex dimension 
coupling relationship, we provide a realistic dataflow example in Figure 2.12 and discuss the data 
reuse in the example. 


2.6.3 DATA REUSE IN A CONV2D EXAMPLE 


Figure 2.12a and b describe an example mapping based on the row-stationary dataflow intro- 
duced in Eyeriss [20] on an example convolution shown in Figure 2.11b. Figure 2.12c describes 
actual mapping of tensors on an accelerator with six PEs. The six PEs are clustered into two 
groups of three PEs each because the loop nest has multiple parallel for loops. The clustering 
dimensionality follows the loop bounds of each parallel for. Note that we refer each computa- 
tion tile iteration upon the PE array in the accelerator as a time step, which corresponds to the 
iteration of input activation tile (loop x1), as we denote in Figure 2.11a. Therefore, we refer to 
loop x1 as the unit loop of this example. 

The mapping places the loop over activation row tile y1 above the unit loop (loop x1), 
which makes the activation row stationary (i.e., row-stationary) across time steps. We deep dive 
into the data reuse pattern for each of three tensors: input activation, filter, and output activation 
tensors. 

Input Activation. Each of the PE clusters receives three input activation rows with stride 
one. The input activation column dimension is fully covered within the inner loops under the 
unit loop. Also, loops on other coupled dimensions (input channel ¢ and batch n) with input 


28 2. DATAFLOW AND DATA REUSE 


Time step = 0 l Time step = 1 Time 


Input Output 
Activation Activation 




















for(n=0; n<2; n+) 
for(c1 =0; c1 <2; c1 ++) 
for (c0 =0; c0 <3; c0++) 
for (k1=0; k1<2; k1++) 
for k0=0; k0<2; k0++) 
parallel_for (y1=0; y1<2; y1++) 
for (x1—0; x1<5; x14) —— m erare 
parallel_for (y0=0; y0<3; y0++) 
for (x0=0; x0<3; x0++) 
k=2*k1+k0; c = 3*cl+c0; r= y0; s = x0; 
y=stride*y1 + y0; x=stride*x1 + x0; 
P[n][k][e]ly-r][x-s]fr][s] = W[k][e]fr][s] * tm][e][y]Lxl; 
O[n][k][e]ly-r]x-s] += P[n][k][e]ly-r]x-s ]ir][s]; 





Cluster 0 





Filter Input Output 
Weight Activation 

















Cluster 1 


> 
Es 
& 
5 
ae. 
S 
£ 





Space 


$ F 2833 i F BHA 
= = 
ES zg 






























































Input Output Filter Input Output 
Activation Activation Weight Activation Activation 
(a) Loop nest representation (b) Visualized data mapping over time 
Tensors Input Activation Filter Weight Output Activation 
Weight[K][C][R][S] : Output[N][K][Y’][X’] 
> |RSS K C S i AE E ING BSS D ess 
0 0 
0 0-1 0 
Mapping 
0-1 0-2 
5 0-1 0-2 2 
Time step=0 Time step = 1 Time step=0 Time step = 1 Time step=0 Time step=1 
Data 
Reuse 
usterO Cluster 1 uster 0 Cluster 1 Cluster 0 Cluster 1 Cluster 0 Cluster 1 Cluster 0 Cluster 1 Cluster 0 Cluster 1 
Time step = 0 Time step = 1 Time step = 0 Time step = 1 Time step = 0 Time step = 1 




















(c) Data mapping and reuse of each tensor 


Figure 2.12: Detailed mapping description of an accelerator with six PEs running a mapping 
based on row-stationary style [20] dataflow. The colors in (b) represent each tensor and a com- 
putation tile, and that in (c) represent replicated data (i.e., data reuse opportunities) from the 
mapping. We refer to computation tile iterations on the PE array in the example accelerator as 
timesteps in this example to emphasize the temporal scheduling of computation tile mapping. 
We mark the loop nest corresponding to the computation tile iteration (or, timesteps in this 
example) in (a). 
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activation are placed in the upper positions of the unit loop. Therefore, those three dimensions 
(n, c, and x) are stationary. However, because we have stride of one in activation row dimension 
and we parallelize the activation row across PEs within a PE cluster in order, the replicated input 
activation is skewed as shown in the first column of Figure 2.12c. Therefore, we can observe a 
spatial data reuse opportunity on input activations in a diagonal direction of the PE array. 

Filter. Each of the PE clusters has full filter row (r) and column (s), and all the loops on 
input channel (c) and output channel (k are placed in the outer loops of the unit loop. Because 
filter is coupled with those four dimensions (k, c, r, s), the filter is stationary across PE clusters. 
Within a PE cluster, since we parallelize filter rows along y0), we distribute three filter rows 
across three PEs in the PE cluster. This results in horizontal replication of filter values as shown 
in filter weight column in Figure 2.12, which implies a spatial data reuse opportunity. 

Output Activation. Because the batch (n) and output channel (k) dimensions are placed 
in upper loops of the unit loop, and activation column is fully mapped in the inner loops of 
the unit loop, those three dimensions (n, k, and x’) are stationary across PE clusters. However, 
the output activation row is not stationary across PE clusters. Each PE cluster receives three 
consecutive input activation rows, and this can be translated as one output activation row be- 
cause the filter row size is three. Because of the parallel for on activation (loop y1), each cluster 
receives different output activation row with stride one. That is, each cluster processes different 
output rows. Within each PE cluster, three PEs collaborate to generate partial sums and spa- 
tially accumulate them to produce output activation values. For the accumulation, partial sums 
flow linearly within each PE cluster, as shown in the third column of Figure 2.12c. 


2.7 CONVOLUTION AS MATRIX MULTIPLICATION 


On devices that have highly optimized architecture and compiler support for GEMM or matrix 
multiplication operations (e.g., GPUs and Google TPU), convolution operations are converted 
into matrix multiplication operations to exploit the underlying infrastructure [21]. To convert 
a convolution operation into a matrix multiplication, we flatten input activation and filter and 
reorganize them into two matrices. For example, the im2col style transformation [21, 22] flattens 
entire filter and input activation within sliding windows (i.e., receptive fields), as shown in the 
example in Figure 2.13. 

We use the following convention for the GEMM operation: the input matrix has dimen- 
sions M x K, the weight matrix has dimensions K x N, and the output matrix has dimensions 
M x N The transformation performs the following steps to convert a CONV2D into a corre- 
sponding GEMM operation. 


1. Flatten receptive fields on input activation into column vectors (i.e., image to column 
vectors or im2col). 


1The dimensions K and N in the GEMM notation are different from K and N in the CONV2D notation. Figure 2.13 
shows the relationship. 
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Figure 2.13: im2col transformation of a CONV2D operation into a corresponding GEMM 
operation. When batches exist, receptive fields (i.e., input activation values in possible sliding 
window positions across input channels) of batches are concatenated to the N dimension (col- 
umn) on the second matrix. Corresponding outputs are concatenated to the N dimension of the 
output matrix. 


2. Concatenate the column vectors and construct the first matrix (M — K) of the converted 
GEMM as shown in Figure 2.13. 


3. Flatten each filter (i.e., three-dimensional filter data with input channel (C), filter height 
(R), and row (S)) into a row vector. 


4. Concatenate the row vectors of each filter to construct a filter matrix, and transpose it, as 
shown in the second matrix (K — N) of converted GEMM in Figure 2.13. 


When a convolution is converted into matrix multiplication, data reuse in flattened tensor 
becomes more explicit since we perform a set of dot products using the flattened vector (e.g., 
replicated input activation values). However, the reuse between the halos (i.e., sliding window) 
gets lost. 
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2.8 SUMMARY 


In this chapter, we discussed (1) how we define dataflow and mapping and (2) how mapping 
and dataflow affect data reuse opportunities using CONV1D and CONV2D examples. We also 
highlighted that appropriate hardware support is necessary to exploit data reuse opportunities 
in accelerators. In the following chapters, we discuss the details of key hardware components to 
support various dataflows: buffers and on-chip networks. 
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CHAPTER 3 


Buffer Hierarchies 


A key component of data orchestration is the staging buffer hierarchy. Although memory hi- 
erarchies have been well studied in general-purpose computers, domain-specific accelerators 
have constraints and goals that differ in key ways. It is important to understand in detail how 
these cause accelerator architects to make different hardware choices. In this chapter, we present 
a framework for understanding key options, and explore tradeoffs between design effort and 
cross-project reuse. 


3.1 MOTIVATION 


Customized accelerators enable architects to leverage static workload and domain knowledge to 
improve efficiency. Recent accelerators have made significant strides in custom datapaths, novel 
algorithm tweaks, and data representations [20, 23-29]. However, accelerators do nothing to 
address one of the most fundamental problems in computer architecture: the “off-chip memory” 
wall. Dally reports [30] that the relative difference in energy and latency between arithmetic, 
on-chip data movement, and off-chip accesses can be up to 800x for 20 nm process. Details are 
reproduced in Table 3.1. 

Furthermore, the custom datapaths and algorithms employed by accelerators can actually 
exacerbate this problem—improvements in data processing efficiency can increase the rate at 
which new data is required from off-chip. (To counteract this, accelerators spend significant 
area for on-chip buffer hierarchies, as shown in Table 3.2.) 

A key difference from general-purpose processors is that accelerator architects can leverage 
design-time knowledge of the workload and domain. This can allow the buffer hierarchy to 
be tailored exactly to the needs of the accelerator, sizing buffers, and distributing bandwidth 
for optimized performance/efficiency tradeofts. However, this comes at the cost of increased 
design effort, which can harm time-to-market and lead to a wasteful duplication of engineering 
effort across designs. Less obviously, the lack of a consistent abstraction for data movement, 
staging, and synchronization also means a dearth of toolflows exist to auto-orchestrate data- 
sets and generate control Finite State Machines (FSMs) for data movement. Therefore, there is 
a particular need for the accelerator architecture community to develop cross-design buffering 
abstractions and practices, especially for fast-moving application domains like machine learning, 
lest accelerators find themselves obsolete before reaching the market. 
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Table 3.1: Energy cost estimates for 20 nm from Dally [30] 


64b math op 20 pJ 
8KB SRAM: 256b access 50 pJ 
256b bus, 3 mm 26 pJ 


256b bus, 9 mm 256 pJ 








256b bus, 40 mm 1,000 pJ 
Efficient o-chip link 500 pJ 


DRAM Read/Write 16,000 pJ 














Table 3.2: Percentage of area dedicated to on-chip memory for a selection of machine learning 
accelerators 


DaDianNao [31]: 48% | Eyeriss [20]: 40-93% 





EIE [28]: 93% SCNN [27]: 57% 
TPU [25] 35% PuDianNao [29] 63% 











As such a toolflow does not currently exist, in this text we concentrate on the manual 
construction of custom buffer hierarchies by the accelerator architect. This task has two major 
sub-components. 


1. The selection of the appropriate buffering idiom (meaning caches, scratchpads, etc.) to 
accomplish the acceleration in the area/power/design-complexity budget. 


2. The sizing of these buffers and their arrangement into a hierarchy that maximizes local 
accesses while minimizing stalls in the steady state. 


To this end, we first describe a taxonomy of buffering approaches, describing both what 
has worked in the general-purpose computing community, and customized accelerator ap- 
proaches. We use this taxonomy to discuss in depth the pros and cons of existing reusable buffer 
idioms such as caches, scratchpads, and FIFOs, with particular focus on their synchronization 
properties. 

Furthermore, we describe buffets [32], an emerging storage idiom designed in the context 
of custom accelerators instead of general-purpose computers. Buffets are efficient and compos- 
able, and are not tied to any particular accelerator design or domain. We use the taxonomy 
classification to explore how buffets serve the needs of domain-specific accelerators in ways that 
caches, scratchpads, and FIFOs do not. 
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Finally, we discuss buffer composition into hierarchies, and considerations that go into 
sizing individual buffer levels. All in all we hope to convey to the reader that the buffering of 
a custom accelerator is a first-order architectural consideration—perhaps even more important 
than the datapaths themselves. 


3.2 CLASSIFYING BUFFERING APPROACHES 
The ideal accelerator buffer hierarchy would accomplish the following at minimal cost. 
e Proactively transfer exactly the data that will be referenced in the future. 


e Maximize the number of accesses to data in the smallest, fastest and most energy- 
efficient buffer. 


e Stage data at the least-upper-bound buffer between sharers in the hierarchy. 
e Overlap the fill of the next data tile with the consumption of the current data tile. 


e Simultaneously broadcast (or multi-cast) the result of a buffer access to all consumers 
of the accessed data. 


e Synchronize data availability precisely and cheaply without active polling. 
* Remove data exactly when it is no longer needed. 


In order to structure our thinking of existing reusable buffer idioms, Figure 3.1 presents 
a classification of deployment scenarios along two axes. At a high level, the implicit/explicit 
distinction refers to the level of workload knowledge that can be leveraged to control staging 
buffer decisions, while the coupled/decoupled axis refers to whether memory responses and re- 
quests are round-trip or feed-forward. We now present a detailed discussion of this taxonomy, 
and establish why these buffering schemes and discuss the pros and cons of each approach com- 
pared to the above ideals. ‘Table 3.3 presents a comparative summary of the major points covered 
throughout the section. 


3.2.1 IMPLICIT VS. EXPLICIT ORCHESTRATION 


In the general-purpose computing community, caches (Table 3.3A) have served admirably as 
a reusable, modular buffer abstraction based on load/store operations. Algorithm 3.1 shows a 
typical interface for the cache buffer idiom. Although the engineering and area costs for a given 
cache hierarchy may be quite high, the effort is often amortized across several design points with 
re-parameterization. Caches have several desirable properties, such as composing invisibly into 
hierarchies. Memory-level parallelism—both multiple outstanding fills, as well as concurrency 
between fills and accesses to current contents—can be achieved using well-studied additional 
hardware (often called /ockup-free cache structures). 
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Figure 3.1: Taxonomy of data orchestration approaches, as used in typical deployment scenarios. 


We say that caches perform implicit data orchestration as the load request initiator does 
not directly control the cache hierarchy’s decisions about whether the response data is retained 
at any given level of the storage hierarchy, nor when it is removed. (In Figure 3.1 this is repre- 
sented by the global request/response being shielded from the datapath.) Heuristic replacement 
policies are advantageous in general-purpose CPUs because they are workload agnostic.’ On 
the other hand, for domain-specific accelerators, the area and energy overheads for features like 


As many programmers care more about optimization than portability, they often reverse engineer the details of the cache 
hierarchy and replacement policy to try to explicitly manipulate them. This is an indication that architects could provide more 


officially supported explicit data orchestration features in general-purpose processors. 
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Table 3.3: Summary of properties of traditional data orchestration approaches in typical deploy- 
ment scenarios. Shaded cells indicate undesirable properties for domain-specific accelerators 


(although they may be acceptable for general-purpose architectures). 


















































Buffer non- 
L 
RAM area Low Low ow 
Buffer access Low on iow 
energy 
Placement Workload- Workload- Workload- 
policy controlled controlled controlled 
pone ving . Straightforward | Straightforward 
multiple fills in : : 
: (credit scheme) | (credit scheme) 
flight 
Achieving Straightforward | Straightforward | Straightforward 
overlapped fill (dynamic rate (dynamic rate (dynamic rate 
and access matching) matching) matching) 
Hicrarchically Yes Yes Yes Yes 
composable 
Landing zone Hop-to-ho Hop-to-ho Hop-to-ho 
hold time Pr ee p-to-20p 
A lient Workload- Workload- Workload- 
A controlled controlled controlled 
Data availability | Encapsulated Encapsulated Encapsulated Encapsulated 
synchronization | (load-to-use) (load-to-use) (peek stalling) (read stalling) 
Access order Arbitrary Arbitrary Arbitrary Arbitrary 
In-place updates | Yes Yes Yes Yes 
R al poli Workload- Workload- 
R apse controlled controlled 


tag matches and associative sets are currently considered unacceptably high. It is notable that no 
contemporary commercial machine-learning ASICs incorporate caches. 

One alternative is to use scratchpads (Table 3.3B), which expose an address range of a 
particular staging buffer for loads/stores, thereby enabling exp/icit and precise control over the 
orchestration. (In Figure 3.1 this is represented by the datapath managing both local and global 
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Algorithm 3.1 Pseudo-code for a typical cache interface that supporting the return of hits while 
misses are outstanding (so-called lockup-free). 


> Note: GLOBAL_ADDR datatype is independent of Cache size 


> The size parameter is purposely not exposed via interface operations 





module LockupFreeCache <UINT size, UINT width>: 
using DATA = BIT <width> 
interface Read: 


VOID ReadReq(GLOBAL_ADDR a) 
TUPLE<GLOBAL_ADDR, BOOL, DATA> > HitRsp() > True indicates Hit 
TUPLE<GLOBAL_ADDR, DATA> MissRsp() 
> Read interface used for: 
> Accessing staged data 
> Staging new data (implicitly) 
> Unstaging existing data (implicitly) 





interface Write: 


VOID WriteReq((GLOBAL_ADDR a, DATA d) 
VOID WriteAck() > Acknowledgements returned in order 
> Write interface used for: 
> Updating staged data 
> Staging new data (implicitly) 
> Un-Staging existing data (implicitly) 








request/response.) Algorithm 3.2 shows the interface details, for contrasting with caches. A 
GPU’s shared memory scratchpad [33] is the most widespread contemporary example of this 
idiom for explicit data orchestration. The size and address range of the scratchpad is exposed 
architecturally, and the transfer of data into and out of the scratchpad is managed via explicit 
instructions. While scratchpads avoid the hardware overheads of caches, extracting memory 
parallelism—both across fills and overlapping fills and accesses—is tedious and error-prone,” 
and as a result they are difficult to compose into hierarchies. 


3.2.2 COUPLED VS. DECOUPLED ORCHESTRATION 


Caches and scratchpads both use a load/store paradigm where the initiator of the request also 
receives the response. We call this a coupled staging of data, reflected in the left column of Fig- 
ure 3.1. With this setup, synchronization between data demand and data availability is efficient 
and intuitive—the requester is notified when the corresponding response returns (load-to-use). 
The disadvantage to this approach is that it complicates overlapping the fill and access of data 


?GPU shared memory is paired with high multi-threading and loop unrolling to offset these problems, but this complexity 
is considered unacceptable for fixed-function accelerators. 
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Algorithm 3.2 Pseudo-code for a typical scratchpad interface. 





> Note: local address datatype is dependent on size parameter and therefore is exposed via interface types 
> All out-of-range considerations omitted for brevity 


module Scratchpad <UINT size, UINT width>: 


using LOCAL_ADDR = BIT<Log2<size> > 
using DATA = BIT <width> 


interface Read: 


VOID ReadReq(LOCAL_ADDR a) 
DATA ReadRsp() > Responses returned in order 
> Read interface used for: 
> Accessing staged data 
> (Requestor manages whether any address contains live staged data) 





interface Write: 


VOID WriteReq(LOCAL_ADDR a, DATA d) 
VOID WriteAck() > Acknowledgements returned in order 
> Write interface used for: 
> Updating staged data 
> Staging new data (explicitly) 
> Un-Staging existing data (i.e., over-writing) 








tiles (i.e., double-buffering) as the single requester/consumer must alternate between requesting 
and consuming responses. Additionally, a “landing zone” for the incoming data tile must be held 
reserved for the entire round-trip load latency, which increases pressure on RAM resources that 
could otherwise be used for larger tile sizes. 

The alternative is to decouple the load request initiator from the response receiver. (In Fig- 
ure 3.1 this is represented by the request/response arrows going to different modules.) In this 
setup, a separate hardware module (e.g., a DMA engine, or address generator (AGEN)) is re- 
sponsible for pushing data into one or more functional units’ staging buffers.° To tolerate latency, 
these are often double-buffered and hence sometimes referred to as ping-pong buffers [34, 35]. 
The main advantage to this approach is that the requester can run at its own rate, and can 
multicast data to multiple simultaneous consumers. Additionally, the feedforward nature of the 
pipeline means that the tile landing zone only needs to be reserved proportional to the latency 
between adjacent levels of the hierarchy, rather than the entire hierarchy traversal round-trip, 
allowing for increased utilization of equivalent RAM. Finally, this approach often can transmit 
large blocks of data, i.e., bulk transfers, which are more efficient than small requests, which must 
dynamically re-coalesce accesses to the same memory line. 


3Cache pre-fetching can be considered an example of decoupling. Consideration of this large body of work is beyond the 
scope of this text. 
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Algorithm 3.3 Pseudo-code for a typical FIFO interface, including credit path to producer. 





> Note: The size parameter is purposely not exposed in the Peek/Pop interface operations or types 
> Ideally, consuming data from a FIFO is the same regardless of size 


module FIFO <UINT size, UINT width>: 


using CREDIT = BIT<Log2<size> > 
using DATA = BIT <width> 


interface Push: 


CREDIT GetCredits() > 5 credits means bulk Push() (at least) 5 more times before FIFO is full 
VOID Push(DATA d) 
> Push interface used for: 
> Staging new data 
> (Order is managed by the producer) 





interface Peek: 


DATA Peek() State > Peek interface used for: 
> Accessing staged data (oldest element) 





interface Pop: 


VOID Pop() 
VOID Clear() State > Pop interface used for: 


> Un-Staging existing data 








This separate producer/consumer approach is similar to Smith’s [36] decoupled access- 
execute (DAE) style of general-purpose computing architecture (Table 3.3C). In a DAE orga- 
nization two processors are connected by a hardware queue. ‘The access processor is responsible 
for performing all address calculations and generating loads—analogous to the DMA engine. 
Load responses are passed to the execute processor—analogous to an accelerator’s functional 
units and their local staging buffers. DAE improves parallelism and reduces the critical paths of 
instructions while allowing both processors to compute at their natural rate. However, classical 
DAE does not explicitly control data orchestration buffers—decisions about staging data are 
still managed by the cache hierarchy, thus Figure 3.1 categorizes DAE as implicit decoupled. 

We advocate that the explicit decoupled data orchestration (EDDO) approach best matches 
the needs of domain-specific accelerators, as it allows for the best opportunities to leverage 
static workload knowledge combined with efficient, high-performance hardware. Hardware FI- 
FOs [37, 38] (Table 3.3D) are one traditional reusable EDDO staging buffer organization. Note 
how the FIFO’s interface (Algorithm 3.3) includes a path for synchronizing a remote producer 
that fills the buffer. The advantages are that FIFOs cleanly encapsulate synchronization via head 
and tail pointers, and are easily hierarchically composable. However, in practice, FIFOs are not 
flexible enough to meet the needs of modern accelerators, which often require random access 
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within an active window or tile of data [20, 39-41]. Additionally, for data types such as the 
partial sums in a convolutional neural net, staged data must be modified several times in place 
before being drained [20, 42]. This is not possible in single write-port FIFOs without costly re- 
circulation. Thus, the goal of accelerator buffer architects is to combine the efficient hardware 
of FIFOs with the flexibility of scratchpads (‘Table 3.3E). 


3.2.3 SYNCHRONIZATION CONCERNS 


In a decoupled system, the timing of loading new tiles is a critical correctness component, as 
initiating a transfer too early could overwrite live data, and a transfer that is too late results in ef- 
ficiency loss. Some accelerators use systolic approaches to bound tile processing time—essentially 
removing the need for synchronization hardware beyond simple counters. However, these time 
bounds often become overly conservative in realistic systems that have non-deterministic laten- 
cies involving off-chip accesses, arbitrated networks-on-chip, or functional units whose process- 
ing time involves conditional execution. Therefore, this text does not rely on them. 

Instead, this chapter assumes that accelerators are built using a standard ready-valid 
(Rdy/V1d) micro-protocol for pipeline flow control as in SystemC compilation [43, 44]. For 
example, a FIFO could assert Pop .Rdy when it is non-empty, and dequeue the oldest element 
when Pop. Vld is asserted. Without loss of generality, techniques presented here can be applied 
using other micro-protocols such as Try/Ack. For convenience, we present an operation-centric 
interface [45] and omit the micro-protocol. For example, with FIFOs the following pseudo- 
code: 


qC.Push(qA.Pop() + qB.Pop()) 


is shorthand for “when qC is asserting Push. Rdy (not full) and qA and qB are asserting Pop. Rdy 
(not empty), perform an addition and assert all Vids.” We refer to the micro-protocol details as 
appropriate for clarity in cases where this shorthand is not sufficient. 

While circuit-level micro-protocols form the necessary groundwork for adjacent stages 
of a properly synchronized accelerator, they are not a complete solution for data orchestration, 
which is a higher-level concern spanning remote producers and consumers. In the next section, 
we present an EDDO storage idiom that encapsulates fine-grained synchronization within the 
staging buffer operations themselves. Encapsulation increases composability and re-usability, 
allowing accelerator architects to cheaply leverage the benefits of EDDO for multiple application 
domains. 


3.3 THE BUFFET STORAGE IDIOM 


Figure 3.2 depicts the data orchestration model of a buffet. In reference to the taxonomy found in 
Figure 3.1, buffets fall into the EDDO quadrant, as data movement is explicit and they use de- 
coupled fill engines. The buffet approach expands the decoupling farther than traditional DMA 
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Figure 3.2: Buffet classification and operations. 


setups by also using decoupled address generators to iterate over staged data. In Section 3.4 we 
discuss the composability benefits of this organization. 

Algorithm 3.4 depicts a buffet’s operational interface, which keeps the backward synchro- 
nization with a producer via credits, but combines it with the general ability of scratchpads to 
access and update all lines of the staged tile. Unlike scratchpads, these accesses are synchronized 
with the consumer, and stall appropriately when attempting to access regions of a tile that are 
not yet present. 

Within the buffet, a finite-state machine controls the four fundamental storage oper- 
ations: Fill(data), Read(index), Update(index, data), and Shrink(num). Upper-level 
modules in the hierarchy (e.g., DRAM) initiate Fill operations and move new data into the 
buffet, while lower-level modules (e.g., datapath) work with data in the buffet using Read and 
Update operations. Finally, Shrink operations remove data from the window.* Thus, the life- 
time of a piece of data in the staging buffer can be described with the following regular expres- 
sion: 


Fill — (Read — Update?)* — Read — Shrink. (3.1) 


Unlike scratchpad loads and stores, these operations encapsulate synchronization. We now 
present a detailed description of buffets’ internal logic to arbitrate stalls. 


4We choose the name buffet due to similarities with actual restaurants, where waiters bring out new dishes (fill) which 
are repeatedly iterated over by diners (read) until a course change (shrink). Of course, in restaurants diners are not allowed to 
return modified dishes to the buffet (update), due to food safety concerns! 


3.3. THE BUFFET STORAGEIDIOM 43 


Algorithm 3.4 Pseudo-code for a buffet interface, which can be seen as combining features of 
scratchpads and FIFOs. 


> Note: The buffer size parameter is explicitly exposed to both the producer (like a FIFO) and consumer (like a 
scratchpad) 





module Buffet <UINT size, UINT width>: 


using CREDIT = BIT <Log2<size> > 
using LOCAL_OFFSET = BIT<Log2<size> > 
using DATA = BIT <width> 


interface Push: > Resembles a FIFO 
CREDIT GetCredits() > 5 credits means bulk Push() (at least) 5 more times before buffet is full 
VOID Push(DATA d) 


> Push interface used for: 
> Staging new data 
> (Order is managed by the producer) 





interface Read: > Resembles a scratchpad 


> In contrast to scratchpads the parameter is an offset relative to the oldest element 
> e.g., ReadReq(0, 0) == FIFO::Peek() 
VOID ReadReq(LOCAL_OFFSET o, BOOL will_update) 
DATA ReadRsp() > Responses returned in order 
> Read interface used for: 
> Accessing staged data 





interface Write: > Resembles a scratchpad 


> This interface only checked if a previous ReadReq() set will_update == 
VOID WriteReq(LOCAL_OFFSET o, DATA d) 
VOID WriteAck() > Acknowledgments returned in order 
> Write interface used for: 
> Updating existing data 





interface Shrink: > Resembles a FIFO 


> Note: Shrink(1) == FIFO::Pop() and Shrink(size) == FIFO::Clear() 
VOID Shrink(LOCAL_OFFSET count) 
> Shrink interface used for: 
> Un-staging existing data 








3.3.1 BUFFET OPERATIONAL BEHAVIOR 


Figure 3.3 presents a detailed architectural diagram of a buffet, and Algorithm 3.5 shows specific 
behavior. Newly transferred data is installed into the RAM via the Fill logic, labeled @. This 
path closely matches a conventional FIFO—no remote address accompanies the data, and place- 
ment is based on local address generation in the order it is received. (This is not a fundamental 
restriction, but the complexities of un-ordered Fill are beyond the scope of this chapter.) Un- 
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Figure 3.3: Buffet implementation details. 


like a FIFO, the Read @ request includes an externally-provided index, allowing data to be read 
in a different order than it is received. The index is relative to the window, so 0 represents the 
oldest installed datum in the staging buffer. It is not legal for the index to exceed the physical 
size of the RAM. 

Logic ensures that reading a position outside the active window will stall until the data 
arrives, similar reading an empty FIFO. However, the presence of this index means that buffet 
read stalling must be handled differently than traditional FIFOs, such as ones generated by 
commercial tools [37, 38]. In these circuits Pop.V1d is asserted whenever the FIFO is non- 
empty. In buffets, the presence of the requested data is a function of the index. Therefore, we use a 
separate read response path, represented by the “read_rsp_out.Send()” operation. ReadRsp . Vld is 
only asserted when the requested data has been filled, as in caches. For simplicity, we present read 
responses returning in the same order as requests—sufficient for the needs of most accelerators— 
but this is not fundamental (as in caches). In scenarios where blocking is harmful, a supplemental 
non-blocking Check (index) operation can be added to test if a certain index is in range. 

Beyond indexed reads, a significant distinction from a FIFO is that data elements within 
the active window can be modified in-place, which we call the Update © path. Internal logic 
stalls the modification of the RAM until both an index and a data element are asserting V1d. 
Thus, the index generation FSM and datapath can produce at different rates, and the system 
can tolerate dynamic timing variation. Semantically distinguishing RAM writes into Fill and 
Update operations raises the level of abstraction, allowing buffets to use customized synchro- 
nization logic for each case, as discussed below. 
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Algorithm 3.5 Buffet Operational Details 





> Initialize a buffet 
function IniT(sz) 
head = 0; 
occupancy = 0; 
size = SZ; 
credit_out.Send(size); 
> Emplace new data for staging. 
function Fiii(data) 
slot = (head + occupancy) % size; 
buffer[slot] = data; 
SetUpToDate(slot, true); 
occupancy++; 
> Iterate over staged data. 
function Reap(index, will_update) 
slot = head + index % size; 
wait_until(index < occupancy && IsUpToDate(slot)); 
read_rsp_out.Send(buffer[slot]); 
SetUpToDate(slot, !will_update); 


> Update previously read locations. 
function Uppare(index, data) 
slot = (head + index) % size; 
buffer[slot] = data; 
SetUpToDate(slot, true); 


> Unstage data and free room for more Fills. 
function SHRINK(num) 
wait_until(num < occupancy); 
head = (head + num) % size; 
occupancy = occupancy - num; 
credit_out.Send(num); 





Finally, the Shrink path @ depicts the logic for removing staged data from the buffet. 
This operation takes a size parameter and removes that many elements from the active window. 
This operation simply updates internal scoreboarding—no data movement occurs. A credit is 
released to the Fill address generator indicating room for another bulk transfer. Accelerators 
that modify in-place data should drain it via the standard Read path before invoking Shrink. 
We advocate that the same index generation FSM that iterates staged data should generate calls 
to Shrink, removing the need for explicit stall logic between index-based read requests and re- 
basing of the oldest element in the active window. This arrangement is not fundamental, but for 
simplicity of synchronization we use this presentation for the remainder of this chapter. 


3.3.2 BUFFET SYNCHRONIZATION DETAILS 


We leverage the semantics of buffet operations to provide fine-grained synchronization with 
minimal logic and stalls. The cases where explicit hardware synchronization is required are rep- 
resented by the “wait_until” calls in Algorithm 3.5. Many other cases of synchronization can 
be handled without the need for explicit hardware support because of the order of operations 
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Figure 3.4: Operation synchronization relationships. 


shown previously in Equation (3.1), as shown in Figure 3.4. For example, because modified val- 
ues are always Read before Shrink, we do not need synchronization logic between Update and 
Shrink—they are transitively synchronized through Read. 

Because modification of data by the datapath can take notable latency, buffets add RAW- 
hazard checks, which we present abstractly as an “UpToDate” scoreboard with perfect knowl- 
edge. In practice, any physically efficient tracker can be used, including imprecise hashing 
schemes. For simplicity, we present will_update as a parameter to Read that indicates that 
the datapath will modify the currently staged value—many alternative interfacing paradigms 
can be conceived of, including Lock () methods. If a subsequent Read requests an index that is 
undergoing modification, the response is stalled from returning—indistinguishable from read- 
ing an index that has not yet been filled. Fill writes do not need to perform this check. ‘Thus, 
we can improve energy efficiency and performance using higher-level knowledge. 

Encapsulating hazard detection inside the buffering interface removes the need for engi- 
neering custom stall logic on a per-deployment basis. To meet the efficiency demands of domain- 
specific accelerators, buffets provide options for design-time customization. If the architects can 
prove that no RAW hazard is possible, then the RAW hazard detection logic can be statically 
removed via a parameter. Similarly, if Fills are proven to be mutually exclusive with Updates 
then they can share a write port rather than using a more expensive RAM with multiple write 
ports. Finally, for buffets that hold read-only data the entire Update path can be removed. The 
goal is to allow designers to quickly construct a functionally correct orchestration hierarchy that 
can serve as a starting point for optimization refinements. 

Another case for design-time optimization is the synchronization between Shrink 
and Fill. Algorithm 3.5 conservatively uses explicit synchronization for Shrink, e.g., 
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Figure 3.5: 1D Convolution example orchestration. 


“wait_until(num < occupancy).” This logic can be removed at design time if the architects can 
prove each staged data element will be read at least once. Figure 3.4 depicts this as implicitly 
synchronized, as we expect this to be the more common case. Synchronization with the external 
fill request generator is handled via backward credit flow—similar to a NoC protocol, discussed 
in detail in Section 3.4. 


3.3.33 EXAMPLE ORCHESTRATION WITH BUFFETS 


Figure 3.5A shows an example 1D convolution that demonstrates the use of buffets for EDDO. 
We purposely choose a weight-stationary dataflow [20] which involves re-loading partial sums 
several times until the final sum is produced to demonstrate all buffet features. These same 
principles generalize to other dataflows of full CNNs and other kernels. 

The baseline formulation maximizes reuse of filter weights with only a single on-chip 
register, but it must resort to expensive off-chip accesses for inputs and outputs (if 2x the size of 
O is larger than on-chip buffering). Figure 3.5B shows a more realistic tiled formulation. This 
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function FILLĪNPUTO 
halo_size = O_TileSize - F_TileSize + 1; 
for nf : [0..F_NumTiles) 
tile_base = nf * F_TileSize; 
TransferInputTile(tile_base, halo_size); 
for no : [0..0_NumTiles) 
TransferInputTile(tile_base + halo_size + 
no * O_TileSize, O_TileSize); 





function FILLFILTERO 
for nf: [0..F_NumTiles) 
TransferFilterTile(nf * F_TileSize, F_TileSize); 


function FiLLOUTPUTO 
for nf : [0..F_NumTiles) 
for no : [0..0_NumTiles) 








TransferOutputTile(no * O_TileSize, O_TileSize); 





All tile transfer functions above follow this form: 




































































function TRANSFEROUTPUTTILE(base, size) @ 
wait _until(output_credit >= size); 
// This can be implemented as bulk transfer: 
for x : [0..size) 
output_buffet. Fill(output[base+x]); 
output_credit -= size; 











function DarapatH() 
inp = input_buffet.read_rsp_out.Recv(); 
wt = filter_buffet.read_rsp_out.Recv(); 
psum = output_buffet.read_rsp_out.Recv(); 
psum += inp * wt; 
output_buffet.update_data_in.Send(psum); 








function REapDINPuTO) 

for n : [0..F_NumTiles * O_NumTiles) 

for tf : [0..F_TileSize) 
for to : [0..0_TileSize) 
input_buffet.Read(tf+to); 

// Retain some overlap for next tile 
// (sliding window) 
input_buffet.Shrink(O_TileSize); 


function ReapDFILTER() 
for n : [0..F_NumTiles * O_NumTiles) 
for tf : [0..F_TileSize) 
filter_buffet.Read(tf); 
filter_buffet.Shrink(F_TileSize); 


function REapANDUppaTEOUTPUT() 
for n : [0..F_NumTiles * O_NumTiles) 
for tf : [0..F_TileSize) 
for to : [0..0_TileSize) 
output_buffet.Read (to); 
output_buffet.update_idx_in. 
Send(to); 
// Drain of modified values omitted 
output_buffet.Shrink(O_TileSize); 








Figure 3.6: Basic accelerator of Figure 3.5 using buffets, with pseudo-code describing the EDDO 


data transfers. 


introduces some re-reads of weights, but significantly reduces reloads of inputs and outputs as 
the tiles can be held resident on-chip. 

Figure 3.6 shows a straightforward accelerator implementation of this algorithm using 
buffets. This accelerator uses separate buffers per datatype—similar to an instance of Eyeriss [20] 
with a single processing element and a different dataflow. Following the EDDO principles, 
separate address generation FSMs (labeled @) generate requests to the DRAM that install data 
into the staging buffers. The weight-stationary dataflow means that the weights are staged once 
while input and output tiles are re-staged per weight tile. The “wait_until” in the transfer FSMs 
@ represents blocking until sufficient credit is available. The backward path that increments the 
credit count is not shown. 

Looking in-depth at the Read FSMs 8, we highlight several points that distinguish buf- 
fets from FIFOs. First, both the input and output buffet are performing window-based ac- 
cess relative to the oldest element. Second, the size-based shrink gives more control over data 
liveness—the input is reading a tile volume larger than its shrink, and so represents a sliding 
window. Finally, the Output buffet is being used to perform in-place updates of staged sums. 
Each sum is modified F_TileSize times per tile. The buffet’s internal scoreboarding ensures 
that subsequent Reads will block on previous Updates—a scenario which could occur if the 
multiply-accumulate datapath was implemented as pipeline with internal latency. As stated 
above, unnecessary scoreboard logic can be removed using design-time parameterization. In 
this algorithm, every partial-sum output that is read is also modified, so the accelerator can use 
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the ReadAndUpdateOutput FSM to generate Read and Update indices. Other scenarios can 
require separate index generators for these two classes. 

Furthermore, the Read FSMs reveal some key ways that buffets differ from traditional 
scratchpads. In a scratchpad, read requests return the current RAM value, so it is the respon- 
sibility of the iterator FSM to not issue a read request until it knows the desired data has been 
staged. Buffets’ encapsulation of fine-grained synchronization means that no explicit checks are 
present in the Read FSM. ‘The index generator issues Read operations at its natural rate—if the 
requested data is not available, then the read_rsp.V1d signals will stall the Datapath FSM @, 
as described in subsection 3.3.1. Furthermore, with scratchpads all accesses are done via abso- 
lute addresses into the underlying RAM, which places the burden of dividing the RAM into 
active and inactive regions onto the index generator. With buffets, the FSMs contain no explicit 
base address manipulation, nor wrapping-around of addresses relative to the size of the RAM. 
This hardware has not disappeared, but has been encapsulated inside the buffet, simplifying the 
creation of the index generation FSM to only repetition counts, bounds, and offsets. 

This encapsulation of the modular arithmetic is important for another reason: oftset-based 
indexing separates the size of the active tile from the size of the underlying storage which is pre- 
buffering future tiles. One way this manifests is that Figure 3.6 does not specify concrete sizes 
for the underlying RAM. If it is equal to the tile size, no pre-buffering will occur, as each buffet 
can only hold the active window. If it is twice the tile size, then the arrangement is equivalent 
to traditional double-buffering. It can also be set to any arbitrary constant. This flexibility has 
an important implication: the functionality of the FSMs in Figure 3.6 is unchanged across all 
these options, and do not need any alteration or re-verification if the underlying RAM size of 
the buffets is increased as part of design-space exploration. This will not affect correctness, only 
performance as more room is available to pre-fill tiles. 

Designers often talk about double-, triple-, or even quad-buffering, but extra buffering 
should not be limited to multiples of tile size. By changing the Fill FSMs to transfer after re- 
ceiving smaller credit totals such as 1/4, or 1/8 tile (or even arbitrary absolute values unrelated to 
tile size) architects can determine the optimal buffering needed to tolerate the forward latency 
through the memory system, which is unlikely to be an exact multiple of tile size. Additionally, 
if some datapaths are farther from the memory buffets’ encapsulation makes it straightforward 
to give them more buffering for extra latency tolerance without altering their logic. In effect, this 
approach makes the staging buffer RAM sizes a low-level micro-architectural feature that can 
be determined late in the design process based on underlying physical properties, rather than a 
first-order design consideration. 


3.3.4 AUTOMATICALLY DERIVING CONFIGURATION 


The EDDO approach requires the implementation of separate index generation engines per 
buffet. These iteration loops all relate to the original tiling and inter-tile schedule chosen by 
the architects using workload knowledge. As a specific example, the loop for ReadFilter in 
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Figure 3.6 removes the 0_TileSize loop level because in the original algorithm (Figure 3.5) 
the variable o is not used to index the filter array. This implies that the same filter weight 
value is being held local to the datapath while the input and output changes with o—hence 
the name “weight stationary.” Similarly, the sliding window on the input buffet is created by 
addition of the f offset into the input vector. 

We believe that automatic derivation of control FSMs from a single tiling specification is 
feasible future work. This has been accomplished before for specific high-value domains [46, 47] 
but not in a generalized tool. The domain-specific nature of accelerators limits the data orches- 
tration patterns that need to be supported by automatic generation solutions. Furthermore, ar- 
chitects of accelerators can always fall back on handcrafting the data flows if the tools fail. The 
design of such tools is beyond the scope of this chapter. 

In summary, buffets’ encapsulation of synchronization into the operational interface allows 
design to more productively occur at a higher level of abstraction. We view buffets as combining 
the best properties of FIFOs, N -buffered scratchpads (e.g., double- or triple-buffered, etc.), and 
custom sliding window buffers. In the next section we will demonstrate that these same features 
also enable composition of buffet hierarchies. 


3.4 COMPOSITION OF BUFFER IDIOMS 


No staging buffer can be considered entirely in isolation. Domain-specific accelerators require 
the ability to hierarchically stage and distribute data, which facilitates maximizing data reuse 
from small buffers physically co-located with functional units. This section describes the inter- 
action, modularity, and composability of various accelerator buffer idioms. 


3.4.1 BUFFER HIERARCHIES 


Ideally, all buffer idioms would be able to be seamlessly arranged into hierarchies without the ex- 
act topology being exposed to the accelerator datapaths. This capability then allows the buffers to 
be designed separately and modularly from the datapaths themselves. As discussed previously in 
Section 3.2, and reflected in Table 3.3, caches, FIFOs, and buffets all have this property, while 
traditional scratchpads do not. This is due to the lack of synchronization encapsulated in the 
scratchpad. In a scratchpad hierarchy, each L2 or L3 scratchpad must have an owner—meaning 
hardware that stages and reads data locally. One potential solution is to reserve memory regions 
of the scratchpads themselves as semaphores—equivalent to parallel programming paradigms. 
But this results in expensive polling or memory monitors, defeating the simplicity of the scratch- 
pad idiom (and requires reasoning about load/store ordering in a distributed memory model). 
The other alternative is to design a side-band synchronization between the owner FSMs, but 
this requires designing protocols that are on the same order of complexity as FIFO credit pro- 
tocols or cache-coherence policies. After such a scheme is in place it is arguable that the result 
no longer should be classified as a scratchpad, but an entire new column in Table 3.3. 
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Figure 3.7: An example buffet hierarchy. 


Figure 3.7 shows how the credit protocol used by FIFOs and buffets allows those idioms 
to be seamlessly arranged into a hierarchy. We now walk through this example using buffets, as 
FIFOs can be thought of a subclass with limited address generation orderings. The upstream 
buffet’s address generation FSM’s Read operations take on a role similar to a traditional DMA 
engine, driving data to Fill the next buffet using the crediting mechanism presented previously. 
The downstream buffet’s Read FSM blocks locally, without any external polling. Thus, serially 
composing N buffets requires N + 1 address generators, not 2N. Larger tiles are staged, then 
broken down and distributed to lower levels for further staging and processing. We show data 
as flowing through all levels, but this is not fundamental—fills can bypass intermediate levels as 
appropriate. The data also need not be inclusive as upstream buffets can shrink away data before 
it is fully consumed downstream. 

Although FIFOs and buffets use the same Fill crediting, an important distinction is that 
a hierarchy of buffets allows applications to fully exploit data reuse at each level in the hierarchy. 
Specifically, buffets’ arbitrary iteration ordering means that data iteration order can be changed 
at each address generation level. This both allows interleaving of tile delivery across lower levels 
and altering the data layout in the memory dynamically so that each level may use an individually 
customized layout. 

In any buffer hierarchy, backward paths are necessary to return modified data to larger, 
upper-level buffers for off-chip I/O. Traditional FIFOs have no support for in-place updates, 
so often neural network accelerators will use FIFOs for read-only datatypes such as inputs and 
weights, and scratchpads for partial sums. The buffet idiom encapsulates this using the Update 
functionality. Thus, the slot for the value is held in a non-up-to-date state by the upper-level 
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buffet until the modified value is produced. As a result, Update traffic does need any kind of 
credit-check mechanism. Additionally, a major distinction from general-purpose caches is that 
there is no requirement that modified values pass through all levels of staging buffer during 
writeback. Accelerators can provision connectivity to transmit results from the datapath directly 
to higher levels, or to off-chip memory. 

‘There is another significant distinction between Explicit and Implicit buffer hierarchies. 
In any Explicit hierarchy, both Read and Update requests are generated locally, any given index 
FSM only needs to concern itself with generating addresses sized to its local RAM. This means 
that low-bitwidth address calculation datapaths can be used rather than 32- or 64-bit address 
arithmetic. (Domain-specific accelerators generally do not use address translation for on-chip 
accesses, but it is not uncommon to use large-bitwidth addressing to ease system integration.) 
On the Coupled/Decoupled axis, buffer idioms that are decoupled never transmit addresses 
remotely, as address generation FSMs are co-located with the memory RAMs, which can reduce 
transfer bandwidth and energy. 

No buffer hierarchy should ever make an assumption about being deployed with direct 
connections between buffer levels vs. being connected via a network-on-chip. In the latter case, 
there is extra synergy for Decoupled idioms, as the credit flow for forward Fills and use of 
Update for backward writeback of modified values act as a guarantee of deadlock freedom, 
as any injected data will be unconditionally drained—a so-called “consumption assumption.” 
This guarantee can simplify network flow-control design and verification, and result in simpler 
hardware. For example, buffet-based accelerators may require fewer or no virtual channels for 
correctness—although they still may still be employed for routing or quality-of-service reasons. 
Furthermore, the FIFO’s and/or buffet’s Fill path may be directly attached to the output of a 
router port, essentially supplanting the need for separate egress buffer hardware. 


3.4.2 SHARING FILLS VIA MULTICAST 


Ifthe transport substrate supports broadcast or multicast, either via dedicated wires or a network, 
then Decoupled idioms can leverage it with significantly less complexity. Coupled idioms such 
as caches and scratchpads generally do not have the capability to accept “unexpected” data fill 
responses—i.e., arrival of data that was not previously asked for by the buffer. Again, although 
adding this capability is possible, it results in a significant increase in complexity. 

Multicast is a significant source of energy efficiency, as it means the output of one access to 
a large physical RAM can be delivered efficiently to all consumers. We advocate that accelerators 
leveraging static workload knowledge is more area- and energy-efficient than dynamically de- 
tecting and coalescing multiple requests to the same address in a cache or scratchpad hierarchy, 
and does not rely on multiple requests arriving within a limited time window. 

To achieve multicast we use a straightforward extension of the credit scheme presented in 
Section 3.3. The Fill FSM’s credit register is extended to a vector tracking credits of multiple 
target FIFOs/buffets. All downstream targets must have sufficient room before a transfer can 
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be initiated, and credits are decremented from all targeted counters upon transmission. Finally, 
the backward credit path is supplemented with an ID field indicating from which FIFO/buffet 
the credit originated, which is used to increment the appropriate counter in the credit vector. 
An extension of this scheme uses run-time configurable routes and IDs allows the design of 
accelerators with dynamically reconfigurable buffet hierarchies. 


3.4.3 SHARING PHYSICAL RAMS EFFICIENTLY 


Within each level of the buffer hierarchy, an important decision that accelerator buffer architects 
must make is whether to use partitioned or shared memory structures between datatypes. For 
example, the Eyeriss neural network accelerator [20] uses distinct L1 RAMs for inputs, outputs, 
and weights. This results in the simplest possible hardware, but can result in under-utilization 
if not enough data of any particular tile is available. This fragmentation is doubly bad because 
it results in a missed opportunity cost—the ability to expand the tile size of one of the other 
datatypes into the empty entries. If this is possible, it both can increase reuse, and potentially 
reduce the total number of tiles. 

On the other hand, sharing the same RAM pool between multiple datatypes can both 
avoid internal space fragmentation and decrease per-RAM overheads. To implement this fea- 
ture, we supplement each logical buffer’s bookkeeping with base and bound registers. In FIFOs 
and buffets, all increments to the head pointer are carried out modulo base and bound. Various 
multi-port and/or banking schemes can be used to maximize RAM efficiency by matching the 
required bandwidth across data types. For example, the accelerator previously presented in Fig- 
ure 3.6 uses a weight stationary dataflow which means that new filter weights are only required 
every O_TileSize cycles, whereas new inputs and outputs are required every cycle. Therefore, 
it may be profitable for the filters to share the same RAM as either the inputs or outputs, but 
multiplexing the inputs and outputs themselves would reduce throughput more significantly. 

Overall, RAM-sharing buffets represent a combination of design-time customization and 
runtime flexibility. However, the reconfiguration of buffer sizes requires both hardware area and 
design complexity, and may increase the energy cost per access. Whether buffers are shared or 
partitioned is a critical tradeoff for accelerator architects to focus on, and may result in hetero- 
geneous topologies. For example, Eyeriss supplements the partitioned buffers at the L1 with a 
re-configurable shared buffer at the L2 [20]. 


3.4.4 EXAMPLE OF HIERARCHICAL ORCHESTRATION 


We now revisit the 1D convolution example presented in subsection 3.3.3 in the context of a 
more realistic accelerator with parallel functional units, a multi-level buffet hierarchy, and phys- 
ically shared RAM. Figure 3.8 shows an extension of the weight-stationary dataflow by spa- 
tially partitioning individual tiles across the separate functional units—represented by parallel- 
for loops. We use the term “partition” to refer to tiles that are executed by parallel hardware 
instances. As the number of partitions is a design-time parameter, any remaining mismatch 
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Figure 3.8: Parallel partitioned version of Figure 3.5. 


between data size must be handled as passes in the outer loop. We omit edge cases from the 
algorithm. 

Figure 3.9 shows an accelerator with F_NumPartitions =2 and 0_NumPartitions=2. 
Buffets within a level share the same multi-banked RAM, which could potentially allow 
F_TileSize and 0_TileSize to be configured at runtime, with the constraint that the total 
tile size across all data types size fits in the underlying RAM. This dataflow employs separate 
partitions updating the same partial sum, and so requires an additional datapath for reduction 
before updating DRAM. This path is not shown in the figure as it has no effect on the underlying 
orchestration patterns. 

Despite the pedagogical nature of this accelerator, it has several interesting characteristics. 
First, each L2 buffet holds a disjoint filter tile, so the L2 filter buffets are filled via unicast from 
DRAM. The delivery of tiles can either be interleaved or serial, as determined by the iteration 
order of the Read index generation FSM. Partitioning filters means that inputs are broadcast 
from DRAM to L2, as the same input must be convolved against all weights (excepting the 
edges). 

The L2 buffets’ Read FSMs distribute the second level of spatial partitioning. Each L1 
processes a different output tile against the same weights, therefore output tiles are now unicast. 
One the other hand, the filter tiles are now broadcast from the L2 to all connected Lis. For 
inputs, the tile is unicast, but the halo region depicted in Figure 3.8 can be multicast simultane- 
ously to two L1 buffets. In the steady state, this savings is doubled because of overlap with both 
previous and next partitions. 
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Figure 3.9: Example accelerator derived from the EDDO in Figure 3.8 with multiple levels of 
buffets sharing RAMs. For simplicity, paths for cross-partition reduction of partial sums are not 
shown. 


Multicast can represent a significant savings. Figure 3.10 shows an analysis of two Fig- 
ure 3.9-style accelerators that differ only in support of multicast. No standard 1D convolutional 
benchmark exists, so we approximated data set sizes by examining the work to produce one 
output channel of VGG-Net16 [3], convolutional layer 13, and projecting the data ratios down 
into one dimension, giving an input size 21.78x larger than the filter. The multicast version re- 
duces traffic between staging buffers to 58.9% of the unicast-only arrangement, and therefore 
performs only 58.9% of RAM accesses as well. 
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F NumPartitions | 10 

O NumParititions | 10 

Total Functional Units | 100 

F TileSize 256 

O TileSize 1024 
Indiv. L2 Buffet Size 45.4 KB 
Total L2 Buffet Size 455.0 KB 
Indiv. L1 Buffet Size 5.0 KB 
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Input size 1.64 MB 
Filter size 74 KB 
Input: Filter ratio 21.78 
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Figure 3.10: Analysis of the impact of enabling multicast on a Figure 3.9-style accelerator. 


3.55 OTHER RELEVANT BUFFERING IDIOMS FOR 
ACCELERATORS 


Many accelerators use a customized buffering solution based on their application [20, 27, 31, 
48, 49]. While these proprietary buffering designs are efficient, it is difficult to generalize their 
approaches to future accelerators. In this chapter we have focused on reusable, accelerator- 
independent buffer idioms. In the long term, the accelerator community needs a general reusable 
accelerator storage design to provide high performance with minimal effort. The goal of buffets 
is provide this in the EDDO context. Table 3.4 summarizes other notable proposals for general 
storage solutions for accelerators. 

Jenga [50] treats the cache SRAM banks as a general pool that can be used to create 
distributed virtual cache hierarchies that are targeted to given application. This solution uses 
the implicit coupled idioms to provide a cache based solution. This approach provides a more 
efficient solution than a traditional cache but still has more overhead than an explicitly managed 


memory architecture. 
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Table 3.4: Categorizing storage idioms for accelerators 


Jenga [50] Implicit | Coupled 
Dest [51] Explicit | Decoupled 
PDAE Cache Prefetch [39] | Implicit | Coupled 
PDAE DAE 39] Implicit | Decoupled 
Stash [52] Implicit | Coupled 

















Accelerator Store [53] Explicit | Coupled 
Patch Memory [54] Implicit | Coupled 
LEAP Scratchpads [55] Implicit | Coupled 
CoRAM [56] Explicit | Coupled 
Stream dataflow [57] Explicit | Decoupled 























Decoupled Supply-Compute (DeSC) [51] uses a traditional DAE approach to divide 
memory accesses instructions from compute instructions and place them on separate datapaths, 
connected by a queue. However, the queue size in DESC is not architecturally visible, and there- 
fore cannot be used as an explicit target for determining data tiling size. Additionally, DeSC uses 
a traditional DAE FIFO queue which prevents random iteration without transferring the data 
to the LO registers thus limiting access order and preventing in-place updates. It also has a high 
non-RAM overhead associated with having a full OoO processor as the access engine, although 
this is not fundamental as accelerator architects could could replace this with a specialized FSM. 

Prefetching with decouple access-execute (PDAE) [39] has two hierarchies for data or- 
chestration. PDAE uses a prefetching cache for accelerators with regular access patterns and 
a traditional decoupled-access-execute approach for systems with irregular access patterns. The 
prefetching cache has traditional cache overheads while the DAE approach has similar iteration 
restrictions as DeSC. 

Stash [52] is a data staging scheme for accelerators that makes scratchpads more like 
caches. It unifies scratchpads into the global address space like a cache, but uses a specific user- 
provided translation function to fill the scratchpad on a miss. Translation reduces the number 
of explicit operations required to fill the scratchpad through the creation of a load-and-store- 
scratchpad. Stash does not use a decoupled fill approach, and explicit double-buffering is still 
required for concurrency. 

The Accelerator Store [53] is a shared memory scratchpad that allows multiple logical 
buffers to be mapped onto a single scratchpad, similar to buffets. The logical buffers can be 
configured in FIFO, random-access, or a hybrid mode. However, RAMs are accessed by cou- 
pled datapath load/store (or get/put for FIFO mode) operations, without any dedicated index 
generators and synchronized using bulk interrupts. 
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Patch Memory [54] is a domain-specific scratchpad specifically designed for data tiling 
in image processing accelerators. Users define patch parameters and dataflow order between 
patches, and data is filled in a DAE style. Iterations into the patch use coupled loads and stores 
from the datapath without DAE. Patch memory is not hierarchically composable. 

LEAP scratchpads [55] are a memory architecture for FPGAs that allow users to define 
logically separate scratchpads that are mapped onto a unified cache structure with tags and tradi- 
tional fill-on-load behavior. Concurrent accesses to other logical scratchpads are possible while 
one scratchpad is filling. Based on the caches, they are hierarchically composable. 

CoRAM [56] is a memory architecture for FPGAs used as accelerators. CORAM de- 
fines a set of operations that is used to construct custom fill engines and scratchpads that are 
programmed into the FPGAs logic and block RAM. Fine-grained synchronization is possible 
directly through FPGA signals. However, CORAM does not use DAE for iteration accesses, 
but rather a traditional load/store interface. Additionally, no indication is given of an ability 
to compose CoRAM hierarchically, although this may be possible given the generality of the 
CoRAM operations. 

Stream dataflow [57] is an architecture and programming model based on streams and 
CGRAs. The data is stored locally in a scratchpad and streamed into a dataflow CGRA for effi- 
cient acceleration. The architecture uses an address generators for accessing the memory system 
and scratchpad. However, the synchronization of the accesses requires the use of explicit barri- 
ers. This need of barrier prevents overlapping fill and access. The stream-dataflow architecture 
does not support in-place updates due to the flow of the data through the system. Furthermore, 
their memory system was not designed to be composable, although this could be accomplished 
as future work. 


3.6 RESEARCH NEEDS FOR ACCELERATOR BUFFER 
HIERARCHIES 


The domain-specific accelerator era of heterogeneous computing is poised to tackle key problems 
in compute through the integration of application specific engines. However, achieving this 
efficiency requires tremendous effort to design and verify a wide variety of accelerators. In this 
chapter we identified commonalities in the efficient transfer and staging of data that can be 
leveraged to generate a design-effort and area-efficient accelerator memory system. But no such 
automated toolflow to leverage these properties exists today. 

The Implict/Explicit and Coupled/Decoupled taxonomy reveals why reusable idioms that 
have worked well in the general-purpose computing space fall short for accelerators. EDDO 
is emerging as the tactic that best allows accelerator architects to leverage their static workload 
knowledge for efficiency. However, it is crucial to realize that FIFOs—the traditional reusable 
buffering idiom in this space—fail to serve the needs of accelerators. The buffet idiom is de- 
veloped specifically to address this, but currently all deployment of buffets is manual, including 
hierarchical composition, multicast, and RAM sharing. 
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A key component that requires focus from the community would be the development 
of a domain-agnostic accelerator toolflow that can generate orchestration FSMs and hardware 
configurations. We believe that run-time reconfiguration of orchestration patterns can be added 
into this toolflow as well. This feature allows data orchestration to be tuned to the particular 
sizes and ratios of the current data-set, rather than settling for an average-case approach, which 
has shown to be advantageous for individual accelerators [42, 58-60]. We hope that accelerator- 
independent EDDO abstractions such as buffets help bring together the necessary engineering 
effort to create such a toolflow, rather than each accelerator creating their own tools. 


3.7 SUMMARY 


Accelerator buffer hierarchies are a rich sub-field worthy of large amounts of dedicated engi- 
neering and research effort. In this chapter we enumerated the constraints and goals dedicated 
domain-specific accelerators place on buffer hierarchies, and described efforts such as buffets 
that have arisen from these constraints. Overall, there is a large amount of future effort that 
needs to be put into dedicated buffering. 

Note that increasing the capabilities and features in the buffer hierarchy is useless if the 
system around it is not flexible enough to adapt to these changes. Before we are able to design 
a complete accelerator we must discuss in-depth the data delivery networks that fill buffers and 
feed datapaths. 
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CHAPTER 4 


Networks-on-Chip 


As discussed so far, the massive parallelism opportunity of DNN algorithms has given rise to 
a suite of spatial architecture-based accelerators, which contain an array of hundreds of PEs. 
These accelerators aim to achieve high throughput by exploiting massive parallel computations 
over the PEs while keeping the cost-of-operation much lower than off-the-shelf components 
with the same compute budget. However, adding more compute elements in an accelerator is not 
sufficient to achieve high throughput because more compute elements require more operands 
read from the on-chip memory hierarchy, and delivered to each compute element. Similarly, the 
output activations generated by the PEs also need to be written back to the on-chip memory 
hierarchy for the next layer. 

In this chapter we focus on on-chip data movement characteristics within DNN accel- 
erators and explore network-on-chip (NoC) architectures to address them. We first discuss the 
various traffic movement patterns in typical DNN accelerators. Next, we present background 
in traditional NoC design and understand their limitations. Finally, we go over the design of 
NoCs specially crafted for the traffic movement patterns within DNN accelerators. We want 
to emphasize that the focus of this chapter is on the scale-up interconnect fabric within one 
accelerator, not a scale-out off-chip network connecting multiple accelerators [61]. 


4.1 COMMUNICATION PHASES 


Communication within DNN accelerators involves the following two phases. 


e Distribution. Distribution is communication from the global buffer to PEs, which delivers 
weights and input activation values to be used in each PE. Distribution may involve multi- 
ple unicasts, or a mix of unicasts and multicasts, depending on the dataflow approach and 
exposed spatial reuse opportunities. We define multicast factor as the number of delivered 
data (including duplicates) to each PE divided by the number of global buffer accesses. A 
multicast factor greater than one implies effective read bandwidth amplification from the 
global buffer. Multicasts may be implemented via an explicit fanout network (e.g., bus or 
tree) or via a store-and-forward mechanism. 


e Collection. Collection is communication from PEs to the global buffer to deliver final out- 
put activations produced within the PE array. Collection requires multiple unicasts from 
one or more PEs (depending on how many unique outputs the array generates based on the 
mapping strategy) to the global buffer. Depending on the accelerator’s dataflow, collection 
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may include a reduction step for accumulating partial sums. In some dataflow/mappings, 
reduction is purely temporal within a PE. In others, it is done spatially through a linear 
reduce-and-forward mechanism or via reduction trees, or a hybrid of the two. If the map- 
ping requires spatial reduction, but there is no spatial reduction support within the commu- 
nication network, then partial sums from different PEs would need to be sent to the global 
buffer and then re-distributed to a PE for accumulation. Reduction of partial sums within 
the array (temporal or spatial or hybrid) leads to an effective decrease in write-bandwidth at 
the global buffer. From this point of view, spatial reduction in collection can be seen as di- 
rectly analogous to multicast in distribution, with the major difference that the many-to-one 
communication tree also transforms (i.e., reduces) the data passing through. 


4.2 TRADITIONAL NETWORKS-ON-CHIP 


NoCs is the term used to describe the interconnection topology, routing, flow-control, and mi- 
croarchitecture employed when connecting multiple on-chip PEs and memory banks together. 
‘This section provides a brief primer on traditional NoC architectures. We refer the readers to the 
Synthesis Lectures on On-Chip Networks for more details [62]. In the DNN accelerator context, 
we use the term “node” to refer to either a PE or a SRAM bank. 


4.2.1 TOPOLOGY 
There are two classes of NoCs: application-specific and general-purpose. Application-specific NoC 


topologies are designed in accordance with apriori knowledge of the application’s communica- 
tion graph [63] and are common in MPSoCs in the embedded domain. This is shown in Fig- 
ure 4.1a. The bandwidth on different links can also be tuned independently to meet the expected 
traffic flow from each node. It is certainly possible to design a NoC topology that mirrors the 
connectivity of a specific DNN by mapping each neuron on a PE; however, this is infeasible for 
the following reasons. First, the number of neurons in modern DNNs are much larger than the 
number of PEs that can fit on-chip, thus requiring multiplexing of multiple layers with differ- 
ent connectivities over the same physical PEs and wires. Second, most DNN accelerators are 
designed to run more than one DNN, which again necessitates multiple possible DNN con- 
nectivities mapped over the physical wires. NoC topologies within DNNs thus need to be more 
general. 

General-purpose NoCs are used extensively in many-core processors today. They employ 
regular topologies, with fixed link-widths. We describe the most common topologies next. They 
are illustrated in Figure 4.1b. 

e Bus: A bus is the simplest NoC implementation where all nodes tap onto a shared wire. Only 


one node is allowed to send at a time, and all other nodes snoop. ‘Thus, buses are excellent 
for implementing broadcasts and multicasts (i.e., spatial reuse during distribution). The key 
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Figure 4.1: Traditional NoCs used in ASICs and many-core chips today. 


limitation of buses, however, is bandwidth, since there can only be one transmission at a 
time. 


e Crossbar: A crossbar is a collection of tiny switches connected like a matrix. The rows are 
connected to the source nodes, and the columns are connected to the destinations. Cross- 
bars allow non-blocking communication between any source-destination pair each cycle, as 
long as there is only one request for each destination. Crossbars are extremely valuable for 
throughput, but are not scalable due to area and power concerns. 


e k-ary 1-Mesh: A k-ary 1-Mesh is a linear arrangement of k nodes with point-to-point 
wires (uni-directional or bi-directional) between neighbors. The effective bandwidth of such 
a topology is higher since every node can signal its neighbor every cycle. The latency to 
communicate from one end to the other, however, scales linearly with the number of nodes. 
If the last node loops back on the first one, then the topology is called a ring. 

o k-ary2-Mesh: A k-ary 2-Mesh is a 2D grid, where each node has links to its four neighbors. 
The latency of a mesh goes up as a square-root of the number of nodes, and the bandwidth 
is typically limited by the bisection links. 


The topologies described above are used in multi-core processors today. Naturally, they 
have also found their way into multi-PE DNN accelerators. For instance, Eyeriss [64] and 
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DNNWeaver [46] use buses, DianNao [65], and ShiDianNao [24] use meshes, SIMBA [61] 


uses a hierarchical mesh, and TrueNorth [66] uses crossbars and meshes in a hierarchical man- 
ner. Note that many more topologies exist in modern systems—trading off latency, bandwidth, 
and area—which are beyond the scope of this book; we refer interested readers to books on 
interconnection networks [62, 67]. 


4.2.2 ROUTING 


Routing refers to the specific series of links on the topology that a message traverses to get from 
its source to its destination. For NoC topologies like Meshes, path diversity between source and 
destination nodes offers opportunities for choosing one among multiple possible routes to en- 
hance throughput. However, to avoid routing deadlocks [62] (i.e., cyclic dependencies between 
network packets sitting in buffers) and to provide point-to-point ordering, most commercial 
NoCs use deterministic routing—i.e., a fixed route. The most common routing strategy is XY 
routing. Discussion on more exotic routing algorithms can be found in books on interconnec- 
tion networks [62, 67]. 


4.2.3 FLOW CONTROL 


Flow control in NoCs [62] refers to schemes for buffer/link allocation granularity and buffer 
management. 


Buffer and Link Allocation Granularity 

In NoCs within CPUs, cache-lines (~64B) are moved around which are much wider than on- 
chip link widths. Data packets are thus broken down into smaller units called flits (to match the 
link width). Buffers at each hop can be allocated at the granularity of packets (e.g., store-and- 
forward and virtual cut-through) or flits (e.g., wormhole). In the context of DNN accelerators, 
given small operand sizes (8-32 bits), flits are not needed and we assume a store-and-forward 
style buffer allocation scheme. Detailed discussions of various buffer and link allocation tech- 
niques is beyond the scope of this book. 


Buffer Management and Control 

Traditional general-purpose NoCs connect cores and caches which can have variable delays 
depending on the application and data availability. Thus, they rely on back-pressure between the 
buffers at connected routers to stall individual packets. Back-pressure is implemented either via 
ON-OFF/Ready-Valid type signaling between producer and consumer buffers, or via credits. 
In (On/Off) or (Rdy/V1d) signaling, the consumer holds an ON or Rdy signal whenever it is 
ready to receive data and turns it off when its buffer becomes full. One challenge is that the 
depth of the buffers needs to be conservatively sized to account for the delay in transmitting 
the oft-signal—especially if the NoC routers are physically very distant on-chip. In credit flow 
control, consumers convey the total number of buffers available to the producer before the start 
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of the traffic flow. Whenever the producer sends a data element, it decrements the credit. After 
the consumer has finished computing on the data element (or forwarded it further), it sends a 
credit back to the producer (signaling that the buffer is now free) and the consumer increments 
the credit. Most DNN accelerators employ one of the flow-control techniques between the L1 
buffers and L2 buffers. As discussed previously in subsection 3.2.3, DNN accelerators often 
perform bulk transfers via credit-based flow-control, paired with a Rdy/V1d microprotocol for 
on/off flow control when consuming the values staged in a buffer. 


4.2.4 ROUTER MICROARCHITECTURE 


Traditional NoCs routers are multi-ported with input buffers at every port and a crossbar switch. 
‘The input buffers are often divided into Virtual Channels (VCs) for various message classes, 
depending on the coherence protocol. One of the ports connects to the processing core. The 
router’s control path houses a routing unit, and arbitration logic to choose between contending 
packets for the same output port. 

In most DNN accelerators, the router microarchitecture is embedded within the PE itself. 
PEs employ either partitioned or shared buffers for inputs, weights, and partial sums/outputs, 
and this is analogous to VCs. The router logic itself is also much leaner. The fixed communica- 
tion patterns removes the requirement of having complex arbiters—instead PEs simply need to 
forward data to their neighbors or to the links connecting to the global buffer. A 5 x 5 crossbar 
switch like a mesh router is also not needed, and a simple mux to forward data is sufficient. 


4.2.5 CHALLENGES WITH TRADITIONAL NOCS 


A key challenge with the NoC implementations discussed above is that they are optimized for 
all-to-all communication—e.g., for cache-coherent multi-processors that deliberately spread 
data out across different home nodes. These systems are optimized to maximize average-case 
performance for unknown workloads with arbitrary datasets, in direct contrast to DNN accel- 
erators with statically known neural network layers. Even in an accelerator that switches among 
several dataflows, NoCs that are provisioned for uniformity can result in simultaneous under- 
utilization of certain links, and over-saturation of others. 

Performance Implication. We implemented and ran the Eyeriss Row-Stationary 
dataflow traffic through a 8 x 8 Mesh NoC through all the convolutional layers of VGG16 [3]. 
Data distribution and collection was performed through a SRAM port connected to the bottom 
left of the mesh. Figure 4.2 plots the average link utilization. We can observe that most of the 
mesh links are underutilized. Additionally, there is a large delta of 73% between the highest and 
lowest utilized link. Both these observations indicate that there is an opportunity for specialized 
topologies to more properly distribute hardware resources to the bandwidth hotspots. 

Area and Power Overhead. The other challenge with traditional NoCs is that they are 
extremely area and power inefficient compared to the tiny PEs inside DNN accelerators. For 
instance, a crossbar and Mesh NoC provide high and fair bandwidth, respectively, but require 


66 4. NETWORKS-ON-CHIP 
Link Utilization (%) 
> 10% 





8% 


6% 


4% 








Injection/Gather Point 


Figure 4.2: Link utilization of 8 x 8 mesh links when it runs 8 x 8 row-stationary [20] dataflow. 


497x and 80x more area, while consuming 9x and 35x more power, respectively, than a PE 
array with 256 Eyeriss [20] PEs as prior analysis has quantified [68]. Buses consume less area and 
power than the PE array (and are the reason why they have been popular inside accelerators) but 
lack bandwidth flexibility, requiring them to be carefully tailored at design-time for the dataflow 
supported by the accelerator. 


4.3 SPECIALIZED NOCS FOR DNN ACCELERATORS 


Stylized dataflows and communication phases within DNN accelerators leads to a key insight: 
efficiently supporting the communication for DNNs within accelerators does not require the same level 
of generality found in traditional on-chip network routers and topologies seen in many-cores today. 
Most of the communication is from the L2 buffer to the PEs to distribute the DNN model 
and its inputs, and the final outputs need to be communicated back. For a given dataflow, the 
data movement patterns are deterministic, providing an opportunity to optimize for both per- 
formance and energy efficiency by employing specialized NoCs for each communication phase, 
instead of plugging in a conventional many-core NoC. We discuss design considerations for 
specialized NoCs in this section. 
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Figure 4.3: NoC implementations for distribution and collection. 


4.3.1 TOPOLOGY 


Distribution Network 

The distribution NoC needs to support two key features: high bandwidth (for performance) to 
reduce stalls at the PEs waiting for data, and multicast support (to support spatial reuse). The 
amount of bandwidth and degree of multicasting will depend on the ordering/tiling strategy 
and parallelism approach respectively within the dataflow. The width of the distribution network 
links is typically 8-16 bit depending on the input and weight precision. 

We describe four classes of solutions for distribution that are used today, shown in Fig- 
ure 4.3, taking reference from prior accelerator proposals. 

Bus. Distribution can be achieved by adding buses to connect the PEs together. For in- 
stance, the Eyeriss array uses a hierarchical approach where the PEs along a row are connected 
by a horizontal (“X Bus”) and all X buses tap into a vertical (“Y Bus”) that is driven by the global 
buffer. Data distribution delay depends only on the wire delay to drive the buses, rather than 
the number of PEs in each row/column. For example, in Eyeriss, the entire distribution takes 
one-cycle. In a bus-based NoC, operands are inherently broadcast along the entire bus; each 
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PE snoops and either reads the operand or ignores it, based on the destination ID. Eyeriss adds 
snoop filters at the entry point of each X-bus to only send the operand if at least one of the 
PEs on that row is a destination. The bus-based design also decouples the SRAM bandwidth 
from the physical dimensions of the array. For example, in the Google TPU [25], the number 
of SRAM banks needed equals the number of rows, while in Eyeriss, it can be independent. 
Throughput can be enhanced by adding multiple buses. Eyeriss uses four buses for inputs, and 
one for weights. 

Store-and-Forward. Another simple distribution network is to add direct point to point 
links from SRAM banks to the PEs on the edges of a 2D array, and connect the PEs internally as 
a grid. This is what the Google TPU [25] uses. Data distribution occurs along a row and/or along 
a column, depending on the dataflow strategy, in a hop-by-hop manner. Data distribution delay 
along a row/column is directly proportional to the number of PEs in the row or column (i.e., 
O(N) if there are N PEs per row or column). However, this delay is pipelined. Both unicast and 
multicast can be implemented in this network by either forwarding, or storing and forwarding 
respectively. For instance, in Google’s TPU, weights are unicast along the column and kept 
stationary. Inputs are then multicast horizontally per row. 

Fat-Tree. Since distribution occurs from the global buffer to the PEs, a binary-tree can 
also be used for distribution, with the global buffer at the root and the PEs at the leaves. A binary 
tree can support arbitrary unicast, multicast, and full broadcast by setting switches appropriately 
at each level, thereby providing high flexibility for mapping different dataflows. Higher band- 
width can be achieved by employing a fat-tree. In theory, distribution of each unique operand 
(unicast,multicast, or broadcast) through a tree with N leaves takes O(logN) cycles. However, 
if the data distribution path is preset (based on the dataflow), the intermediate switches do not 
have to latch the values and the number of cycles to traverse the tree can be set by the wire 
delay [68], rather than the number of levels. 

Custom Micro-Switches. Instead of using traditional NoC topologies, one approach for 
distribution has been to build custom topologies using simpler grids of tiny switches [58, 68, 69]. 
We call these micro-switches, to distinguish them from switches/routers used in traditional 
NoCs. The microswitches are built using a few muxes, and do not require expensive buffers 
and arbitration logic like conventional routers. For instance, Eyeriss v2 [69] uses a Hierar- 
chical 2D Mesh of such switches for data distribution across multipler clusters of PEs. There 
is an all-to-all network within each cluster. The data distribution occurs in a hybrid manner 
with hop by hop unicast/multicast/brodcast over the Mesh, followed by a single-cycle uni- 
cast/multicast/broadcast to any PE within the cluster. A fat-tree based topology build using 
micro-switches is used within the MAERI [58] accelerator, with two optimizations over a con- 
ventional fat-tree. First, the bandwidth at the upper levels of the tree can either be 2x (like a 
fat-tree) or the same as that at the lower levels. This essentially allows the root bandwidth to be 
set independent of the number of leaves. It is called a “Chubby Tree.” Second, MAERT’ chubby 
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Figure 4.4: Distribution and collection networks in MAERI [58]. 


tree also adds store-and-forward links at the leaves. MAERI’s distribution network is shown in 
Figure 4.4a-c. 


Collection Network 

The collection NoC needs to support two key features: high bandwidth (for performance) to 
deliver all outputs to the global buffer without stalls, and reduction support (to support spatial 
reuse). The amount of bandwidth and degree of reduction will depend on the ordering/tiling 
strategy and parallelism approach respectively within the dataflow. The width of the collection 
network links is typically the same as, or wider than the distribution network, since it holds 
accumulated values that may need higher precision. 

We describe four classes of solutions for collection used today, shown in Figure 4.3, taking 
reference from various accelerator proposals. 

Temporal using RMW Buffer. The simplest reduction approach is temporal in-place re- 
duction via an output stationary dataflow. Reduction time is O(N) for a N-sized dot-product. 
This approach does not require the support for spatial reduction, and the collection network 
simply needs to read all the outputs out from each PE and deliver to the global buffer, which 
can be done via any NoC topology (e.g., a collection bus in ShiDianNao [24)). 

Reduce-and-Forward. Spatial reduction of partial sums can be performed via a linear 
reduce-and-forward approach. Reduction time is O(N) for a N-sized dot-product. This ap- 
proach is used by the Google TPU and Eyeriss for reduction across each column. The outputs 
from each column can be collected by the global buffer (if complete) or sent to RMW buffers 
for further temporal accumulation [25]. 
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Reduction Tree. Spatial reduction of partial sums can also be performed by connect- 
ing the adders via a tree. Tree-based reduction is employed in Microsoft’s Brainwave [70] and 
NVIDIA’ NVDLA [26], and requires O(logN) time for a N-sized dot-product. 

Custom Micro-Switches. Custom topologies for the collection network can also be con- 
nected via micro-switches, similar to distribution. For example, MAERI [58] uses a novel reduc- 
tion tree topology called Augmented Reduction Tree (ART) that adds forwarding links between 
sibling adders that do not share a parent. These links are used to forward partial sums to different 
branches of the adder tree to allow reductions that are non powers of two in size. The root of 
the tree generates outputs that need to be written back to the global buffer. Multiple outputs 
can be collected together via fat-links. MAERI’s collection network is shown in Figure 4.4d-f. 
Similarly, the Eyeriss v2 hierarchical mesh enables collection of outputs from individual groups 
and forward them to the global buffer. 


Topology Selection and Channel Width 

An accelerator designer can choose any pair of distribution and collection topologies described 
above for their accelerator, as long as it can meet the connectivity requirements from the expected 
mapping strategies. It is also possible to share the same network links for both input and weight 
distribution as virtual channels, or employ separate physical networks for each datatype, de- 
pending on the bandwidth requirement. In inference accelerators, typically the input and weight 
operands are 8—-16b. The distribution links are sized to be the same width as the operands. This is 
unlike NoCs for multicores where 64B cache lines often need to be divided across multiple flits 
and transmitted over narrow links. Most DNN accelerators use a separate collection NoC, but 
it is certainly possible to share the same links for both distribution and collection. For example, 
the vertical links in a TPU are used for weight distribution, and for partial-sum reduction. One 
caveat, however, is that the outputs have higher precision than inputs or weights, and so the 
collection links need to be wider. 


Flexible Aspect Ratios 
Depending on the physical NoC topology employed for distribution and collection, it can be 
morphed into different logical topologies to provide flexibility during mapping. For example, 
consider a 4 x 4 PE array shown in Figure 4.5a. Suppose the PEs are connected via a rigid 
store-and-forward network for distribution (Figure 4.3b) and a reduce-and-forward network 
for collection (Figure 4.3f). For simplicity, we consider a GEMM mapping over this array. 
Figure 4.5b demonstrates how a mismatch in dimensions between the matrices and the 
physical array leads to under-utilization of the compute elements, and requires two passes to 
finish the computation. This inefficiency arises due to two reasons. First, the store-and-forward 
distribution NoC multicasts each row of the blue matrix across one row of the physical array. Sec- 
ond, the reduce-and-forward NoC reduces all partial sums across the column into one output. 
In contrast, as shown in Figure 4.5c, leveraging a flexible distribution NoC that can multicast 
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Figure 4.5: Distribution and collection NoC support for enabling flexible aspect ratios. 


the same data across multiple rows of the physical array (say a bus, fat-tree, or one built using 
custom micro-switches) and a flexible collection NoC (using a custom topology) that allows 
tapping outputs from PEs at the middle of the array can help morph the physical 4 x 4 array 
into a logical 2 x 8 array. This enhances utilization and finishes the computation within one 
pass. 

Figure 4.5d, e demonstrates a similar case for a fixed 4 x 4 array morphing into a5 x 3 
array, but requires even more flexibility from the distribution and collection NoCs to support 
the required traffic flow. 


4.3.2 ROUTING 


The NoC topologies employed within DNN accelerators naturally lead to a deterministic routing 
approach, both during distribution and collection. 


4.3.3 FLOW CONTROL 


Latency-Insensitive and Latency Sensitive Control 
Recall from subsection 4.2.3 that stalls within the NoC are implemented via backpressure sig- 
nals. This is known as latency-insensitive paradigm. ‘This is the norm in multi-core NoCs. It 
is also the buffer control mechanism in many DNN accelerators like Eyeriss [20]. To put it 
simply, latency-insensitive accelerator implementations allow each PE to stall independently, 
which might occur either due to some PEs taking longer than others to produce data, or the 
NoC not having sufficient bandwidth to keep all PEs active. 

On the other hand, the static knowledge of the communication flow once the mapping is 
determined can also allow DNN accelerators to operate in a latency-sensitive paradigm. ‘This is 
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leveraged in the Google TPU [25], which we discuss later in Chapter 5, and is called a Systolic 
Array. Systolic arrays operate by forwarding operands every cycle between the PEs, without 
waiting for flow-control signals. Each PE is guaranteed to compute a partial sum within a cycle, 
and there is no dynamism within the PE. To implement such stall-free accelerator arrays, both 
the distribution and collection NoCs need to have sufficient bandwidth for the dataflow strategy. 
In systolic arrays, if the global buffer needs to stall for DRAM, then the entire accelerator array 
stalls. 

A key implication of the flow-control mechanism is centralized vs. distributed nature for 
the accelerator control. Latency-insensitive accelerator implementations allow fully distributed 
control, while latency-sensitive accelerators need a central controller to reserve buffers at the end 
points, and orchestrate the communication. 


Link Reservation Flexibility 

As we discuss later in Section 4.4, the dataflow determines the bandwidth and degree of spatial 
multicast/reduction within a DNN accelerator. This in turn introduces the question of the gran- 
ularity at which the NoC resources (links and latches) can be reserved. We classify the reservation 
choices into three categories: Dedicated, Shared+Configurable, and Shared+Arbitrated. 

Dedicated is the mode of operation where the traffic-flow over each NoC link is deter- 
mined at design-time and cannot be changed during the operation. For example, the weight 
stationary dataflow approach over the TPU is an example of such a reservation, since there is a 
one-to-one correspondence between which SRAM bank feeds which distribution link. 

Shared + Configured is the mode of operation where the dataflow (i.e., the loop order 
and/or partitioning approach) can be changed at compile/map-time and the NoC is configured 
accordingly to handle different traffic flows. This is used by Eyeriss and MAERI. For instance, 
in Eyeriss, the effective aspect ratio of the array can be configured when mapping the DNN (as 
shown in Figure 4.5) by updating the snoop filter configuration within the NoC. In MAERI, 
the size of virtual neurons (group of PEs computing a dot-product) can be configured depending 
on the DNN model and partitioning strategy. 

Shared + Arbitrated is the mode of operation where the dataflow can be changed at a fine- 
granularity at runtime, requiring a fully arbitrated NoC. ‘This is typically not common in DNN 
accelerators, as described so far. However, this approach might make sense if the accelerator 
supports activation sparsity, and the data delivery approach and corresponding traffic directly 
depends on the value of the input. 

The right level of flexibility within a DNN accelerator’s NoC and the corresponding 
approach for reserving the links at design/compile/runtime is an open area of research cur- 


rently [68, 69]. 
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4.4 LEVERAGING REUSE VIA THE NOC 


As we have discussed in previous chapters, memory accesses (reads and writes) are one of the 
major energy consuming operations in DNN accelerators. Exploiting data reuse is crucial for 
obtaining high energy efficiency without compromising performance. Recall from Chapter 2 
that algorithmic reuse gets exposed based on the dataflow strategy being employed. The amount 
of temporal reuse and spatial reuse that the accelerator can exploit depends on the dataflow 
strategy. This in turn has a direct implication on the traffic flow within the NoC of the accelerator. 
We discuss this connection next. 


4.4.1 IMPLICATIONS OF TEMPORAL REUSE 


As discussed in Chapter 2, temporal reuse refers to opportunities for reusing operands within a 
buffer. To exploit temporal reuse, accelerators often employ a memory hierarchy that consists of 
a shared global buffer, which we refer to as L2 or global buffer, and private buffers for each PE, 
which we refer to as L1 or local buffer, as Chapter 3 discussed. 

Temporal Reuse during Inputs and Weights Distribution. Temporal reuse of operands 
within a PE determines the bandwidth requirements of the network from the global buffer dur- 
ing distribution, since new operands need to be fetched once the PE finishes reusing the ones 
buffered within the PE. High temporal reuse can, in principle, reduce the bandwidth require- 
ment. However, since there may be hundreds of PEs in the accelerator, the aggregate bandwidth 
requirements can remain quite high. For example, suppose each PE reuses a hypothetical L1 tile 
for 420 cycles and needs 21 new 16-bit operands for every new tile. This makes the bandwidth 
requirement from the PE (21/420) x 16 = 0.8 bits per cycle. In a 100 PE system, however, this 
translates to 80b reads from the L1 buffer every cycle. Any congestion in the network could 
easily make data delivery the rate-limiting step. 

Temporal Reuse during Output Collection. During collection, there can be two forms 
of communication: between PEs (for local partial sum accumulation) and from PEs to the global 
buffer (for reduction of multiple partial sums). The bandwidth requirement of the collection 
network thus depends on the number of outputs that need to be written zo the global buffer. 
A pure output stationary dataflow, that relies on temporal reuse via a read-modify-write buffer 
within each PE for in-place reduction, can eliminate inter-PE reduction completely, eliminating 
the need to provision for any inter-PE bandwidth within the collection NoC. However, in such 
a case, the bandwidth requirement at the write ports of the L2 during the collection phase could 
be very high as each PE generates a unique output. Moreover, a pure output stationary dataflow 
will also need a unique weight and input every cycle, increasing the bandwidth requirement of 
the distribution NoC. In contrast, if spatial reuse is leveraged for reducing the outputs, as we 
talk about next, the bandwidth requirements during distribution and collection may go down. 


74 4. NETWORKS-ON-CHIP 
4.4.2 IMPLICATIONS OF SPATIAL REUSE 


As discussed in Chapter 2, spatial reuse refers to opportunities for reusing operands across the 
PEs. Spatial reuse fundamentally requires devoting bandwidth resources to support it, otherwise 
such a mapping strategy becomes invalid. 

Spatial Reuse during Input and Weight Distribution. Spatial reuse of input operands 
(i.e., activations and/or weights) results in one-to-many traffic (multicast) from the shared L2 
buffer to the PEs. It can be exploited via explicit support for multicast (or broadcast) via the 
NoC, enabling delivery of the operands read from the global buffer to multiple or all the PEs. 
This dramatically reduces the number of operand fetches from the global buffer. Distributing the 
operands spatially over wires, rather than temporally reading them over and over again from a 
large global SRAM buffer can often lead to reduced energy consumption (though this depends 
on the size of the buffer vs. the length of the interconnects). In addition, multicasts can also 
enhance performance, since data delivery time can be reduced by a factor of N (where N is the 
number of PEs that required the same operand). Multicast is thus a critical bandwidth reduction 
component, as it amortizes the network delivery, the L2 address calculation, and the L2 access 
energy. Multicast support can be implemented in the NoC as a store-and-forward over the PEs 
(e.g., Google TPU [25]), or via explicit fanout topologies such as trees (e.g., MAERI [58]), as 
discussed earlier in Section 4.3. 

Spatial Reuse during Output Collection. Another spatial reuse opportunity, namely 
many-to-one or reduction, occurs during partial sum accumulation. Partial sums are individual 
multiplication results of weight and input activation as described in Figure 1.5, and they need to 
be accumulated to generate an output activation value. Unless an output stationary dataflow is 
employed, partial sums for the same output are generated by different PEs. One approach that 
SIMD lanes in GPUs employ, is to send all the partial sums to the global buffer and have a sepa- 
rate accumulation phase. Instead, NoCs in DNN accelerators reduce the partial sums via explicit 
support such as a linear forwarding and addition through the PEs (e.g., Google TPU [25]), or 
a spatial adder tree (e.g., NVDLA [26] and MAERI [58]), as discussed earlier in Section 4.3. 
Providing such special connectivity between the PEs can save buffer writes, and, in case of an 
adder tree, reduce the reduction time from O(N) to O(log2N). 


45 TYING IT TOGETHER: FROM DATAFLOW TO 
TRAFFIC FLOW 


We go through a detailed walkthrough example tying in the concepts discussed in this chapter. 
Figure 4.6a, b show two example mappings of CONV1D operation introduced in Section 2.2 
on a three-PE accelerator, and the corresponding traffic flows for each mapping. We can observe 
that traffic flows from both mappings consist of the distribution and collection communication 
phases we discussed in Section 4.1. However, the fine-grained data movement schedule within 
each phase and amount of data movement differs based on the mapping. 
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Figure 4.6: An example mapping of CONV1D operation on a three-PE accelerator and corre- 
sponding traffic flow within tile 0 of each mapping. 
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In Figure 4.6a, a weight-stationary style mapping is used. The filter weights are distributed 
via unicasts at the beginning and remain stationary. ‘The sliding window behavior of convolu- 
tions shows up as a spatial reuse opportunity in this mapping and can be leveraged via multicast 
of the input activations (except those at the boundaries). This can be implemented via store-and- 
forward between the PEs, or a fanout from the global buffer (as Figure 4.6a shows), discussed 
earlier in Section 4.3. Partial sums generated by the individual PEs are reduced spatially, which 
can be implemented via a reduce-and-forward (as Figure 4.6a shows) or an adder-tree, as dis- 
cussed in Section 4.3. The final outputs are collected from PE3 cycle-by-cycle. The global buffer 
thus needs a write bandwidth of one element per cycle, as is visible Cycle 4 onward in the ex- 
ample. 

In Figure 4.6b, an output-stationary style mapping is used. There is spatial reuse opportu- 
nity for both inputs and weights during distribution across the PEs. The weights are distributed 
via a broadcast to all PEs, while the input activations are multicast from the global buffer. There 
is no spatial reuse during collection in this mapping, unlike the previous example. Each PE 
performs a temporal reduction and generates a unique output. The outputs from all PEs are 
collected at the end of the computation phase. The write bandwidth requirement into the global 
buffer is higher (equal to the number of PEs) and bursty in this mapping, compared to the 
previous mapping. 


4.6 SUMMARY 


In this chapter, we discussed the design approach for moving operands and outputs on-the chip 
between the memory and processing elements using on-chip networks. In particular, we iden- 
tified the relationship between dataflow and communication, and opportunities for optimizing 
the data distribution and collection on-chip networks. By combining together datapaths, buffers, 
distribution, and collection networks we now can create complete neural network accelerators. 
‘The specific arrangement of these pieces depends on the desired dataflow and mapping, as we 
discuss in the next chapter. 
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CHAPTER 3 


Putting it Together: 
Architecting a DNN 


Accelerator 


In the previous chapters we have discussed the various crucial parts of building a neural network 
accelerator one by one. In this chapter we zoom out and conceptualize how all the pieces bind 
together and work as a synergistic system optimized for various design goals. 

Accelerators, as the name suggests, are primarily designed for performance. In the case of 
DNN acceleration, as we have discussed so far, performance is extracted by exploiting the par- 
allelism offered by the algorithm. Naturally, therefore, DNN accelerators consist of a collection 
of MAC units which run in parallel. Increasing the performance of the accelerator translates to 
having more and more of these MAC units in the design. Managing a large parallel design how- 
ever is not trivial. As we discussed in the previous chapters, ensuring that all the MAC units are 
fed with useful compute requires careful design of the memory and interconnect system. More- 
over, eliminating wasteful data fetches via reuse to extract efficiency from a system depends on 
the dataflow and mapping. 

In the following sections we first discuss the flow employed while designing a DNN ac- 
celerator. We also discuss high-level design decisions one needs to make when architecting for 
specific use cases. In the end we conclude the chapter by performing case studies of a few well 
known accelerators. We reason about the implementation choices made in these proposals and 
ponder about the implications in term of performance and efficiency. 


5.1 DESIGN FLOW 


We break down the design-flow for a DNN accelerator design into several steps, as highlighted 
in Figure 5.1. We discuss these below. 


5.1.1 TARGET SPECS AND CONSTRAINTS 


When building a custom accelerator, there are two categories of specs which dictate the design 
choices—workload and performance—which need to be satisfied within a set of constraints. 


Table 5.1 lists some examples for performance specs and design constraints, at the time of writing 
this book. 
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Figure 5.1: DNN accelerator design flow. 


Table 5.1: Estimates of technical specifications and constraints for accelerators suited for various 
classes of use cases 


Specs and IoT C1 Data-center | Data-center 
Constraints 2 as Class I Class II 


Operations Inference Inference Inference Training 
Peak throughput 100 GOps 1-10 TOps | ~100TOps | ~100 TFlops 








Target inf. latency 10 ms 15 ms 100-250 ms | 100-250 ms 
Power <=1W 1-10 W 100 W 300 W 
Area <10 mm? 1-10 mm? ~100 mm? ~100 mm? 
Memory BW None DRAM HBM HBM 


























Workload Specs 

Depending on the deployment use case, the design of the accelerator can be optimized to run 
only one specific DNN (e.g., an accelerator within a drone running YoloTiny [7] for object 
detection and tracking), a handful of specific DNNs (e.g., an accelerator on a AR/VR device [71] 
running Resnet for image classification and UNet for image segmentation), a specific class of 
DNNs (e.g., an accelerator on a mobile phone running various vision algorithms using dense 
CNN s5), or be as general as possible for current and emerging DNNs (e.g., an accelerator in the 
datacenter running myriad vision, speech, language and recommendation DNNs). 

The workload specs determine the following: (i) primitive compute approach— 
convolutions vs. matrix-matrix multiplication vs. vector-matrix multiplications within the ac- 
celerator; (ii) precision of the compute units (depending on the accuracy of the trained DNNs 
this accelerator is expected to run); (iii) which layers to support efficiently; and (iv) special func- 
tional units. 

For instance, suppose we wish to design an IoT class accelerator that only runs YoloTiny. 
We can go with a convolution compute model with 8-bit fixed point MAC units. Alternately, 
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if we wish to design a datacenter class accelerator that runs both inference and training, we may 
have to go with the GEMM compute model with floating point MAC units (like the Google 
TPU v3). 

A key challenge today in deciding the right workloads to optimize the accelerator for, es- 
pecially for datacenter scale accelerators, is that the workloads of interest are themselves chang- 
ing at a rapid scale and becoming evermore complex. This is because, at a high level, improving 
the accuracy of a neural network generally translates to adding more parameters or weights. 
Therefore, a better performing network requires more computations. For example, proposals in 
language models have hundreds of millions [12] to several billion operands [72] which demand 
an extremely high performance for fast execution. 


Performance Specs 

Depending on the end application that is using the DNN model, the accelerator would typically 
come with performance specs—such as peak throughput or maximum latency. For instance, a 
certain frame rate of inferences for a given image resolution may determine the target through- 
put, or a use-case within real-time systems such as a self-driving cars may dictate the expected 
latency. 

The throughput specs directly determine the number of MAC units we need. The latency 
specs affect the dataflow strategy, and the bandwidth and memory requirement to remove stalls. 

For example, let us consider a target peak throughput of 512 GOPs at 0.5 GHz. This 
translates to 512 x 10° Ops per second at 0.5 x 10° cycles per second translates to 103 Ops per 
cycle or in other words 103 MAC units. For the sake of convenience we can allocate 32 x 32 
(i.e., 1024) MAC units in this accelerator. 

Similar considerations come in for latency specs. Suppose we have an end-to-end latency 
requirement of 10 ms for running a small model (e.g., MobileNet_v2) on a mobile accelerator; 
we need to put 64 MB on-chip SRAM to fit MobileNet_v2’s weights to eliminate memory 
fetches (except at the beginning when loading the model) and focus on efficiently streaming in 
input data from sensors to the accelerator. On the other hand, suppose we are designing a data- 
center accelerator. DNN inferences are only one of the several operations being carried out in a 
single query. In recent years, web applications are composed as a collection of micro services [73]. 
In general, use of micro services introduces extra network traversals and library invocations as 
compared to a monolithic web application. This exacerbates the latency bound for a single oper- 
ation (e.g,. DNN inference) and in demands stricter SLO (service level objective). Furthermore, 
the end-to-end runtime also includes several tasks like data transfer, IO operations, and several 
services, making the inference bound even stricter. 


Design Constraints 
Depending on the deployment use-case (IoT vs. mobile vs. cloud), the accelerator will need 
to be designed with certain constraints in mind—such as (i) area, power, energy budget; (ii) 
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available memory capacity and memory bandwidth; and (iii) system level constraints such as the 
interaction approach with the rest of the system (e.g., separate memory for accelerator vs. shared 
cache with host, decoupled vs. coupled access-execute, and so on). Table 5.1 lists some example 
constraints for modern accelerators. 

The area-power-energy consumed by the accelerator depends on the compute elements 
(number and precision), as well as the data orchestration mechanisms (dataflow, memory hi- 
erarchy, and interconnect). We go over techniques to determine these overheads in Chapter 6. 
‘The art of accelerator design is in achieving the specs while meeting these constraints. ‘Thus, 
the overall efficiency of the accelerator often gets compared via metrics such as TOPS/W or 


TOPS/mm?. 


5.1.2 ARCHITECTURE DESIGN 


Building DNN accelerators translates to a design with a large number of MAC units based on 
the specs. In order to keep all the MAC units busy, several factors are needed to be considered. 
First, the dataflow mechanism should ensure that relevant computation is being mapped to as 
many MAC units as possible at all time. Second, appropriate amounts of memory should be 
allocated at the PEs such that the tile of operands required for running the mapped compu- 
tations are available. Third, all the scheduled compute units should be able to receive required 
operands in their buffers at the right time to perform relevant work. Stalling compute units 
for data undermines the benefit obtained by reduction of compute time while incurring higher 
costs due to wasted power. Fourth, is the cost of scaling. Increasing the computing power gen- 
erally translates to the addition of more hardware, which not only comprises of the MAC units 
themselves, but also the additional control logic, memories, interconnection networks and so 
on. Each added hardware unit translates to area and power consumption, which in turn drive up 
the cost of manufacturing and the cost of operation. We go over these next, following the flow 
shown in Figure 5.1. 


Dataflow 

‘The primary consideration is the dataflow of the accelerator, to ensure that relevant computation 
is being mapped to as many MAC units as possible at all time. Recall that the dataflow depends 
on the tiling strategy, loop order, and parallelization strategy. 

The tiling strategy sets the number of buffering levels. The loop-order determines the 
rate at which different dimensions of each tensor need to be fetched from and written to the 
next level of the buffer hierarchy. The outermost loops within each tiling level determine the 
stationary tensor—the one that is fetched at the slowest rate. For instance, given that weight 
matrices have extremely high memory footprints and offer ample reuse, especially if batching is 
used, employing a weight stationary dataflow is a highly popular choice in both NVDLA and 
TPU [25, 26], as we discuss later in this chapter. The parallelization strategy determines which 
loops get mapped across the spatial dimensions of the accelerator. This is highly workload and 
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layer dependent. For image classification CNNs (e.g., VGG16, ResNet), the network starts with 
high-resolution images with shallow channels, but the number of channels increases as we go 
deeper into the network. Moreover, the number of weight elements also increase and surpass 
the number of input activation elements as we go deeper into the network. This suggests that 
there is a lot of parallelization opportunity across input and output channels. This is exploited 
by NVDLA [26], as we discuss later in this chapter. 

It is possible to design accelerators with a single dataflow [25, 26], or multiple 
dataflows [42, 58]. In the latter case, the buffering and NoC implementations need to be ac- 
cordingly architected to be able to handle all possible dataflow strategies. 


Buffer Sizes 
Given the dataflow, we need to determine the buffer sizes to keep the datapath fully utilized. 
‘These buffer sizes can be determined by reuse-aware cost models that are discussed in Chap- 
ter 6. For instance, a dataflow that keeps the filter row stationary (e.g., Eyeriss) but does not 
have enough buffers within a PE to store the row would be a legal but a highly inefficient im- 
plementation of the dataflow since elements of the row would need to keep getting fetched. For 
the stationary tensor, we can determine the coupled dimensions (discussed earlier in Chapter 2) 
for that tensor and compute the size of the buffer to hold the tiles that will remain stationary. 
Next, given the size of the buffer for the stationary tiles (say weight), the sizes of buffers 
for the other tensors (input and output) would need to be determined to remove/reduce spills 
to the next level of the memory hierarchy. 


Network-on-Chip Bandwidth and Latency 
Given the dataflow (stationary operands and partioning strategy) and the buffer sizes at each 
PE, the amount of data that needs to flow in and out of the array can be computed independently 
for the weights, inputs, and outputs. Spatial reuse opportunities provided by the dataflow can 
help reduce the bandwidth requirement from the L2 buffers since the same data element can be 
multicast within the NoC. Similarly, spatial reduction within the collection NoC can reduce the 
number of unique outputs that need to be written back to the L2 buffer. The dataflow thus helps 
determine the overall bandwidth requirement from the distribution NoC and collection NoC to 
deliver data at a target rate to maintain the overall throughput specs. The amount of temporal 
data reuse at the PEs can help compute the /atency budget for data distribution and collection, 
by overlapping computation and communication. 

‘The overall bandwidth requirement and latency budget can help determine the right NoC 
topologies to use for data distribution and collection. 


Hierarchies and Scalability 
The dataflow, buffer, and NoC analysis needs to be repeated for every level of the tiling hierarchy 
in the accelerator system. Accelerators for IoT and mobile class accelerators with hundreds of 
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PEs typically use only 1-2 levels of the memory hierarchy. However, datacenter scale accelerators 
with thousands of PEs could either be scaled-up using a single level of hierarchy (e.g., each 
128 x 128 array in TPU v3), or scaled-out by connecting multiple arrays together [61, 70, 74- 
76]. Naturally, scaling the compute, memory, and interconnect in the right proportions, while 
meeting the performance specs and design constraints is a non-trivial task. 


5.1.3 MICROARCHITECTURE AND IMPLEMENTATION 


Given the architectural specs discussed above, next the individual components of the accelerator 
need to be implemented. The microarchitectural choices are driven by two factors: the desired 
functionality and the area-power-energy constraints. 

The PE datapath is constructed by determining the number of MAC units within each 
PE, their connectivity (individual SIMD lanes vs. a dot-product), and the precision. Typically, 
the precision of the weights and inputs would be lower (e.g., 8-bit) while the precision of the 
output would be 16-32 bit. 

Next, the buffers can be implemented as simple FIFOs, scratchpads, or via emerging 
paradigms like buffets [32], as discussed in Chapter 3. The choice of the specific microarchitec- 
ture is driven by the dataflow, as it dictates the functionality of the buffers (e.g., FIFO access 
vs. random access). Moreover, the buffers could be private per PE, or shared by a group of PEs, 
depending on how the dataflow is designed. For the same functionality, this choice is further 
determined by the area or power of the underlying circuit implementation, which often depends 
on the size of the buffers needed (e.g., a flip flop is probably the best for a L1 buffer of size 1, 
while larger L2 buffers need SRAM scratchpads). 

Finally, the NoCs can be implemented. As described in Chapter 4, the distribution and 
collection networks may use myriad topologies such as buses, store/reduce-and-forward links, 
or trees. Similar to buffers, the implementation choice depends on both the dataflow (which 
determines desired functionality) and the underlying circuit (which determines area and power 
cost) 

Given the final microarchitecture, the various components are implemented in RTL, and 
sent through an ASIC flow (synthesis, place-and-route) to determine overall area and power. 
If the area-power constraints are not met, the microarchitecural choices can be re-evaluated. If 
alternate microarchitectures do not meet the area/power budget, the designer would have to go 
back one more step and re-architect the accelerator. 


5.14 MAPPING 


Once the final accelerator is taped out, the compile/runtime flow requires mapping the workload 
over the accelerator, as shown in Figure 5.1. A mapper takes the workload specs and the archi- 
tectural specs as an input, tiles the workload, and schedules each tile spatially and temporally, 
honoring the dataflow strategy of the accelerator. The efficiency of the accelerator microarchi- 
tecture and the mapping together determines overall runtime, throughput, energy, and power 
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Table 5.2: CONV2D layers we use in walk-through design examples 


Layer R 
3 





CONYVS 2 | 512 | 512 | 7 “ 3 Optimization Target 
CONV2_2 64 64 56 56 3 3 | Alternative Workload 





consumption when running the desired workload on the accelerator. For accelerators with a fixed 
dataflow, the role of the mapper is to determine optimal tile sizes at each buffering level for the 
given workload, such that the tiles fit across the accelerator’s memory hierarchy. However, if 
the accelerator is more flexible/programmable and supports multiple dataflows, the role of the 
mapper becomes even more crucial as it needs to pick both the right dataflow and the right tile 
sizes for that dataflow. We discuss more details of the mapping step in Chapter 6. 


5.2 EXAMPLE DESIGN WALK THROUGH 


In this section we will put the steps discussed in previous section into work and illustrate the 
design-flow of two example accelerators—one data center class and one mobile class. For these 
examples, we will walk the readers through a simple hand-designed flow. In Chapter 6, we 
will go over mechanisms for automating this flow and searching through the design-space for 
optimal configurations. 


Step 0: Workload Specs. For both accelerators, for simplicity we pick the CONV5_2 of 
ResNet50 [5] as the target workload. After we finish designing an accelerator, we run the de- 
sign on another layer, CONV2_2 of Resnet50, to observe how the performance changes with 
another layer. Table 5.2 describes the layer dimensions of those two layers. 


5.2.1 DATACENTER CLASS EXAMPLE 


For our first example we choose a data center class target. For the sake of simplicity we will try 
to design a Google TPU-like system. The final design is summarized in Figure 5.2. We walk 
through the design-flow next. 


Step 1: Performance Specs. A data center class accelerator needs to allow for high throughput 
as well and low latency. For this reason, such accelerators need to maximize for parallelism by 
employing a large number of MAC units. Let’s assume for our case we need about 32 TOPS @1 
GHz, with each MAC operation being counted as two operations. This therefore translates to 
a system with 16 K MACs (16384 to keep the number a power of 2) similar to the performance 
of Google TPU v2 system at 1 GHz. 


Step 2: Dataflow and Mapping. Given a datacenter class accelerator that needs to run a variety of 
DNN architectures (not just CNNs), we go for GEMM as the computation being accelerated. 
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Class Example Accelerator 


Figure 5.2: Schematic showing (a) the data orchestration in an example data-center class 
accelerator—the mapping in the temporal and spatial dimension are determined by the operand 
matrix dimensions in the GEMM ; for our target layer we get M = 25, N = 512, and K = 3 x 
3 x 512 = 4608; (b) the specifications for designing the example data-center class accelerator (* 
K-N refers to the GEMM dimensions mapped on the spatial dimensions of the array; where K is the 
number of elements in a convolution window and N is the number of filters); and (c) chart depicting 
the overall throughput achieved for the target and alternate layers, with and without batching. 
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Recall from Figure 1.2 in Chapter 1 that FC layers can naturally be represented as GEMMs, 
while converting a convolution toa GEMM was discussed in Section 2.7. Choosing the dataflow 
is a non-trivial exercise which we have discussed in Chapter 2. We go with the dataflow strategy 
employed by the TPU. 

Parallelized Dimensions. We partition the filters spatially across the columns of the ar- 
ray. This is the N dimension of the GEMM operation. The inputs are tiled into convolution 
windows and spatially partitioned across the rows of the array. This is the K dimension of the 
GEMM operation. Figure 5.2a shows this partitioning. Input activations get replicated across 
the convolution windows as the GEMM implementation of CONV2D loses reuse across the 
sliding window. 

Tile Scheduling (Loop Order). Each weight filter is unrolled in the RSC order, and 
fed into the PEs from the columns of the array, as Figure 5.2a shows. We implement a weight 
stationary dataflow by keeping tiles of the N x K (i.e., weight) matrix stationary within the PEs, 
while the convolution windows (M dimension of the GEMM) are streamed in temporally via 
the rows of the array. The loop-order is thus N-K-M or K-N-M. 

Tile Sizing. The tile of data kept stationary depends on the size of the array. In our design, 
the tile size for each weight filter is row (the number of rows of the array, i.e., 128), and the 
tile size of the filters is col (the number of columns, i.e., 128). These row x col weight remain 
stationary. Similarly, input tiles of size row are streamed in to the array to be multiplied with 
the weights in each column; each column produces a partial (or full) output after accumulating 
all the partial sums spatially. 


Step 3: Buffer Allocation. In this step we will determine the sizes of the L1 buffers within the 
PEs and outside the array (L2). 

L1 Scratchpad Buffer. In the datacenter accelerator with 16 K PEs, it makes sense to 
keep each of the PEs as small as possible. This helps with the scalability of the design as it is 
flexible to layout and connect simpler compute units, which is important for building a large 
accelerator. With this design philosophy, we choose a PE design which is capable of doing one 
MAC per cycle and minimum buffering: a one word wide register to store one element of the 
stationary weight operand, a one word wide register to store the streaming input operand, and a 
one word wide register for storing the generated partial sum. It has been shown in the works by 
the machine learning community that for inference workloads, a word size of 8 bit is sufficient 
to operate with without sacrificing reasonable accuracy [77]. Thus, the L1 buffer in each PE 
contributes to 3 bytes of capacity. The whole array therefore has 49 KB (3 x 16384 = 49152 
bytes) of storage. 

L2 Scratchpad Buffer. Deciding the L2 buffer size in our case depends on the dataflow 
employed. 

e Filters. As the filter data remains in the L1 buffers for a substantial amount of time, we need 
a small L2 buffer to stage data for the next swap. In our case that would be 16 KB for weights 
(since 16 K MACs each holds one byte of the weight filter). 
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e Input Activations. For inputs, however, which are streamed in every cycle, we provision 
enough L2 buffering to store the entire input matrix. Moreover, as the layer is executed 
as a GEMM operation, there will be elements of the input which will be replicated across 
rows of the input operand matrix which correspond to the different rows in the GEMM 
matrix, as shown earlier in Figure 2.13. In other words, the size of the input matrix would 
be K x M (i.e., elements per convolution window x pixels per output channel). Thus, taking 
these factors into account, the size of the input matrix for the target layer (CONV_5_5 of 
Resnet-50) comes out to be 115 KB. Datacenter accelerators also often employ batching to 
improve the throughput. However, batching requires extra L2 capacity. We provision for a 
batch size of 100 and thus allocate 115 KB x100 = 11.5 MB for input activations. 


e Outputs. Given the weight stationary mapping of computations in this example, each column 
of the array is responsible for generating one output pixel. We choose the L2 size to hold all 
the output pixels (which becomes the inputs for the next layer). For every pass, the maximum 
number of pixels or partial sums generated therefore is equal to the product of the number 
of pixels per output channel and number of columns of the array. For the target CONV_5_5 
layer in Resnet-50, this is equal to 3.2 KB. When considering batching, we need to provision 
for the batch size worth of outputs generated. As we chose a maximum batch size of 100 
the amount of output L2 allocated is equal to 320 KB. 


This brings the total size of L2 buffer to be 11.8 MB, and to 23.6 MB when considering double 
buffered access. Given that we are designing for a data center class processor, it is wise to over- 
provision the buffer for workloads with various arithmetic intensities and operand sizes. 


Step 4: Network-on-Chip. For the target dataflow, the distribution phase requires the station- 
ary filters to be fed into the array, and each convolution window (fed across the rows) from the 
streaming matrix to be multicast to all the filters. We implement this using a store-and-forward 
network across the columns (for the stationary matrix) and across the rows (for the streaming 
matrix) to keep the wire area-power overhead low for the large design. During the collection 
phase, the partial sums generated by each PE need to be accumulated spatially across the rows 
off each column. The spatial accumulation is implemented via a reduce-and-forward linear net- 
work to keep the wire area~power overhead low for the large design. The bottom PE in each 
column generates the full (or partial) output activation. If the generated outputs are partial (if 
the dimensions of the weight matrix exceed those of the array), further in-place accumulation is 
done at the L2 to generate the full output. 

The distribution and collection can be performed in parallel by carefully staging the data. 
Once all the PEs have their respective stationary weight elements stored, the input elements are 
fed from the left edge, with once cycle skew between subsequent rows, as Figure 5.2a shows. 
At each cycle, each PE would multiply the stored weight element with the incoming input data 
from the left edge and add it with any incoming partial sum coming from the top edge. The 
generated result is passed to the neighboring PE via the bottom edge in the next cycle. The 
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skewed delivery of inputs allows the input operand to the bottom PE to arrive at the same time 
as the accumulated partial sum. In steady state, a reduced full (or partial) output is obtained 
from at the bottom edge of the array at every cycle, without any stalls. Such flow control makes 
this a systolic array, as discussed earlier in subsection 4.3.3. During the streaming phase, the 
distribution and collection can occur in parallel requiring only one output buffer at each PE. 
The accelerator thus supports a distribution and collection bandwidth of 128 GBps. It can also 
be observed that the PE at the bottom right of the array is the one that produces the last output 
and determines the overall runtime of the array [78]. 

Final Design. With the components described above, we arrive at a TPU-like systolic 
array design shown in subsection 5.3.2a. The 16384 MAC PEs are arranged as a 128 x 128 
square array. The stationary weight elements are fed from the top edge of the array, one element 
per column every cycle. The streaming elements are fed from the left edge of the array, one 
element per row every cycle. The final outputs are collected from the bottom edge of the array, 
one element per column per cycle. A summary of the architectural specs and microarchitecture 
of buffers and NoC is shown in Figure 5.2b. 

Performance with Target Layer. We simulate the example accelerator with the target 
layer (i.e., the CONVS5_2 layer described in Table 5.2) using a Systolic Array simulator called 
SCALE-sim [78]. The accelerator takes about 58.6 K cycles to finish the computation, at a map- 
ping utilization of 100%. Accounting for stalls when the stationary matrix needs to be replaced, 
we observe a total throughput of ~1003 MACs/cycle, as shown in as shown in Figure 5.2c. 
Even though the mapping utilization is 100%, the achieved throughput is about 16x lower than 
the achievable peak throughput. This is due to the fact that for the target layer dimensions, the 
data pre-fill and output drain time consume most of the cycles. Specifically, it takes 128 cycles 
to load the stationary matrix into the array completely, but it remains stationary only for 128 
(skew) + 25 (i.e., M) cycles for the target layer, before it needs to be replaced (which we call 
a pass). The number of passes required to compute the full computation is K/128 x N/128 (the 
number of input tiles across the rows and weight tiles across the columns, respectively) which 
equals 4608/128 x 512/128 = 144. 

‘The key reason for this inefficiency comes from the store-and-forward distribution and 
reduce-and-forward collection, which scales linearly in such a large design, and becomes the 
bottleneck at the beginning and end of each pass. To address this, batching can be leveraged in 
the accelerator, to increase the amount of time the weight matrix stays stationary. With batching, 
the majority of cycles are spent in performing MAC operations in steady state, and the time spent 
to fill and drain the array are negligible, which provides a massive boost in achieved throughput 
to ~14 K MACs/cycle as depicted in the second bar in Figure 5.2c where a batch size of 100 is 
used for the target layer. 

Performance with Alternate Layer. To demonstrate the interdependence of the efficient 
hardware architecture design and workload parameters, we estimate the performance on the 


CONV2_2 layer of Resnet50, as depicted in Table 5.2. The runtime for this layer from simu- 
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lation using SCALE-sim [78] is about 16.5 K cycles. It is worth noting that only 45% of the 
MAC units were active due to mapping inefficiencies, leaving more than half the array idle. This 
is due to the fact that the number of filters in the alternate layer is 64 which use only half the 
columns of the array (unlike 512 filters in the target layer). However, an interesting observation 
depicted by comparing the first and third bars in Figure 5.2c is that the achieved throughput 
(without batching) is about 6x more for the alternate layer than the target layer, despite lower 
mapped utilization. This is due to the fact that the temporal M dimension (i.e., the size of each 
output channel), during which time the weights stay stationary, is higher in the alternate layer 
than the target layer. This reduces the percentage of time the array stalls during the fills and 
drains between passes relative to total time. With batching, the throughput goes up to ~8 K 
MACs/cycle, but is still significantly lower than that of the target layer—this is where the effect 
of the mapped under-utilization comes in. All these observations motivate the need for com- 
prehensive design space exploration to make the hardware efficient for as many workloads as 
possible. We will discuss more on this in Chapter 6. 


5.2.2 EDGE DEVICE CLASS EXAMPLE 


As the second example, we target edge devices whose area and energy constraints are more 
stringent than those of data center accelerators. We select MAERI [58] as the target architecture 
for the example. Figure 5.3 summarizes the architecture whose design flow we discuss next. 


Step 1: Performance Specs. Assuming a face recognition workload, we target a processing rate of 
5 frames per second (FPS) of image classification using Resnet50, which requires five inferences 
per second. Based on Eyeriss [20], we set the clock frequency to be 200 MHz. Based on the 
number of operations in Resnet50 (3.6 Billions of MACs), FPS, and the clock frequency, we 
can compute that the number of MAC operations to be performed per cycle is 89.9. Therefore, 
we target the number of PEs to be larger than 90. We finalize the number of PEs when we 
determine mapping to optimize the mapping utilization for the target layer since adding more 
PEs not utilized by the mapping does not contribute to the performance but only increases the 
hardware and energy costs. 


Step 2: Dataflow and Mapping. We select a direct convolution (CONV2D) implementation 
within the accelerator. 

Parallelized Dimensions. We first parallelize filter height (R) and width (S) dimensions 
following the strategy of the target architecture, MAERI [58]. This approach results in vir- 
tual neurons (VN) [58] of size SZyn = R x S = 9; VNs are groups of adjacent PEs that con- 
tribute to distinct output values. The sizes of VNs (i.e., number of PEs per VN) are configurable 
in MAERI, but in our example we fix the VN size for all layers. Within each VN, each PE 
(multiplier switch in MAERI) receives different combination of R and S indices since they are 
parallelized. 
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Figure 5.3: An edge device class accelerator based on MAERI [58] designed for CONV5_2 of 
Resnet50 [5] illustrated in (a). (b) shows the mapping, (c) shows an overview of the design show- 
ing a snapshot of a steady state processing, (d) summarizes the final design, and (e) shows the 
resulting performance of final the design on target and alternative layers we listed in Table 5.2. 
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To further exploit parallelism (and increase utilization), we select an additional paralleliza- 
tion dimension. Since the target layer in Table 5.2 has a large number of channels compared to 
the resolution of activation, we select the output channel dimension (K) for parallelization across 
the VNs. Thus, each VN processes different sets of output channels. 

Tile Sizing. Considering the parallelization of the output channel (K) dimension and the 
VN size, we choose a K tile size that maximizes mapping utilization of the final design. We 
assign eight output channels for each VN to reduce the number of filter fetches from L2 to L1 
scratchpad. Then, the accelerator covers Nyy x 8 (Nyn: the number of virtual neurons) output 
channels for each computation tile on the entire PE array. We set Nyn x 8 to be a positive 
integer number that divides the number of output channels to prevent compute unit mapping 
underutilization in virtual neuron granularity. Also, we target the total number of PEs, Nyy x 
SZun = Noun X 9, to be larger than 90 to target the performance goal. To meet both conditions, 
we select Ny, = 16. Based on the choice of Nyy, we finalize the number of PEs to be Nyn x 
SZyn = 144. 

For dimensions other than parallelized dimensions, we select the minimum L2 tile sizes 
(tile size of 1 for Y’, X’, and C dimension, which translates to the tile size of 3 for Y and X 
dimensions) to minimize the interconnection bandwidth and buffer size requirements. 

Tile Scheduling (Loop Order). We follow the mapping style introduced in MAERI [58]. 
‘The filter height (R) and width (S) dimensions are fully unrolled and mapped in each VN, so 
those dimensions do not require ordering. We first iterate the output column (X°) to exploit the 
convolutional reuse supported by the target architecture. After the output column (X), we iter- 
ate over output row (Y’) to keep filter values stationary. Then, we iterate input channels (C) to 
minimize the buffer size requirements for output activation since the input channel dimension 
is accumulated to compute output activation values. Finally, we iterate the last dimension, out- 
put channel (K), which completes the loop order of K-C-Y’-X’, as shown in Figure 5.3b. The 
resulting dataflow is a weight-stationary dataflow because all the dimensions coupled with filter 
weight (K and C dimensions) are iterated in the two outer-most loops, which means that the 
weight elements are replaced and updated the slowest as compared to the elements of the input 
matrix, generated outputs, and partial sums. 


Step 3: Buffer Allocation. In this step we will determine the sizes of the L1 buffers within the 
PEs and outside the array (L2). 

L1 Scratchpad Buffer. Based on the mapping described in Figure 5.3b, we can observe 
that the tile size of each dimension on L1 buffers in each PE is as follows: (K: 1, C: 1, Y:1, X:1 
R:1, S:1). Based on the tile size information and coupled dimensions for each tensor discussed 
earlier in Figure 2.11e, we can compute the buffer size requirement as follows: 


(1) Filter: TileSzL1(K) x TileSzL1(R) x TileSzL1(S) =8x1x1=8 
(2) Input: TileSzL1(C) x TileSzL1(Y) x TileSzL1(X) =1x1x1=1 
(3) Output: TileSzL1(K) x TileSzL1(Y’) x TileSzL1(X’) =8x1x1=8 
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Considering the double-buffering for latency hiding, we assign 16 buffer slots for filter 
and output, and two buffer slots for input, resulting in 34-byte L1 buffers. Therefore, the total 
size of L1 buffers across all the PEs is 144 x 34 = 4.9 KB. 

L2 Scratchpad Buffer. We apply similar analysis on the L2 buffers as we did for L1 
buffers. However, we assume that we allocate enough buffers for the entire non-stationary ten- 
sor (input activation in this example), to minimize the number of DRAM accesses. Based on 
the mapping, we can observe that the tile size of each dimensions on the L2 buffer is as follows: 
(K:Nyn x LITileSz(K) = 16 x 8 = 128, C: 1, Y: 3, X: 3, R:3, S:3). 


(1) Filter: TileSzL2(K) x TileSzL2(R) x TileSzL2(S) = 128 x 3 x 3 = 1152 
(2) Input: DimSize(C) x DimSize(Y) x DimSize(X) = 512 x 7x 7 = 25,088 
(3) Output: TileSzL2(K) x TileSzL2(Y') x TileSzL2(X’) = 128 x 1x 1 = 128 


Also considering double buffering, the total buffer size requirements is as follows: 1152 x 
2 + 25,088 + 128 x 2 = 27,648, or 27.6 KB. 


Step 4: Network-on-Chip. During steady states (i.e., when we stream inputs on PEs that already 
have stationary filter values), we need to deliver three unique input activation values to the PEs 
from the L2 and collect 16 partial outputs (one from each VN), every cycle. We use a chubby tree 
(described earlier in Section 4.3.1) for distribution from the L2 to the multipliers, and set the 
root (i.e., L2 read) bandwidth to be four words (to keep it a power of two). The same three input 
activations are spatially reused by all VNs via multicast. The other six activation values within 
the convolution window are distributed via store-and-forward within each VN for exploiting 
convolutional reuse (input activation overlap across adjacent sliding windows). For collection, 
we use the ART topology, described earlier in Section 4.3.1, and set its root (i.e., L2 write) 
bandwidth to be 16 words. This translates to 6.4 Gbps and 25.6 Gbps NoC bandwidth based on 
our clock frequency and data precision assumptions. Given this bandwidth, the PEs can operate 
in a stall-free manner during steady state. However, they would need to stall when the stationary 
tiles are being replaced. Each of the PEs (multipliers/adders) employs a latency-insensitive flow- 
control mechanism, as discussed earlier in subsection 4.3.3. This means that the accelerator can 
operate correctly (albeit at lower throughput) even if the required distribution and/or collection 
bandwidth is more than the one provisioned in the NoC (which may be the case for other layers 
mapped on the accelerator). 

Final Design. The final 144-PE MAERI design is shown in Figure 5.3c. It operates as 
follows. First the accelerator is configured with a VN size of 9 (as discussed above). Next, the 
stationary filter tiles are distributed to all the multipliers from the L2. The input activations are 
then streamed through the distribution NoC. In steady state, three new activations are streamed 
to each VN, and the rest of the six are forwarded locally within each VN. In each cycle, all the 
multipliers in each VN produce partial sums, that are then spatially accumulated via the ART. 
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Each of the 16 VNs produce one full (or partial) output that is sent to the L2. A summary of 
the architectural specs and microarchitecture of buffers and NoC is shown in Figure 5.3d. 

Performance with Target Layer. We analyzed the final design using MAESTRO [79]. 
Processing the target layer (i.e., the CONV5_2 layer described in Table 5.2) requires 661.6 K 
cycles, which translates to a latency of 3.1 ms. During steady state, the mapping utilization on 
the target layer is 100% leading to 144 MACs/cycle. However, when a new set of weights are 
fetched in the next tile, 1152 distinct weight values need to be distributed from the global buffer 
to PE array, which leads to 288 cycles of stalls since the communication is not completely hidden 
behind the compute. This leads to an overall effective throughput of 89.2 MACs/cycle in the 
accelerator, as shown in Figure 5.3e, which is sufficient to meet the target performance specs of 
5 fps at 200 MHz. 

Performance with Alternate Layer. A hardware design tuned for one layer may not al- 
ways perform well on other layers. This is evident when we run a different layer, CONV2_2 
layer of Resnet50 [5], whose dimensions are shown in Table 5.2, on the same architecture and 
evaluate the performance using MAESTRO. The new layer has relatively smaller number of 
channels and higher resolution of input activations compared to the optimization target layer 
in Figure 5.3a. Note that although MAERI can adapt to new layers by changing the mapping 
and configuring the VN sizes accordingly, we use the same mapping and VN configuration as the 
ones used for the target layer to isolate the impact of using the same microarchitecture. The re- 
sulting number of cycles is 2.1M, translated into the latency of 10.4 ms. The mapping utilization 
on the new layer decreases to 50% since 8 VNs will cover the entire output channel dimension 
(TileSzL1(K) x 8 = 64 channels) and the other 8 VNs are not utilized. This leads to a severe 
throughput drop, as shown in Figure 5.3e. The throughput is 51.8 MACs/cycle, which is 42.0% 
lower than that of running the original target layer. Such results suggest that each layer prefers 
different hardware configurations, and design-space and map-space explorations are crucial, as 
we discuss in Chapter 6. 


5.3 CASE STUDIES 


In Table 5.3, we compare six DNN accelerator prototypes across the topics discussed in the book 
so far (dataflow, buffer hierarchies, and on-chip networks). We picked Eyeriss [64], TPU [25], 
NVDLA [26], MAERI [58], Eyeriss v2 [69], and SIMBA [61], since they offer contrasting im- 
plementations. The purpose of this exercise is not to endorse any specific dataflow, architectural 
or implementation decisions, but to enumerate the choices. 


5.3.1 EYERISS (2016) 


Eyeriss [64] is a 168-PE accelerator developed and prototyped at MIT. 
Dataflow. Eyeriss employs a Row-Stationary dataflow strategy. The rows from each filter 
are mapped spatially along the PEs in each column. They remain stationary. They are replicated 
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Table 5.3: Comparison of data orchestration mechanisms within DNN accelerators 









































CONV 





Flex 





K-C Flex Flex K-C 





EDDO EDDO EDDO EDDO EDDO 





Custom + 


FIFO Buffet 


Custom Custom FIFO 





L1-Hard L1-Hard (Latch) 
(Latch) L2-Hard (Out) 
L2-Soft L2-Soft (I+ W) 


Distribution Multicast via | Multicast via Unicast via Bus Multicast via | Multicast via | Multicast via 
(Input Act) Bus Store-Fwd Tree H-Mesh NoC+ NoP 


Multicast via 
Multicast via | Unicast via Multicast via Tree + Store- Multicast via | Multicast via 

Bus Fwd Bus H-Mesh NoC+ NoP 
Fwd at Leaves 


L1-Hard L2- L1-Hard L1-Hard L2- 
Soft L2-Soft Soft 


> 
© 
S 
i 
R 
Â 
=p 
ool 
g 
= 
w 
2 
o 
= 
£ 
> 
Š 











: Reduce- Reduce via Tree 
Reduce-Fwd, | Reduce-Fwd, Reduce via Fwd, theŭ till L2, then 


Collection : 
(Output) then Bus to | then RMW | Reduce via Tree | Augm Redn HMesh to mnie x 18 
L2 Buffer Buffer Tree L2 RMW 


‘hip Network 


)n-C 





Link All Dedi I+W: Shared | 1+W: Shared I+W: Shared | I+W: Shared | All Shared over 
Partitioning ig Out: Dedic Out: Dedic Out: Dedic Out: Dedic | NoC and NoP 





























across the columns. Rows from the input are streamed into the array and move in a diagonal 
manner, to implement convolutional reuse. Each column produces an output activation. 

Buffer Hierarchy. Each PE houses a local private scratchpad to hold the stationary weight 
rows, input rows, and output partial sums. There is a global on-chip SRAM, shared by the entire 
array. Within the global buffer, the output banks are hard partitioned, while the rest of the banks 
can be shared by weights and inputs via soft partitions. 

Network-on-Chip. For distribution of weights and inputs, Eyeriss uses separate hierar- 
chical buses. Weights are multicast horizontally per row, while diagonals are multicast diago- 
nally. Each PE has an id which is used to determine whether the operands on the broadcast 
buses should be consumed by a PE or not. Eyeriss allows PE ids to be configurable when map- 
ping the algorithm—thus allowing it to mimic arrays of different aspect ratios. Reduction of 
partial sums happens via reduce-and-forward links along each column. The final outputs from 
each column use a collection NoC, implemented as a hierarchical bus like the distribution NoC, 
to deliver outputs back to the global buffer. 
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5.3.2 TPU (2017) 


The TPU [25] is a commercial accelerator deployed in Google’s datacenters. TPU v1 housed 
256 x 256 8b fixed point PEs, while v2 and v3 changed it to 128 x 128 arrays with floating 
point PEs [80]. 

Dataflow. The TPU is a weight-stationary systolic array. It runs GEMM s instead of 
CONV. Each weight filter is converted into a vector and fed along each column. It remains 
stationary. Each row feeds the flattened input. Each PE produces a partial sum every cycle, and 
the partial sums along a column are summed up for the final output. 

Buffer Hierarchy. Each “PE” in the systolic array is a simple MAC unit with one latch 
for the stationary weight operand, and another latch for the input operand received from the 
neighbor. There is no other buffering within each PE. The perimeter of the array houses a multi- 
banked L2 SRAM. Each row of the TPU needs access to its own SRAM bank, to maintain full 
throughput. In addition, each column has an accumulation buffer for accumulating partial sums 
into an output. It is used in cases when the size of the filter is larger than 128 (the length of the 
column). 

Network-on-Chip. The TPU uses store-and-forward for unicast distribution of weights, 
and multicast distribution of inputs. It uses reduce-and-forward for reduction and collection 
across the columns. There are additional accumulation buffers at the ends of each column to 
perform a RMW temporal reduction if the entire dot-product does not map over the column in 
one pass. 


5.3.3. NVDLA (2017) 


NVDLA [26] is an open-source accelerator developed by NVIDIA, and part of its Xavier SoC. 

Dataflow. NVDLA employs a weight-stationary dataflow. PEs are grouped into Atomic-K 
clusters of size Atomic-C. These names represent the dimensions being parallelized. Within each 
cluster, the parallelization is across the input channels, while across clusters the parallelization 
is across the output channels. 

Buffer Hierarchy. Each PE holds one weight stationary. All clusters share a global L2 
buffer. Within the L2 buffer, the output banks are hard partitioned, while the rest of the banks 
can be shared by weights and inputs via soft partitions. 

Network-on-Chip. Input and Weight Data distribution in NVDLA occurs over buses. 
‘The partial sums within each cluster are reduced spatially using a tree. The outputs from different 
clusters directly connect to the output SRAM banks. 


5.3.4 MAERI (2018) 


MAERI [58] is an open-source reconfigurable accelerator substrate developed at Georgia Tech. 
It targets extreme flexibility in supporting arbitrary dataflows. It uses a logically linear chain of 
multipliers instead of a rigid 2D array. 
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Dataflow. MAERI allows any dimension/tensor to remain stationary. The parallelization 
strategy is also left to the mapper. The granularity of parallelization is based on a configurable 
parameter called virtual neuron (VN). All PEs within a VN compute the same output. But the 
size of the VN is completely configurable. For instance, a possible dataflow is to keep weights 
stationary at the multipliers, unroll the channels, and this determines the VN size. Across VNs, 
different output channels may be mapped. 

Buffer Hierarchy. MAERI uses FIFOs at each multiplier for the operands. It relies on 
in-order delivery of operands through the distribution network, and therefore does not need 
addressable scratchpads. ‘There is a shared global SRAM scratchpad called prefetch buffer for 
the entire array. 

Network-on-Chip. MAERI uses a fat binary-tree based topology for distributing inputs 
and weights. Depending on the dataflow strategy, the inputs and/or weights could be multicast. 
The bandwidth at the root of the tree depends on the read bandwidth from the prefetch buffer. 
To implement convolutional reuse, the inputs distributed through the tree are then forwarded 
cycle by cycle between the multipliers within a VN. Collection of outputs occurs via a separate 
fat binary-tree. This tree is called Augmented Reduction Tree (ART) and uses additional for- 
warding links to support non-blocking reductions. Each VN performs a tree-based reduction, 
and the final outputs bypass the adders on the tree to get written back to the prefetch buffer. The 
bandwidth at the root of the ART depends on the amount of write bandwidth at the prefetch 
buffer. 


5.3.5 EYERISS V2 (2019) 


Eyeriss v2 [69] is a follow-on work to Eyeriss. This accelerator also supports weight sparsity. 

Dataflow. Eyeriss v2 enhances the Row-Stationary (RS) dataflow used in the original 
Eyeriss. It supports spatial mapping of any layer dimension, and leverages this for mapping 
channel group dimensions that occur in depth-wise convolutions spatially. 

Buffer Hierarchy. Eyeriss v2 has a similar 2-level hierarchy like Eyeriss. However, the 
global buffer in Eyeriss v2 is distributed across PE clusters, instead of being one monolithic 
block at one end. 

Network-on-Chip. Eyeriss v2 introduces a novel Hierarchical Mesh topology, optimized 
for multicast-based distribution of inputs and weights to PE clusters. It operates in multi- 
ple modes: (i) high bandwidth mode; (ii) high reuse mode; (iii) grouped-multicast mode; and 
(iv) interleaved-multicast mode, depending on the partitioning strategy employed within the 
dataflow. Within each PE cluster, the PEs use a bus for distribution. Reduction within a cluster 
occurs via reduce-and-forward. 
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5.3.6 SIMBA (2019) 


SIMBA [61] is a scale-out Multi-chip Module (MCM) DNN accelerator prototyped by 
NVIDIA. It is built using multiple individual DNN chiplets connected via a network-on- 
package (NoP). 

Dataflow. SIMBA uses weight-stationary dataflow at the individual MACs. For paral- 
lelization, it leverages input channel partitioning within a chiplet, and output channel partition- 
ing across the chiplets. It also supports hybrid partitioning strategies. 

Buffer Hierarchy. SIMBA employs a two level memory hierarchy within each chiplet. 
Across the chiplets, the cache residing on the host CPU is shared for exchange of information. 

Network-on-Chip. SIMBA uses a conventional mesh-based NoC within each chiplet, 
and a mesh-based NoP across chiplets. Each chiplet houses the NoC and one NoP router. All 
data distribution and collection happens in a packet-switched manner over the NoC and NoP. 


5.4 SUMMARY 


In this chapter, we discussed a systematic process for DNN accelerator design and demonstrated 
this flow with two cases studies. We also presented and contrasted architectural design choices 
across a suite of recent DNN accelerators. This illustrates how large and complex the design 
space is. How can the architect be sure they are not missing out on a significantly better design 
simply by moving slightly in the parameter space? In the next chapter, we present mechanisms 
to quantify the cost of various design choices, and discuss tools to aid in the automation of this 
complex process. 
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CHAPTER ó 


Modeling Accelerator Design 
Space 


Modeling performance and energy efficiency of designs via cycle-level simulation has been an 
indispensable tool for architectural design space exploration, especially in the traditional CPU 
space. The simplicity and regularity of DNN accelerator architectures allows for commensurately 
simple (and therefore fast) high-fidelity models. However, unlike traditional CPUs, DNN ac- 
celerators do not have a standard ISA with pre-compiled workloads that work on a variety of 
designs with the same ISA. Instead, the storage and networking hierarchies of the design are 
exposed to the programmer, and each workload must be optimally mapped (compiled) to take 
full advantage of the attributes of any new design under consideration. This makes mapping an 
essential step in the design-space exploration loop for DNN accelerators. In this chapter, we 
discuss the mapping step in further detail, and then examine how microarchitectural models for 
DNN accelerators can be constructed to evaluate the performance and energy cost of execution 
of a mapping on the hardware. 


6.1 SEPARATING THE MAPPING SPACE FROM THE 
ARCHITECTURE DESIGN SPACE 


As we saw in Chapter 2, the vast number of possible dataflows and the accompanying choices 
of hardware implementation results in a large architecture design space. In contrast, for a given 
DNN layer, i.e., a workload, a flexible architecture may permit many different ways of scheduling 
operations and staging data on the same architecture, which we call different mappings [81], 
resulting in widely varying performance and energy efficiency. Therefore, to characterize the 
performance and energy efficiency of a workload on an architecture, we need to search for a 
good mapping within the space of valid mappings, i.e., the mapspace. The need to do this search 
for each workload compounds the complexity of exploring the architecture design space. 

DNN accelerator proposals address this mapping problem within the scope of their spe- 
cific designs [20, 58, 74, 82-87]. In contrast, tools for broader design space exploration [46, 
83, 88-90] must grapple with the more challenging problems of separation of the architecture 
design space from the mapspace, automatic generation of the mapspace given a workload and 
an architecture, and heuristics to search through the mapspace. 
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Figure 6.1: The role of a cost model. 


As a specific example, Timeloop [88] approaches the problem by separating the infras- 
tructure into two main components: a model! to provide performance, area and energy pro- 
jections and a mapper to construct and search through the mapspace of any given workload on 
the targeted architecture. ‘There exists a unique symbiosis between a model that can describe and 
emulate a wide variety of architectures and a mapper that can optimally configure the accelerator 
to get a fair characterization of the performance and energy efficiency of a specific workload. 

A model needs a mapper. Unlike traditional architectures that use an ISA as the hard- 
ware/software interface, each DNN accelerator uniquely exposes many configurable settings in 
the hardware, and its behavior is critically dependent on those settings. Therefore, instead of us- 
ing pre-compiled binaries or traces, running a DNN workload on an accelerator involves finding 
a mapping (and corresponding set of configuration settings), which dictates the scheduling of 
operations and data movement, to maximize performance and energy efficiency. 

A mapper needs a model. A mapper enumerates the mapspace and then iteratively 
searches through the space for the optimal mapping. Thus, it needs a cost function to deter- 
mine whether one mapping is better than another. This cost function must be fast enough to 


The word model in this chapter refers to the microarchitectural model of the accelerator, not the DNN model, which is 
referred to as workload. 
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Figure 6.2: A mapping description example over a 1D convolution program described in (a). 
(b) and (c) show loop nest (compute-centric) and MAESTRO IR (data-centric) description of 
mapping depicted in (e) and (f). (d) shows an abbreviated version of data-centric description 
given in (c). 


evaluate to allow the mapper to explore a large mapspace in a reasonable amount of time, but it 
must also be accurate, i.e., it must be representative of the actual behavior of the mapping on the 
architecture, otherwise the mapper will give misleading results. 


6.2 REPRESENTING MAPPINGS 


We refer to the architecture-independent algorithmic specification of a problem (as in Fig- 
ure 6.2a) as an unmapped representation. ‘The set of dynamic instances of the loop body in this 
unmapped representation forms the iteration space of the workload. Each dynamic instance of 
the body includes one or more references to a set of operand/result tensors using affine indexing 
expressions over loop variables. We call these tensors dataspaces. The set of dataspace points that 
are accessed by a set of iteration space points can be computed by projecting the coordinates of 
the iteration space points into dataspace coordinates using the indexing expressions. 

An architecture-specific mapping describes the way in which the iteration space and the 
associated dataspaces are split into files (chunks) at each level of the memory hierarchy and 
among multiple memory instances at each level. 

More precisely, a mapping identifies the point(s) within the iteration and data spaces that 
are being worked on or are resident at hardware instance i and time t. While the complete set of 
legal mappings of a workload onto an architecture is at least countably infinite, prior works have 
used stylistic ways to concisely describe a useful subset of mappings. These stylistic approaches 
not only allow mappings to be described in an intuitive, human-readable manner, but also allow 
for programmatic exploration of the space of mappings. We now discuss two of these approaches. 
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6.2.1 LOOP NEST BASED MAPPING SPECIFICATION 


A Zoop nest based mapping representation can describe all facets of a mapping in a single unified 
format [88]. 

Figure 6.2a shows a 1D convolution workload (introduced in Section 2.2) with input 
activation of size 12 and filter size 6, represented as an unmapped loop nest [88]. Figure 6.2b 
shows an example mapped loop-nest targeting an architecture consisting of an array of 3 PEs, 
each with a private MAC unit, an LO register and a private L1 buffer. All PEs share a global 
buffer. 

To construct the mapping, the 1D convolution loop nest is split into a number of sections 
(called tiling levels) equal to the number of storage hierarchy levels, plus the number of levels 
with spatial fanouts. Each tiling level has a loop corresponding to each dimension in the original 
workload (though the bound may be 1). The product of all the loop bounds belonging to a 
dimension must be equal to the final (optionally padded) value of the dimension. 

Using the mapping in Figure 6.2b as an example, we observe the following. 

(1) Loop bounds at each tiling level determine the size of the tile for each dataspace held at 
that level. For example, each PE’s L1 buffer owns an 3 x 2 = 6-sized iteration space tile, which 
projects onto 3, 2+ 3 — 1 = 5, and 2-sized weight, input, and output tiles, respectively. Size of 
the dataspace tiles is constrained by the size of the buffer at each level. 

(2) parallel_for loops represent spatial partitioning of tiles across instances of a level. 
For example, the parallel_for loops distribute the 1 x 3 iteration space (and the dataspace 
projections thereof) across 1 x 3 PE instances. This specific mapping results in replication of 
some input data (called a Aalo—Section 2.2) between adjacent PEs. 

(3) Ordering of loops within a tiling level determines the sequence in which sub-tiles will 
be delivered from that level to an inner level during execution. For example, iterating over the 
s2 loop at the global buffer results in interesting changes in each PE’s dataspace tile: the outputs 
remain stationary, the weights get replaced each iteration, and the inputs display an overlapping 
sliding-window pattern, which means the global buffer only needs to supply the portion of the 
tile that is not already present in the PE. Inferring these dataspace changes (or deltas) is a primary 
function of the tile-analysis process described in subsection 6.3.1. 

This representation produces a strictly inclusive tile hierarchy, which may not be opti- 
mal. At times, allowing a dataspace to bypass a level opens up the capacity to other dataspaces, 
enabling larger tile sizes and potentially resulting in a more optimal mapping. Representing by- 
passing requires an auxiliary directive that can be specified for each tiling level in the loop nest. 
This directive specifies which dataspaces are allowed to reside at each level. 

The approach used for this 1D convolution example can be easily extended to a higher- 
dimensional space, such as a full CONV2D layer. Such a mapping representation allows us to 
reason about the space of possible mappings (or mapspace) for an architecture in a structured, 
programmatic manner. 
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Figure 6.3: Three MAESTRO data orchestration directives and their semantics. 


6.2.2 DATA-CENTRIC MAPPING SPECIFICATION 


While a loop nest based (or compute-centric) mapping representation is sufficiently precise to 
deterministically derive tile placement and data movement, a data-centric mapping description 
directly describes data tile mapping and movement. An example is the MAESTRO [79] data 
orchestration IR. As shown in Figure 6.3, the MAESTRO data orchestration IR has three 
primitives: TemporalMap, SpatialMap, and Cluster. Each of the map directives specifies data tile 
movement over temporal dimension (time) and spatial dimension (PEs or PE clusters). The 
cluster directive allows recursive construction of PE clusters (e.g., 72 PEs -> (applying cluster 
(3)) 24 clusters of 3 PEs -> (applying cluster (2) -> 2 clusters of 12 clusters of 3 PEs.). By doing 
so, MAESTRO allows arbitrary granularity of mapping over an accelerator with arbitrary PE 
array dimensionality. 

Figure 6.2c shows the data-centric representation of the same mapping that is expressed as 
a loop nest in (b). The major difference between two representations is that compute-centric ver- 


102 6. MODELING ACCELERATOR DESIGN SPACE 


sion in (b) describes the number of tile iterations while the data-centric version describes the tile 
size and how the tile moves via offset, as shown in red boxes in (b) and (c). Also, MAESTRO’s 
data-centric description can be written in a concise format as shown in (d) while preserving all 
the crucial mapping information. For example, the inner-PE dataflow parts, tile sizes of each 
dimension are typically one unless the PE has a SIMD style wide-vector ALU, which is not 
typically treated as one PE. Also, the impact of ordering is minimal within a PE since all the 
data points in a data tile on a PE are kept local in a PE. This enables a cost model (described in 
the next section) to automatically infer one of the possible data orchestration within a data tile 
ona PE so that users can focus on impactful part of the mapping. 


6.3 MODELING THE EXECUTION OF A MAPPING ON 
AN ARCHITECTURE 


Given an architecture specification, a problem specification and a particular mapping, the job 
of a model is to analyze the behavior of the mapping on the hardware and estimate cost metrics 
such as performance and energy efficiency. 

Recall that a mapping is a precise specification of the partitioning of iterations and data 
across all hardware units and sequencing of data and operations at each unit over time. Thus, 
classic modeling techniques such as microarchitectural cycle-level modeling or RTL simulation 
can be used. However, these approaches are too slow to be useful as in-line cost models for a 
mapper. 

Fortunately, the regularity of DNN workloads allows for dramatically faster analytical ap- 
proaches. ‘These approaches provide similar accuracy to detailed cycle-level models but are orders 
of magnitude faster than conventional simulators (typically faster than running the workload na- 
tively on contemporary hardware). The analysis process in these approaches is typically structured 
into the following phases. 


1. A tile analysis phase determines the hierarchical ¢i/es of data that represent the mapping 
and measures the transfer of data between them to obtain #i/e-access counts. 


2. A microarchitecture model uses these tile-access counts to derive the access counts to 
hardware components, which can be used to derive performance. 


3. A technology model provides technology-specific area and energy data, which in com- 
bination with the hardware specifications and modeled microarchitectural statistics can 
provide area and energy estimates. 


6.3.1 TILE ANALYSIS 


Analyzing a Mapped Loop Nest 
As explained in Section 6.2, loop bounds at each tiling level determine the tile for the iteration 
space, and in turn for each dataspace held at that level. To compute żile-access counts, we must 
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determine the volumes of data that must move between the tiles over space and time to execute 
the schedule dictated by the mapping. To perform this analysis, the model needs to track the 
set of points representing tiles of the iteration and operand/result spaces at each time step and 
at each instance of a hardware unit (such as a multiplier or a buffer instance). 

Consider two consecutive iterations i and i + 1 at any loop in a mapping (from Fig- 
ure 6.2). At each iteration, we can determine the point sets required by the complete sub-nest 
underneath this loop. We call the set-difference between these point sets a de/ta. The size of this 
delta has different connotations for spatial and temporal loops. 

For a temporal (for) loop, an empty delta indicates perfect reuse over time (s¢ationarity), 
requiring no additional data movement. A non-empty delta—indicating no reuse or partial reuse 
(such as in a sliding-window pattern)—represents the incremental data that must be transferred 
between levels. 

For a spatial (parallel1_for) loop, the deltas represent overlaps between data held at ad- 
jacent hardware instances (represented by the iterations i andi + 1). An empty delta at the same 
time step indicates a multicasting opportunity, while an empty delta at consecutive time steps 
between adjacent hardware instances indicates a forwarding opportunity (such as in a systolic 
array). 

To compute all tile access counts, we need to measure and accumulate deltas over all space 
(all hardware units) and time (the complete execution of the mapping). A naive but robust way 
to do this is to effectively simulate the execution of the entire loop nest on the architecture. Sadly, 
this is unacceptably slow. Fortunately, DNN workloads index into operand and result tensors in 
a very regular way, and in most cases with each loop index variable showing up only once in the 
indexing expressions for each tensor. This allows for two optimizations. First, the model only 
needs to compute the tiles for the first, second and last iterations of each loop. The deltas between 
other iterations will be of the same shape and size as between the first and second iterations, 
so the access costs of these other iterations can be algebraically extrapolated. Second, each tile 
shape is an axis-aligned hyper-rectangle within the tensor, which allows for easy delta calculation. 


Analyzing a Data-Centric Mapping Representation 

Similar to the loop-nest based delta-analysis described above, analyzing a data-centric descrip- 
tion also involves computing deltas to identify the data reuse. However, starting from a data- 
centric description as an input intermediate representation (IR) simplifies the process and re- 
duces the estimation time for each run. 

As shown in Figure 6.4, delta can be simply computed as follows: offset of changing di- 
mension multiplied with mapping size of all the other dimensions in a data class, as an example 
in Figure 6.4 shows. The same method can be applied to both temporal and spatial map (cor- 
responds temporal for and parallel for in loop nest representation). To analze data reuse over 
entire execution, we need to further identify (1) how the dimensions are coupled with each data 
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Figure 6.5: Coupled dimensions for each data class (tensor) in conv2D operation. “X” represents 
coupling. 


class (filter and input/output activations), (2) which dimension changes over tile movements, 
and (3) how many times each tile movement pattern is repeated. 


Dimension coupling ‘The first consideration is dimension coupling with each data class, or 
tensors. Figure 6.5 shows the data coupling of full convolution, conv2D operator, one of the 
most common operations in many DNNs. Coupling affects if a data tile of a tensor changes or 
not under a mapping update along one of the dimensions. For example, when data mapping 
of output channel (K) is updated from tile j to tile j+1, input activation is stationary, which 
implies a temporal reuse opportunity via buffers, since input activation is not coupled with output 
channel dimension so input activation tile does not change. When those two tiles are spatially 
mapped, it implies a multicasting opportunity, or a spatial reuse opportunity via NoC, since 
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input activation tile is identical across hardware instances. As the example reveals, the dimension 
coupling relationship is the essence of data reuse opportunities in DNNs; when a dimension 
changes, certain data tile of a tensor might stay identical based on the dimension coupling, 
which implies reuse. To analyze data reuse over entire execution based on this key insight, we 
need to identify tile movement patterns per dimension and changing dimensions in each pattern. 


Tile movement patterns Although the delta-based analysis discussed above is effective, such 
an analysis only covers “steady” iteration states in the most fine-grained tile iterations, or the 
inner-most loop iterations in loop nests. ‘That is, the analysis is not valid in the first and last 
iteration of each set of inner-most loop iterations. For example, the 1D convolution data or- 
chestration example in Figure 6.2, when the tile covers entire filter (S) values at time step 1 as 
shown in (f), than the tile will move on to the next set of output (X°) values, (6,7), (8,9), and 
(10,11) on PEO, PE1, and PE2, respectively, at time step 2. At the transition of the tile from 
time step 1 to 2, the mapped filter values will be initialized, or “reset,” to the first mapping. 
Such an initialization is not based on offset so delta is the entire filter tile in this case. Also, if 
the filter dimension was 5 (instead of 6), the last iteration will have a smaller number of mapped 
data elements—two filter values—even though the delta-based analysis indicates three mapped 
data elements. In full convolution (conv2D operator) with six dimensions (seven when we in- 
clude input batch), such exceptional cases occur on each dimension. To analyze such cases, the 
model lists up all the possible iteration states, which is a vector of iteration states over each di- 
mension (e.g., (K=init, C=init, R=init, S=init, Y=steady, X=steady)) and identifies the number 
of each case through the entire computation. Based on the coupled variable analysis, the model 
identifies data reuse of each data class and computes a set of data transfer counts. These counts 
can then be applied to a microarchitecture model (discussed next) to derive activity counts such 
as the number of buffer accesses, MACs, NoC transfers, and so on. 


6.3.2 ANALYTICAL MICROARCHITECTURE MODEL 


The simplicity of DNN accelerator microarchitectures (in comparison to, say, a high- 
performance CPU microarchitecture) allows them to be modeled at a somewhat higher level 
of abstraction than traditional CPU/GPU microarchitecture models without sacrificing fidelity. 
The hardware organization is typically represented as a tree [79, 88] with buffers, arithmetic 
units, and state machines as nodes and networks/wires as edges. Each node, such as a scratch- 
pad buffer, may be modeled at varying levels of fidelity. For example, SRAM buffers may be 
modeled abstractly as a size vs. energy-per-access function. This will probably provide imprecise 
projections for a specific architecture, but may provide architects with intuition on how energy 
scaling trends interplay with tile reuse benefits and affect overall energy efficiency. At the other 
extreme, one can model SRAM buffers with an extensive database of pre-generated SRAM 
macros in specific technologies with various aspect ratios and bank configurations. Generating 
such a database requires extensive effort and access to proprietary technology information and is 
also tedious to parameterize correctly by a user, but is capable of generating more precise projec- 
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tions. The choice of fidelity must be well-matched with the level of detail captured by the data 
transfer activity counts derived during the tile-analysis (subsection 6.3.1) phase. 


Estimating Performance 
Because of the regular computation and data movement patterns exhibited by DNN layers, 
buffer accesses and network transfers can usually be statically scheduled, largely avoiding ir- 
regular and disruptive bank and network conflicts. Therefore, given a set of tile-access counts, 
performance can be projected using a throughput/bandwidth based approach, by first calculat- 
ing the number of cycles it would take for each hardware component to complete the workload 
in isolation. 

For arithmetic units (such as MAC units), this isolated execution cycle count is equal to 
the number of arithmetic operations in the workload divided by the number of hardware units. 

For communication interfaces, the isolated cycle count is equal to the amount of data 
flowing through that interface divided by its bandwidth. For example, consider an architecture 
with a Global buffer supplying data to an array of N PEs over a custom multicast network. Tile 
analysis (subsection 6.3.1) of a specific mapping may tell us that over the course of execution of 
the entire mapping. 


° D bytes of data are read from the Global buffer and distributed (i.e., no multicast) to 
the N PEs. 


° E bytes of data are read from the Global buffer and broadcast to the N PEs. 
From this information, we can derive the following. 


e ‘The isolated execution cycle count of the read-port of the Global buffer is equal to 
(D + E)/R where R is the read bandwidth provided by the port. 


* The isolated execution cycle count of the fill-port of each PE’s local buffer is equal to 
(D/N + E)/F where F is the fill bandwidth provided by the port. 


° The isolated execution cycle count of the network is (D + E)/B where B is the in- 
jection bandwidth allowed by the network at the Global buffer end (assuming it has 
sufficient internal bandwidth to deliver all multicast/distribution patterns to support 
the injection rate). 


This was a simple example using a high-level stateless model, but it illustrates how data- 
movement statistics from the tile-analysis phase can be translated into performance projections. 

Next, we need to integrate these isolated cycle counts into an overall performance pro- 
jection. In most hardware accelerator architectures, buffers, networks and arithmetic units are 
staged into a pipeline. Thus, the overall execution latency can be estimated as the maximum of 
isolated execution cycles across all buffers, networks, and arithmetic units in the hardware, plus 
an initiation latency to fill the entire pipeline. Such a stateless throughput-based model [79, 88], 
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which assumes negligible pipeline stalls, is reasonable for architectures that use double-buffering 
or buffet-based pre-buffering (Chapter 3). 


Hardware Unit Access Counts for Energy Estimation 

Similar to performance, energy can be estimated by first transforming data transfer counts ob- 
tained from the tile-analysis step (subsection 6.3.1) into access counts for various microarchi- 
tectural structures. 

Arithmetic unit activity, buffer accesses and network ingresses are linear functions of data 
transfer counts between levels obtained from tile analysis. For buffers, microarchitectural pa- 
rameters such as number of banks, aspect ratio, etc., must be factored into the access count 
calculations. Network activity includes traffic between levels (including fan-out and multi-cast 
traffic), as well as traffic between storage instances at the same level (if they forward data to 
each other). Multi-cast signatures from the tile analysis stage are used to determine the spatial 
locations of child instances targeted by a specific parent-child data transfer. The architectural 
topology determines the number of hops required for the data to be routed to the destinations. 
Additionally, a number of architecture-specific attributes can be factored into a linear analytical 
model. For example: 


* some architectures may elide the first zero-read, and may support local accumulation 
at some buffers; 


* some architectures support spatial reduction of output tensors, and 


* some architectures have dedicated address generators, which are adders surrounded by 
state machines to generate read and write addresses for storage elements. 


These hardware unit activity/access counts then need to be combined with a per-access 
energy cost to determine total energy consumption for the workload. ‘These energy costs are 
often derived from technology-specific models, which we describe next. 


6.3.3 TECHNOLOGY-SPECIFIC ENERGY/AREA MODELS 


While performance can be derived directly from microarchitectural statistics, estimating en- 
ergy consumption requires access to technology-specific data on energy cost to access various 
hardware structures. Because these energy costs are often data-dependent, precise energy esti- 
mation requires at least cycle-accurate simulation with realistic data patterns. However, it has 
been shown that simple analytical approaches, such as multiplying the hardware component ac- 
cess count (taking sparsity into account) with an average energy-per-access is reasonably precise 
for DNN workloads [88]. 

Unfortunately, even obtaining these average energy-per-access costs is non-trivial. Costs 
are required for various hardware structures—RAMs, register files, arithmetic units, on-chip 
network routers, and data wires. Costs vary with technology nodes, and they do not scale with 
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technology in consistent ways. Furthermore, cost data is often proprietary may only be available 
for a coarse subset of design points. 

These are fundamental challenges that are difficult to overcome, but recent works [91] 
attempt to streamline the process of using whatever technology data may be available to a user 
by providing unified but extensible interfaces to data points from a diverse set of sources. Such 
technology-specific area/energy models [88, 91] are usually built up from a number of key sub- 
components. 

(1) A Memory Model, which supports modeling of memories with different sizes, aspect 
ratios, number of ports and banks. It also supports different memory implementations, including 
DRAM, SRAM, and register files. The SRAM and register-file component can be based on a 
database of area and energy-per-access costs that is created by generating and measuring a large 
variety of memory structures with different parameters using, for example, a memory compiler 
in a particular technology. 

(2) An Arithmetic Model, which supports modeling of MACs with different bit-widths. 
Such a model may be based on, for example, a database of area and energy per access costs created 
by synthesizing and measuring various multiplier and adder designs for different bit-widths in 
a given technology. For bit-widths not in the database, the model may scale energy per access 
using analytical methods, e.g., quadratically (for multipliers) or linearly (for adders). 

(3) A Wire/Network Model, which supports the modeling of on-chip networks with dif- 
ferent topologies and bit-widths. To model the wire energy consumed for a network hop, area 
estimates can be used to determine the wire distance between the two ends of the hop. This 
distance can be multiplied with a fJ/bit/mm value measured in a given technology to determine 
the per-hop energy. 


6.4 BUILDING AN AUTOMATED MAPPER 


A mapspace is the set of all legal mappings of a workload onto an architecture. The structured 
mapping representations described in Section 6.2 enable us to programmatically enumerate this 
set. For example, in a loop nest representation, all mappings in a mapspace have the same number 
of tiling levels, but differ in (a) the values assigned to the loop bounds at each level and (b) 
the permutation of loops within each level. To construct the mapspace, we must enumerate all 
possible factorizations of each workload dimension across levels, all possible permutations of 
loops within a level, and all level bypassing alternatives. The Cartesian product of these choices 
gives us an unconstrained mapspace, which can be quite large due to combinatorial explosion, 
e.g., fora CONV2D layer on a 4-tiling-level architecture the size is (7!)* x (24)? size of the 
Cartesian product of the co-factor sets for each of the 7 loop bounds. While there are ways to 
prune this space—e.g., permutations do not matter for the innermost tiling level—the space is 
still large. 

However, most architectures do not have enough flexibility to support such an uncon- 
strained mapspace. Mapper infrastructures allow users to capture these hardware capabilities as 
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constraints [88]. These user-specified hardware constraints are accommodated into the mapspace, 
shrinking its size. 

With the mapspace constructed in a systematic fashion, a search routine can search 
through the space for an optimal mapping based on user-provided optimization criteria. A map- 
ping sampled from the mapspace can be evaluated using the model (Section 6.3), and the derived 
statistics can be used to compare mappings based on the optimization criteria. Various search 
heuristics have been used in prior work, including genetic algorithms [92], beam search [93, 94], 
parallel random sampling [88], reinforcement learning [95], parallel simulated annealing [96], 
and exhaustive search [97]. 


6.5 SUMMARY 


In this chapter, we first discussed the need to separate the notion of an architecture design space 
of DNN accelerators from the mapping space for a specific workload on an accelerator. We 
described two alternative approaches to representing a mapping. We discussed how contempo- 
rary DNN accelerator modeling infrastructures model the execution of a mapping on a specific 
architecture design in a fast and precise manner. Finally, we described how a mapper can lever- 
age a structured mapping representation and a fast analytical model to automatically search the 
mapping space for an optimal mapping. 
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CHAPTER 7 


Orchestrating 
Compressed-Sparse Data 


DNN operations often involve a considerable amount of zeros in activations and filter weights 
because of nonlinear activation functions, weight pruning, and so on. Since a zero operand, 
either filter or activation, results in a zero partial sum (or, multiple of them), the corresponding 
partial sums do not contribute to the output activation. Therefore, we can skip computation of 
such redundant computations and corresponding data communication to save energy and reduce 
latency. However, compressed sparse data lead to irregular dataflow, and it requires various meta 
data to track the data indices in the original data space. In particular, the meta data processing 
costs can be significant depending on the sparsity ratio and compression format, orchestrating 
compressed sparse data is a challenging problem. In this chapter, we provide background about 
the sparsity in DNNs and discuss state-of-the-art dataflow styles on compressed sparse data. 


7.1. OVERVIEW 


Research has shown that many contemporary neural networks have significant redundancy and 
can be pruned dramatically during training without significantly affecting accuracy [98]. The 
number of weights that can be eliminated varies widely across the layers but typically ranges from 
20-80% [98, 99] for contemporary networks. Eliminating weights results in a network with a 
substantial number of zero values, which can potentially reduce the computational requirements 
of inference. 

The inference computation also offers a further optimization opportunity, as many net- 
works employ as their nonlinear operator the ReLU (rectified linear unit) function which clamps 
all negative activation values to zero. The activations are the output values of an individual layer 
that are passed as inputs to the next layer. For typical data sets, 50-70% of the activations are 
clamped to zero. Since the multiplication of weights and activations is the key computation for 
inference, the combination of these two factors can reduce the amount of computation required 
by over an order of magnitude. Additional benefits can be achieved by a compressed encoding 
for zero weights and activations, thus allowing more to fit in on-chip RAM and eliminating 
energy-costly DRAM accesses. 

A number of contemporary inference accelerators take advantage of one or more of the 
above forms of sparsity. For example, the Eyeriss [20, 64] accelerator saves computation energy 
for zero-valued activations and compresses weights and activations stored in DRAM. Other 
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approaches use either a compressed encoding of activations [100] or compressed weights [101] 
in parts of their dataflow to reduce data transfer bandwidth and save time for computations of 
some multiplications with a zero operand. The SCNN [27] accelerator exploits both weight and 
activation sparsity to improve the performance and power of DNNs. SCNN employs both an 
algorithmic dataflow that eliminates all multiplications with a zero and a compressed represen- 
tation of both weights and activations through almost the entire computation. 

Compressed sparse architectures have typically been shown to provide a factor of 2-3x 
speedup and energy reduction relative to a comparably provisioned dense DNN accelerator [27]. 


7.2 SPARSITYIN DNNS 


Sparsity in a DNN layer is defined as the fraction of zeros in the layer’s weight and input activa- 
tion matrices. The primary technique for creating weight sparsity is to prune the network during 
training. Han et al. developed a pruning algorithm that operates in two phases [98]. First, any 
weight with an absolute value that is close to zero (e.g., below a defined threshold) is set to 
zero. This process has the effect of removing weights from the filters, sometimes even forcing 
an output activation to always be zero. Second, the remaining network is retrained, to regain 
the accuracy lost through naive pruning. The result is a smaller network with accuracy extremely 
close to the original network. The process can be iteratively repeated to reduce network size 
while maintaining accuracy. 

Activation sparsity occurs dynamically during inference and is highly dependent on the 
data being processed. Specifically, the rectified linear unit (ReLU) function that is commonly 
used as the nonlinear operator in DNNs forces all negatively valued activations to be clamped to 
zero. After completing computation of a convolutional layer, a ReLU function is applied point- 
wise to each element in the output activation matrices before the data is passed to the next layer. 

Figure 7.1 shows the weight and activation density (fraction of non-zeros, i.e., the com- 
plement of sparsity) of a subset of representative layers of three contemporary networks (weights 
were pruned using the algorithm in [98]). The density fractions are represented on the left-hand 
Y-axes of the charts. The data shows that weight density varies across both layers and networks, 
reaching a minimum of 30% for some of the GoogLeNet layers. Activation density also varies, 
with density typically being higher in early layers. Activation density can be as low as 30% as 
well. The triangles show the ideal number of multiplies that could be achieved if all multiplies 
with a zero operand are eliminated. This is calculated by by taking the product of the weight and 
activation densities on a per-layer basis. 


7.3. STRUCTURED VS. UNSTRUCTURED SPARSITY 


Distribution of non-zero values in activation and pruned-weight tensors in general does not ex- 
hibit any regular patterns. This natural form of sparsity is known as unstructured sparsity. How- 
ever, pruning of weights can be performed in such a way as to enforce the zeros to appear in 
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Figure 7.1: Input activation and weight density and the reduction in the amount of work achiev- 
able by exploiting sparsity. 
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certain constrained patterns. This form of sparsity is known as structured sparsity. Forcing a 
structure on the sparsity pattern allows for simpler dataflows and microarchitectures. However, 
for a given compressed model size, unstructured-sparse models produce higher accuracy. Fur- 
thermore, activation sparsity has not been shown to be constrained into structured patterns. 
‘Therefore, we focus our attention on unstructured sparsity in the remainder of this chapter. 


7.4 EXPLOITING SPARSITY 


Since multiplication by zero just results in a zero, it should require no work. Thus, typical layers 
can reduce work by a factor of four, and can reach as high as a factor of ten. In addition, those zero 
products will contribute nothing to the partial sum it is part of, so the addition is unnecessary 
as well. Furthermore, data with many zeros can be represented in a compressed form. Together 
these characteristics provide a number of opportunities for optimization. 


e Compressing data: Encoding the sparse weights and/or activations provides an archi- 
tecture an opportunity to reduce the amount of data that must be moved throughout 
the memory hierarchy. It also reduces the data footprint, which allows larger matrices 
to be held in a storage structure of a given size. 


e Eliminating computation: For multiplications that have a zero weight and/or activa- 
tion operand, the operation can be data gated, or the operands might never be sent 
to the multiplier. This optimization can save energy consumption or both time and 
energy consumption, respectively. 


Eyeriss [20] gates the multiplier when it sees an input activation of zero [69]. Because 
the sparsity of weights is not significant for non-pruned networks, Eyeriss opted not to gate the 
multiplier on zero weights. This gating approach will save energy, but not execution time. 

Another approach to reducing energy is to reduce data transfer costs when the data is 
sparse. Eyeriss uses a run length encoding scheme when transferring activations to and from 
DRAM. This approach saves energy (and time) by reducing the number of DRAM accesses. 
However, because the data is kept in an expanded form in the on-chip memory hierarchy, such 
architectures cannot completely eliminate energy on the data transfers from one internal buffer 
to another internal buffer or to the multipliers. Eyeriss does, however, save the energy for ac- 
cessing the weight buffer when the associated activation is zero. 

Cnvlutin [100] is more aggressive—the architecture moves and stages sparse activations 
in compressed form and skips computation cycles for zero-valued activations to improve both 
performance and energy efficiency. Both Eyeriss and Cnvlutin are also able to partially elide 
inner-buffer accesses for weights if those weights were only to be multiplied with a zero-valued 
activation. 

The Cambricon-X [101] architecture exploits weight sparsity by keeping only non-zero 
weights in its internal buffers [101] in compressed form. The architecture is able to skip com- 
putation cycles for zero-valued weights. However, it does not compress activation data between 
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DRAM and the accelerator. Nor does it keep activations in a compressed form in the internal 
buffers, except in the queues directly delivering activations to the multipliers. It suffers from 
wasted computation cycles when the non-zero weight is to be multiplied with zero-valued acti- 
vations. 

The EIE accelerator uses a compressed representation of both activations and weights, 
and only delivers non-zero operands to the multipliers [28]. EIE is specifically designed for the 
fully connected layers of a DNN model. 

The SCNN architecture [27] exploits sparseness in both activations and pruned weights 
to eliminate as many computation cycles and data movement and storage operations as possible. 
SCNN employs a compressed encoding of both sparse weights and activations so that only non- 
zero data values are retrieved from DRAM, and also maintains that compressed representation 
in all the on-die buffers. This approach saves time and energy on all data transfers and allows 
the chip hold larger models for a given amount of internal storage. For many networks, SCNN 
can typically keep all of the activations on-chip between layers, further improving performance 
and energy-efficiency. 


75,5 SPARSE DATAFLOWS 


In addition to the different approaches of exploiting sparsity, various architectures employ 
distinct dataflows [20] to execute a sparse convolutional layer. The most relevant distinction 
among these architectures’ dataflows is how the innermost computation datapath exploits spa- 
tial reuse and sparsity patterns. For example, Eyeriss uses a row-stationary dataflow, multicas- 
ting weights and activations across multiple scalar PEs, with each PE independently perform- 
ing zero-activation detection. Cnvlutin multiplies a single scalar non-zero activation across a 
vector of weights (organized by output-channel), and then reduces these output vectors across 
different input-channels. Cambricon-X fetches activation vectors across input-channels based 
on non-zero weight vectors and computes their dot product, including unnecessary work for 
zero-valued elements of the activation vector. SCNN employs a Cartesian product dataflow that 
exploits both weight and activation reuse while delivering only non-zero weights and activations 
to the multipliers. This dataflow performs an all-to-all multiply of non-zero weight and activa- 
tion vector elements that can avoid any arithmetic based on zero-valued operands and achieve 
full multiplier utilization in steady-state. Table 7.1 summarizes all the attributes of these accel- 
erators. 

To develop a better understanding of the complexities involved with orchestrating sparse 
data, we now take a deep dive into the dataflow employed by the SCNN [27] architecture. While 
the inner core of the dataflow is based on a spatial Cartesian product, the complete dataflow 
requires a deep nested loop structure, mapped both spatially and temporally across multiple 
processing elements. The full dataflow is called PlanarTiled-InputStationary-CartesianProduct- 
Sparse, or PT-IS-CP-Sparse. PT-IS-CP-Sparse enables reuse patterns that exploit the charac- 


teristics of sparse weights and activations. This section first presents an equivalent dense dataflow 
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Table 7.1: Qualitative comparison of sparse CNN accelerators. The letters “A” and “W” de- 
note whether the architecture in that row exploits sparsity in Input Activations and/or Weights, 
respectively, by performing the optimization in that column. 


Architecture Inner Spatial Dataflow 


Eyeriss [20] Row Stationary 





Cnvlutin [100] Vector Scalar + Reduction 
Cambricon-X [101] Dot Product 
SCNN [27] Cartesian Product 























(PT-IS-CP-Dense) to explain the decomposition of the computations and then adds the specific 
features for PT-IS-CP-Sparse. 


7.5.1 THEPT-IS-CP-DENSE DATAFLOW 


Single-multiplier temporal dataflow. The JS term in PT-IS-CP-Dense describes the temporal 
component of the dataflow. First, consider the operation of a scalar PE with a single multiply- 
accumulate unit. The dataflow employs an input-stationary (IS) computation order in which an 
input activation is held stationary at the computation units as it is multiplied by all of the filter 
weights needed to make all of its contributions to each of the K output channels (a K x R x S 
sub-volume). Thus, each input activation will contribute to a volume of K x W x H output 
activations. ‘This order maximizes the reuse of the input activations, while paying a cost to stream 
the weights to the computation units. More precisely, the register in which the stationary input 
is held over K x R x S iterations serves as an inner buffer that filters accesses to the larger input 
buffer. Accommodating multiple input channels (C) adds an additional outer loop and results 
in the loop nest C > W > H —> K > R > S. 

The PT-IS-CP-Dense dataflow requires input buffers for weights and input activations, 
and an accumulator buffer to store the partial sums of the output activations. The accumulator 
buffer must perform a read-add-write operation for every access to a previously-written index. 

Unfortunately, the stationarity of input activations comes at the cost of more streaming 
accesses to the weights and to the partial sums in the accumulator buffer. Blocking the weights 
and partial sums in the output channel (K) dimension can increase reuse of these data structures 
and improve energy efficiency. The dataflow therefore factors the K output channels into K/Ke 
output-channel groups of size Kc, and only store weights and outputs for a single output-channel 
group at a time inside the weight and accumulator buffers. Thus, the sub-volumes that are housed 
in buffers at the computation unit are: 





e Weights: C x Ke x R x S 


7.5. SPARSE DATAFLOWS 117 
* Inputs: C x W x H 


e Partial Sums: Ke x W x H 


An outer loop over all the K/Ke output-channel groups results in the complete loop 
nest K/K, > C > W > H > K. > R > S. Each iteration of this outer loop will require 
the weight buffer to be refilled and the accumulator buffer to be drained and cleared, while the 
contents of the input buffer will be fully reused because the same input activations are used across 





all output channels. 

Intra-PE parallelism. The CP term in PT-IS-CP-Dense describes how parallelism of 
many multipliers within a PE can be exploited while maximizing spatial reuse. A vector of F 
filter-weights fetched from the weight buffer and a vector of J inputs fetched from the in- 
put activation buffer are delivered to an array of F x J multipliers to compute a full Cartesian 
product (CP) of output partial-sums. This a//-to-all operation has two useful properties. First, 
each fetched weight is reused (via wire-based multicast) over all J activations; each activation is 
reused over all F weights. Second, each product yields a useful partial sum such that no extrane- 
ous fetches or computations are performed. PT-IS-CP-Sparse will exploit these same properties 
to make computation efficient on compressed-sparse weights and input activations. 

The multiplier outputs are sent to the accumulation unit, which updates the partial sums of 
the output activation. Each multiplier output is accumulated with a partial sum at the matching 
output coordinates in the output activation space. These coordinates are computed in parallel 
with the multiplications. The accumulation unit must employ at least F x J adders to match the 
throughput of the multipliers. 

Inter-PE parallelism. Finally, the PT term in PT-IS-CP-Dense describes how to scale 
beyond the practical limits of multiplier count and buffer sizes within a PE. The dataflow em- 
ploys a spatial tiling strategy to spread the work across an array of PEs so that each PE can op- 
erate independently. The W x H element activation plane is partitioned into smaller W, x H; 
element planar tiles (PT) that are distributed across the PEs. Each tile extends fully into the 
input-channel dimension C, resulting in an input-activation volume of C x W, x H, assigned 
to each PE. Weights are broadcast to the PEs, and each PE operates on its own subset of the 
input and output activation space. 

Unfortunately, strictly partitioning both input and output activations into W, x H; tiles 
does not work because the sliding-window nature of the convolution operation introduces cross- 
tile dependencies at tile edges. These data halos (Section 2.2, [74]) can be resolved in one of two 
ways. 


* Input halos: The input buffers at each PE are sized to be slightly larger than C x W, x 
H, to accommodate the halos. These halo input values are replicated across adjacent 
PEs, but outputs are strictly private to each PE. Replicated input values can be multi- 
cast when they are being fetched into the buffers. 
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BUFFER wt_buf [C] [Kce*R*S/F] [F]; 
BUFFER in_buf [C] [Wt*Ht/I] [I]; 
BUFFER acc_buf [Kc] [Wt+R-1] [Ht+S-1] ; 
BUFFER out_buf [K/Ke] [Ke*Wt*Ht] ; 
(A) for k' = 0 to K/Ke-1 
{ 
for è= 0 to C-1 
for a = 0 to (Wt*Ht/I)-1 


{ 
(B) in[{0:I-1] = in_buf[c] [a] [0:I-1]; 
(C) for w = 0 to (Ke*R*S/F)-1 
(D) wt [0:F-1] = wt_buf [c] [w] [0:F-1]; 
(E) parallel for (i = 0 to I-1) x (f = 0 to F-1) 
{ 

k = Kcoord(w,f£) ; 

x = Xcoord(a,i,w,£); 

y = Ycoord(a,i,w,f); 
(F) acc_buf[k] [x] [y] += in[i]*wt [f]; 


} 
} 


out_buf[k’] [0:Kc*Wt*Ht-1] = 
acc_buf[0:Kc-1] [0:Wt-1] [0:Ht-1]; 
} 


Figure 7.2: PT-IS-CP-Dense dataflow, single-PE loop nest. 


* Output halos: The accumulation buffers at each PE are sized to be slightly larger than 
Ke x W, x H, to accommodate the halos. The halos now contain incomplete partial 
sums that must be communicated to neighbor PEs for accumulation, which occurs at 
the end of computing each output-channel group. 


Figure 7.2 shows pseudo-code for a single PE’s loop nest in the PT-IS-CP-Dense 
dataflow, including blocking in the K dimension (A,C), fetching vectors of input activations 
and weights (B,D), and computing the Cartesian product in parallel (E,F). X and Y coordi- 
nates for the accumulation buffer that are either negative or greater than W, — 1 and H; — 1 
correspond to the locations of incomplete partial sums in the halo regions. Communication of 
these halos to neighboring PEs is not shown in the figure. The Kcoord(), Xcoord(), and Ycoord() 
functions compute the k, x, and y coordinates of the uncompressed output volume using a de- 
linearization of the temporal loop indices a and w, the spatial loop indices i and f, and the 
known filter width and height. 
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7.5.2 PT-IS-CP-SPARSE DATAFLOW 


PT-IS-CP-Sparse is a natural extension of PT-IS-CP-Dense that exploits sparsity in the 
weights and input activations. The dataflow is specifically designed to operate on compressed- 
sparse encodings of the weights and input activations and produces a compressed-sparse encod- 
ing of the output activations. At a CNN layer boundary, the output activations of the pre- 
vious layer become the input activations of the next layer. The specific compression format 
used [28, 100, 101] is orthogonal to the sparse architecture itself: The key feature is that decoding 
a sparse format ultimately yields a non-zero data value and an index indicating the coordinates 
of the value in the weight or input activation matrices. 

To facilitate easier decoding of the compressed-sparse blocks, weights are grouped into 
compressed-sparse blocks at the granularity of an output-channel group, with Ke x Rx S 
weights encoded into one compressed block. Likewise, input activations are encoded at the 
granularity of input channels, with a block of W, x H, encoded into one compressed block. At 
each access, the weight buffer delivers a vector of F non-zero filter weights along with each 
of their coordinates within the Ke x R x S region. Similarly, the input buffer delivers a vec- 
tor of J non-zero input activations along with each of their coordinates within the W, x H, 
region. Similar to the dense dataflow, the multiplier array computes the full cross-product of 
F x I partial sum outputs, with no extraneous computations. Unlike a dense architecture, out- 
put coordinates are not derived from loop indices in a state machine but from the coordinates 
of non-zero values embedded in the compressed format. 

Even though calculating output coordinates is trivial, the multiplier outputs are not typ- 
ically contiguous as they are in PT-IS-CP-Dense. Thus, the F x J multiplier outputs must be 
scattered to discontiguous addresses within the K, x W; x H; output range. Because any value 
in the output range can be non-zero, the accumulation buffer must be kept in an uncompressed 
format. In fact, output activations will probabilistically have high density even with a very low 
density of weights and input activations, until they pass through a ReLU operation. 

To accommodate the needs of accumulation of sparse partial sums, the monolithic 
Ke x W; x H, accumulation buffer from the PT-IS-CP-Dense dataflow is split into a dis- 
tributed array of smaller accumulation buffers, which are accessed via a scatter network that 
can be implemented as a crossbar switch. The scatter network routes an array of F x I partial 
sums to an array of A accumulator banks based on the output index associated with each par- 
tial sum. Taken together, the complete accumulator array still maps the same Ke x W; x H, 
address range, although the address space is now split across a distributed set of banks. PT-IS- 
CP-Sparse can be implemented via small adjustments of Figure 7.2. Instead of a dense vector 
fetches, (B) and (D) fetch the compressed sparse input activations and weights, respectively. In 
addition, the coordinates of the non-zero values in the compressed-sparse form of these data 
structures must be fetched from their respective buffers (not shown). Then the accumulator 
buffer (F) must be indexed with the computed output coordinates from the sparse weights and 
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activations. Finally, when the computation for the output-channel group has been completed, 
the accumulator buffer is drained and compressed into the output buffer. 

A microarchitecture implementing the PT-IS-CP-Sparse dataflow is described in detail 
in [27]. 


7.6 COSTS AND BENEFITS 


At this point, it is hopefully evident that while sparsity is abundant in both activations and 
pruned weights, exploiting this sparsity often requires more complex dataflows and microarchi- 
tectural designs. This complexity manifests itself in terms of additional performance and energy 
overheads. Fortunately, nearly all studies on exploiting sparsity demonstrate that for typical 
sparsity patterns observed on contemporary networks, the benefits almost universally outweigh 
the costs. For example, the SCNN [27] architecture achieves a speedup of 2.7x and an energy- 
efficiency improvement of 2.3 over a dense accelerator. 

A reasonable question to ask at this stage is—how would these architectures behave if the 
sparsity (perhaps, of a future network) is lower than the patterns we are measuring today? Would 
the overheads begin to outweigh the benefits? More precisely, we can attempt to find a crossover 
point in terms of density above which a sparse architecture is not worth the complexity. In [27], 
the authors artificially sweep the density of a synthetic workload to establish this crossover point 
for a variety of architectures and show that it ranges from 60-100% density (i.e., fraction of 
non-zeroes) depending on the architecture and the approach used to exploit sparsity. 

Understanding energy and performance overheads. ‘The relatively lower energy effi- 
ciency of sparse architectures running dense workloads arises from the interplay of multiple 
attributes of their dataflows. However, one dominant factor is that they cannot exploit the sheer 
efficiency of a spatial reduction tree. This is explored in detail in [102]. 

Performance overheads are arguably more interesting, and are primarily caused by the 
irregularity of the compressed-sparse data. This leads to two sources of inefficiency. First, the 
architecture can suffer from fragmentation when there isn’t enough useful work to fully popu- 
late vectorized arithmetic units (e.g., in the last temporal iteration of a loop). Second, uneven 
partitioning of work across coarse-grained units of computation (such as PEs) may lead to /oad 
imbalance. A quantitative analysis of these effects is covered in [27]. Load imbalance and frag- 
mentation are likely to be universally-visible effects across all compressed-sparse architectures, 
although the precise extent to which these effects affect performance depends on the dataflow 
and microarchitectural attributes of the architecture. 


7.7 SUMMARY 


Much of this chapter focused on sophisticated techniques to exploit unstructured sparsity for 
performance and energy-efficiency gains. As we have seen, these techniques require relatively 
complex dataflows and microarchitectures to extract these benefits, which imposes certain over- 
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heads for dense workloads but yield strong dividends or sufficiently sparse workloads. In con- 
trast, we have seen that simple optimizations such as zero-gating multiplier operands and com- 
pressing data between storage levels are remarkably effective at achieving good energy efficiency 
on moderately sparse workloads, although they cannot improve performance. We also noted 
in Section 7.3 that structured sparsity can be imposed on pruned weights, which allows for sim- 
pler dense-like architectures to obtain some of the performance and energy-efficiency benefits 
of architectures designed for unstructured sparsity. This exposes an interesting tradeoff space 
that architects must navigate, with careful consideration of the properties workloads that are 
expected to run on an architecture under design. 
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CHAPTER 8 


Conclusions 


In this book, we systematically described various data orchestration mechanisms employed in 
DNN accelerators. We defined and delved into dataflows—the mechanism for extracting data 
reuse from the algorithm. Data reuse in turn leads to reduced data movement, enhancing perfor- 
mance and energy-efficiency. Next, we discussed how dataflows can be realized via efficient cus- 
tom memory hierarchy and on-chip network implementations. We then discussed the design- 
flow involved in DNN accelerator design via case studies, and also highlighted the role of mi- 
croarchitectural models and mappers during the design and deployment process. Finally, we 
gave a glimpse of the challenges and opportunities in designing accelerators for sparse and com- 
pressed DNNs. 

In this chapter, we list some compelling research opportunities in data orchestration for 
inference ASIC accelerators (the focus of this book). We also point to data orchestration chal- 
lenges in alternate inference platforms (Analog, FPGA, and GPUs) that were beyond the scope 
of this book, but are nonetheless areas of active research in the community. We also briefly 
discuss opportunities in designing accelerators for training. 


8.1 RESEARCH OPPORTUNITIES IN DATA 
ORCHESTRATION 


8.1.1 DATAFLOW-HARDWARE CO-DESIGN AND FLEXIBILITY 


In this book, we discussed how a specific dataflow strategy can be realized with various hardware 
implementations for the buffers and interconnect. Each of these implementations can provide 
levels of performance and flexibility and come at different area or power costs. The design- 
space of the cross-product of dataflows and hardware architectures is extremely large and there 
are multiple research opportunities for co-design. Today’s accelerator implementations barely 
scratch the surface of such co-design opportunities. 

Similarly, another axis of research relates to the amount of flexibility an accelerator should 
support across dataflows. On one end could be a hardware architecture that is extremely flexible 
but comes at the cost of highly configurable buffers and interconnects; one the other end could 
be an architecture that is inflexible but cheap to implement. It is an open question on whether 
the area within the accelerator should be devoted toward more complex structures that extract 
more reuse and provide higher performance vs. simple but underutilized structures. The answers 
to this question also touch upon the basic philosophy behind accelerator design—how much loss 
in efficiency due to programmability is desirable in accelerators. 
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At first glance it may seem strange to mention programmability in the context of accel- 
erators at all. Isnt the entire goal to offload computation from our programmable platforms? 
The reason field-programmability is important is that the field of machine learning is chang- 
ing very rapidly, and architecture-to-silicon design process for accelerators still takes roughly 
two years. Currently, there is a very real chance that any accelerator deployed could be obso- 
lete before it reaches the market, because an algorithm change will have achieved the same (or 
more) benefits. Field-programmability is a hedge against this risk, and allows a certain amount 
of “future-proofing” to be built in to the accelerator. Unfortunately, there is currently no way to 
quantify the benefits of programmability, nor to objectively make statements such as “acceler- 
ator X is twice as programmable as accelerator Y.” As such, research effort is needed to deeply 
characterize the cost/benefit tradeoff of programmable accelerator features. 

Finally, a third axis of research is in the field of finding an optimal mapping of a workload 
on a specific architecture with a given degree of flexibility. The mapping formulation we covered 
in this book is sufficient to cover regular workloads such as specific DNN layers. However, even 
for these workloads the mapspaces for flexible architectures are so large that search heuristics 
often struggle to find an optimal solution. Expanding the scope of workloads to cover complete 
DNNs will exacerbate this problem. Mapspace formulation and efficient heuristics to search 
them therefore remain active and important research problems. In fact, the design space search 
for accelerators and mapspace search for a given accelerator together form a very challenging 
co-optimization problem. 


8.1.2 QUANTIZATION 


When looking to optimize data movement, one natural line of research is to investigate whether 
we can reduce the amount of data transferred. Weight quantization is an approach where the 
total number of unique values among the filters is minimized, usually as part of the training 
process [98, 103, 104]. These remaining values are encoded using compression techniques. 

Accelerators can leverage quantization by either expanding the values before multiplica- 
tion [105], or by memo-izing the multiplication operation itself over the existing weights [106] 
(assuming the input activation bitwidth is low enough to make this profitable). While this can 
drastically reduce data transferred, it can have a significant effect on inference accuracy, and 
more research is needed to justify the savings over non-quantized networks. 


8.1.3  SPARSITY 


One of the most promising areas of optimization for DNN accelerators is in the area of sparsity. 
While early DNN accelerators prototypes, including most of the ones discussed throughout 
this book, targeted dense and well-structured DNNs, emerging DNNs are highly irregular and 
sparse as their architecture is driven by automated neural-architecture search (NAS) and explicit 
sparsification during training. Moreover, as Al becomes pervasive, DNN models deployed for 
applications in computational science and engineering are expected to exhibit extremely high 
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levels of sparsity, often more than 99%. Furthermore, research has shown that sparsity can go up 
further with less accuracy loss when it is included as an explicit goal in the training process [107]. 
At these levels of sparsity using a compressed data format becomes profitable. 

When considering compression formats, a lot of the reuse analysis, buffer management, 
and data distribution and collection approaches discussed in the book need to be expanded or 
reconsidered entirely. For example, rather than assuming that we know a tile’s shape, a mapper 
may need probabilistic notions of tile occupancy. However, sparse data is usually not uniformly 
distributed, and so this becomes quite challenging as the mapper needs to reason about both 
worst case and average case. 

There have been some recent research efforts into reducing meta-data access costs for such 
workloads [76, 108-110]. As we begin to approach the limits of reuse exploitation for dense 
workloads, we expect to see many accelerator designs focusing on sparsity, and being able to run 
a combination of dense and sparse workloads efficiently. 


8.1.4 ALGEBRAIC RE-ASSOCIATION AND CO-DESIGN 


Exploiting sparsity is based on the algebraic property that Vx.x x 0 = 0 but there are other 
algebraic properties that we can exploit to reduce computation. For example in the well-known 
Winograd approach [111, 112] the fundamental neuron’s sum-of-products is refactored into a 
common subset, and neuron-specific residuals. While this results in fewer total multiplications, 
it also increases irregularity. 

One way to minimize the negative impact of irregularity is to co-design the re-association 
and the accelerator itself, as in the UCNN accelerator [113]. UCNN de-duplicates the weight 
values and then performs multiplication across all common operands. The zero operands are 
dropped—due to the above algebraic property—so UCNN’s approach can be seen as a general- 
ization of sparsity. The approach’s benefits increase when combined with weight quantization, 
but it is an open question whether quantization is broadly acceptable to the field. 


8.1.5 SERIAL ARITHMETIC 


Beyond algebraic properties, some accelerators look to exploit the fundamental arithmetic char- 
acteristics of the MAC operation. For example, in most multiplications, the high bits are likely to 
be zero (excluding sign extension). Therefore, it is worth exploring whether spatially dedicating 
circuits exclusively to these high-bits is an efficient use of area. There has been active research 
into whether it may be better to temporally re-use smaller-width multipliers [114], supple- 
mented with control FSMs. The most extreme form of this is fully bit-serial arithmetic [115]. 
Like sparsity, these approaches impose challenges of irregular and unpredictable processing time. 
Research is required to adapt traditional data orchestration techniques to these platforms. 
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8.1.6 SCALING ACCELERATOR SYSTEMS 


Advances in the machine learning community has led to development of new networks 
which significantly improve the accuracy on tasks like recommendation and language mod- 
eling [12, 72]. However, these new improved models are larger and therefore demand massive 
computing power. This brings us to one of the pertinent recent topics in accelerator design: 
building accelerators at scale. 

‘There are two major ways in which the accelerators can be scaled. ‘The first method is to 
simply make larger accelerators, with more computing units (aka scale-up). The first version of 
Google’s TPU [25] is an illustrative example of this approach. As we have seen in the previous 
chapters, this design has a massive 256 x 256 systolic array of MAC units. A more impressive and 
perhaps radical design example is the recent Wafer Scale Processor, built by Cerebras system, 
which has an unprecedented area footprint of 46,225 mm? containing more than 1.2 trillion 
transistors [116]. The motivation behind building such a large chip is to keep the memory near 
the compute, and therefore attain energy and performance degradation arising from frequent 
off-chip accesses. Unlike the accelerators we discussed throughout the book, the prime workload 
for such architectures is DNN training. For inference workloads however, utilizing such a large 
monolithic block of compute often leads to under-utilization, especially for irregular and sparse 
DNNs. 

This brings us to our second method of the scaling, where multiple smaller accelerator 
units are used together to solve a given problem (a.k.a. scale-out). One recent example of such 
a system is SIMBA [61] from NVIDIA. SIMBA comprises of 36 chiplet modules, each of 
which is a standalone accelerator, connected with each other and the external peripherals via 
on-chip interposer. Yet another example is the Tetris system [74] proposed by researchers at 
Stanford university. Tetris uses a collection of Eyeriss [20] like accelerators, each with a dedicated 
3D stacked memory unit. The problem with such distributed systems is the immediate loss of 
spatial reuse as communication among the distinct computation units is much expensive than a 
monolithic system. 

Finding the right mapping and data orchestration strategy for such systems is of 
paramount importance to enable efficient computation. Furthermore, it is also not intuitive to 
determine whether a system should be made purely monolithic, or purely distributed by employ- 
ing computation units as soon as possible, or alternatively taking the middle ground by building 
appropriately sized processors which are then employed as units in a distributed setting. Further 
research in this direction therefore is timely and has tremendous academic and economic merits. 
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8.2 DATA ORCHESTRATION IN ALTERNATE 
PLATFORMS 


8.2.1 ANALOG 


An emerging class of DNN inference accelerators is based on analog computing—leveraging 
current summation within dense analog arrays to perform large vector-matrix computations 
extremely efficiently, allowing both high-speed and high-energy efficiency [117]. These archi- 
tectures are called Compute in Memory (CIM). These analog arrays can be built using various 
memory technologies: SRAM, Resistive RAM (RRAM), phase change memory (PCM), Spin- 
transfer Torque Magnetic RAM (STT-MRAM), and so on. The key idea in CIMs is to encode 
the weights within the memory structures, and feed in the input activations as currents. These 
dense analog arrays have shown higher energy-efficiency than performing the same computation 
via digital MACs. However, these analog accelerators face four key challenges before they can get 
to the mainstream. First, programming weights into CIMs is a highly time and energy consum- 
ing process—thus CIM arrays need to inherently operate using a weight-stationary dataflow. 
In fact, the key benefit of the arrays comes only when the entire model is stationary through- 
out the operation. This limits their applicability to smaller DNN models. Second, analog current 
summation is inherently noisy. This can lead to potential accuracy losses during inference. To ad- 
dress this, typically DNN models that will be run on such analog accelerators need to be trained 
keeping this error tolerance in mind. Third, the Analog-to-Digital converters at the ends of the 
array often consume high energy and power, diminishing some of the overall energy-efficiency 
benefits. And finally, CIMs are highly efficient for dense vector-matrix multiplications, but not 
for sparse DNNs. 


8.2.2 FPGA 


FPGAs have emerged as a popular choice for DNN inference, as their reconfigurable substrate 
helps tailor the datapath for the DNN model. Most of the DNN accelerators discussed through- 
out the book can all be mapped as overlay architectures on FPGAs. For high performance, the 
MAC units are typically mapped over the DSPs and the scratchpad memories over the BRAMs. 
The distribution and collection NoCs get mapped over the configurable logic. 

One key optimization that FPGAs offer that ASIC accelerators typically cannot support 
is bit-level configurability. FPGAs can support lower bit-precision (down to 1-bit precision, 
e.g., for binary neural networks), and/or separate bit-precision for compute within different 
layers. This enables FPGAs to run quantized DNNs much more efficiently than their ASIC 
counterparts. 

‘The key shortcoming of FPGAs remains their operating frequency, which is much lower 
than the ASIC accelerators that have hardened datapaths. Thus, getting performance out of 
FPGA-based accelerators requires a FPGA architecture-aware mapping flow—-since the rel- 
ative area (and power) cost of compute, memory, and wires on a silicon tapeout is different 
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from that on the FPGA, for e.g., building many of the complex compute, buffer, or intercon- 
nect components described in this book using configurable LUTs, while providing flexibility, is 
much more expensive than their hardened ASIC counterparts. Thus, customized libraries like 
Xilinx xDNN [118] implement store-and-forward distribution and collection over direct hard- 
ened links between the DSPs, to avoid going into the configurable logic to boost up operating 
frequency. 

‘The rise of AI and DNNs has led to FPGA vendors actively changing the underlying 
FPGA architecture to make them competitive to their ASIC counterparts. For example, Xil- 
inx’s Versal AI engine [119] houses a spatial array of hardened AI cores, not unlike the DNN 
accelerators discussed throughout this book, enabling workloads to get mapped between the AI 
cores and the conventional configurable logic. 


8.2.3 GPU 


GPUs were the hardware platform that propelled the Deep Learning revolution in the first 
place since they house hundreds to thousands of ALUs which can be leveraged to accelerate 
matrix multiplications. From a 1000-foot view, GPUs do not look too different from the DNN 
accelerators described in this book: they come with arrays of PEs, scratchpad memories, and 
interconnects. A few fundamental differences exist however. First, the PEs in the GPU are ar- 
ranged as SIMD lanes, and do not provide the ability for direct communication for spatial reuse. 
All communication in the GPUs is via registers and memory. Second, GPUs are fundamen- 
tally programmed as control-flow, and cannot exploit dataflow like DNN accelerators. Third, 
the GPU memory hierarchy is built for general programs, unlike DNN accelerator hierarchies 
optimized for DNN operands. Fourth, GPU datapaths are typically provisioned to maximize 
higer-precision floating point throughput, while the PEs in DNN inference accelerators tend 
to use lower-precision fixed-point datapaths. Thus, GPUs remain the most popular choice for 
DNN training, while custom accelerators continue to be built for inference (especially for mass 
deployment on energy-constrained edge devices). 

There has been interesting trend, however, in recent GPU architectures, to answer the 
rise in specialized DNN accelerators. NVIDIA's GPUs, since the Volta [120] product line from 
2017, offer “Tensor Cores” within each Streaming Multiprocessor (SM). Tensor cores are tiny 
engines optimized for running 4 x 4 GEMMs. In other words, each SM within NVIDIA GPUs 
now comes with a specialized acceleration block for DNNs, which incorporates several of the 
attributes of dedicated DNN accelerators such as optimized dataflows (including spatial reuse 
exploitation) and lower-precision data formats and operators favored for inference operations. 
More recently, NVIDIA’s Ampere [121] GPUs released in 2020 provided support to handle 
structured sparsity within the tensor cores. Thus, GPUs are slowly but steadily incorporating 
some of the principles for DNN acceleration discussed in this book. 
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8.3 TRAINING ACCELERATORS 


In this book, we focused on the design-flow for inference accelerators deployed across various 
form factors. Specialized DNN accelerators like the Google TPU [25], however, also support 
training. We briefly discuss some of the design considerations here, highlighting some funda- 
mental differences that makes the training workloads stand apart from inference ones. 

First training involves computation of weight and input gradients in addition to forward 
pass which is performed in inference. Gradient computation and weight updates demonstrate 
Weak Scaling, which means the time to convergence does not strictly decrease with the increase 
in the speed at which computation is performed. This is due to the fact that convergence depends 
on the amount of data on which weight updates are performed. Achieving fast convergence on 
training therefore requires careful design of both the compute units and the communication 
framework. 

Second, computations in inference can be further optimized by using reduced precision 
operands, which help both reduce the cost of computation and memory footprint. During train- 
ing, however, such optimizations are not possible. Training accelerators need to support floating 
point operation. 

Third, in case of training, the intermediate activations are needed to be stored along with 
the input and weight matrices, which are then used in the backpropagation and weight update 
stages. For modern networks the sizes of all the matrices are usually in the order of tens of GBs 
and often are larger than the storage capacity of single accelerator nodes [122]. 

Designing a training platform therefore involves building a sca/e-out cluster of multiple 
accelerators. Examples of such clusters include the Google Cloud TPU [80] that connects mul- 
tiple TPUs via a 3D torus topology, NVIDIA DGX-2 [123] that connects 16 GPUs using a 
switch, Facebook’s Zion [124] connecting multiple GPUs as a Hypercube Mesh, and so on. The 
memory system within these platforms needs to provide high capacity and bandwidth. Gradient 
calculation during distributed training also requires fast transfer of large matrices with minimal 
latency. Therefore, a high bandwidth network (on-chip/off-chip) needs to be employed to con- 
nect the clusters. And finally, similar to the dataflow approaches discussed for inference in this 
book, training also requires a clever mechanism to map and schedule the training operations— 
either by distributing the data samples (called data-parallel) or the model (called model-parallel) 
or leveraging some hybrid approach. 


8.4 SUMMARY 


The design of DNN accelerators is an extremely nascent field and this book is an attempt to 
classify and understand various DNN accelerators under a common taxonomy and core de- 
sign principles. Although the descriptions and examples in this book are limited by workloads 
and architectures that exist today, we believe many of the core design principles we presented 
will persist and be useful for computer architects to navigate disruptive innovations across Al 
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workloads and develop efficient future-proof acceleration platforms. In future, we can expect a 
convergence on some key accelerator architectures once the field of AI matures, target workloads 
stabilize, and software stacks become robust. 
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